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OWNERSHIP OF INSTRUMENTS OF SERVICE

All reports, plans, specifications, computer files, field data, notes and other 
documents and instruments prepared by the Consultant as instruments of 
service shall remain the property of the Consultant. The Consultant shall 
retain all common law, statutory and other reserved rights, including, without 
limitation, the copyright thereto.
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WATER PLAN

PERMIT BID

DJTSSM

KROGER N273

WORTHINGTON
60 WORTHINGTON MALL
WORTHINGTON, OH 43085

3/32" = 1'-0"
1

WATER PLAN

KEYED NOTES

PW01 CONNECT NEW CW PIPING TO EXISTING CW PIPING. EXISTING CW PIPING TO BE MINIMUM 1/2" OR LARGER IN SIZE. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR TO
MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW02 CONNECT NEW HW PIPING TO EXISTING HW PIPING. EXISTING HW PIPING TO BE MINIMUM 1/2" OR LARGER IN SIZE. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR TO
MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW03 CONNECT NEW CW PIPING TO EXISTING CW PIPING. EXISTING CW PIPING TO BE MINIMUM 3/4" OR LARGER IN SIZE. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR TO
MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW09 CONNECT NEW CW PIPING TO EXISTING CW PIPING. EXISTING CW PIPING TO BE MINIMUM 1 1/4" OR LARGER IN SIZE. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR
TO MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW10 CONNECT NEW HW PIPING TO EXISTING HW PIPING. EXISTING HW PIPING TO BE MINIMUM 1 1/4" OR LARGER IN SIZE. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR
TO MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW13 CONNECT NEW HWR PIPING TO EXISTING HW PIPING. EXISTING HW PIPING TO BE MINIMUM 3/4" OR LARGER IN SIZE. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR
TO MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW14 CONNECT NEW HWR PIPING TO EXISTING RECIRCULATING PUMP. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE & PUMP LOCATION PRIOR TO MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD
ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW15 CONNECT NEW CW PIPING TO EXISTING CW PIPING. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR TO MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD
ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW16 CONNECT NEW HW PIPING TO EXISTING HW PIPING. CONTRACTOR TO FIELD VERIFY PIPE SIZE, SYSTEM TYPE, PRESSURE & PIPE LOCATION PRIOR TO MAKING CONNECTIONS. IF THE CONDITIONS IN THE FIELD
ARE DIFFERENT THAN WHAT IS SHOWN ON THE DRAWINGS, CONTACT ENGINEER OF RECORD IMMEDIATELY.

PW17 CONTRACTOR TO PROVIDE NO FITTINGS ON UNDERSLAB WATER PIPING.

PW18 FREEZE PROOF WALL HYDRANT TO BE MOUNTED 6'-0" ABOVE GRADE. PLUMBER TO PROVIDE A HOSE TO CONNECT WALL HYDRANT TO HOSE REEL. REFER TO ARCHITECTURAL PLANS FOR HOSE REEL LOCATION.
REFER TO PSD-107 ON SHEET P5.1.

PW19 REINSTALL EXISTING PLUMBING FIXTURE AT THE SAME LOCATION. RECONNECT EXISTING COLD AND HOT WATER PIPING TO EXISTING PLUMBING FIXTURE. CONTRACTOR TO VERIFY SYSTEM TYPE PRIOR TO
MAKING CONNECTIONS.

PW20 RECONNECT NEW WATER PIPING AND ACCESSORIES TO EXISTING WATER HEATER AS SHOWN. CONTRACTOR TO FIELD VERIFY SYSTEM TYPE PRIOR TO MAKING CONNECTIONS.

PW22 CONNECT NEW RO WATER PIPING FOR PRODUCE MISTING CONTROLLER TO THE RO UNIT.

N

F.F.E. = 100'.00"

      
12/10/19


	Sheets
	P1.2 - WATER PLAN


