
REFRIGERATED CASE

ROTATE CASE DRAIN 
OUTLETS FROM ELBOW 
TOWARDS BACK OF 
CASE SO THE DRIP EDGE 
IS IN THE CENTER OF 
THE FLOOR DRAIN.  SEE 
DETAIL 'A'.

CASE DRAIN

FLOOR DRAIN.  
SEE NOTE No. 5.

CONNECT TO BOTTOM 
OF ADJACENT CASE

NOTES:

1. DO NOT USE CASE DRAIN SMALLER THAN THE 
NOMINAL DIAMETER OF PIPE OR WATER SEAL 
SUPPLIED WITH THE MERCHANDISER.

2. SLOPE THE CASE DRAIN IN THE DIRECTION OF 
FLOW 1/4" PER FT.

3. CASE DRAIN MUST BE SUPPORTED NO 
MORE THAN 24" FROM DRAIN HUB TEE.

4. PROVIDE A SUITABLE AIR BREAK BETWEEN 
FLOOD RIM OF FLOOR DRAIN AND OUTLET OF 
CASE DRAIN.  AN ALTERNATIVE IS TO CUT THE 
LAST SECTION OF CASE DRAIN AT AN ANGLE.

5. 3" HUB DRAIN FOR PROJECTS UNDER UNIFORM 
PLUMBING CODE AND 4" HUB DRAIN FOR 
PROJECTS UNDER INTERNATIONAL PLUMBING 
CODE.

PISD-1

CASE DRAIN DETAIL

MASTER INSTALLATION DETAIL

DATE:  10/11/12

DRAWN:  ZAW

ORIGINAL ISSUE DATE 10/11/12

ROTATED 
CASE 
DRAIN 
OUTLETS

FLOOR DRAIN

CASE DRAIN 
OUTLET CUT 
AT AN ANGLE

CUT OFF EXCESS PIPE 
AFTER FLOOR HAS 
BEEN POURED.

SEE NOTE 
No. 4

SEE 
NOTE 
No. 3

FLOOR LINE

SEE NOTE 
No. 3'P' TRAP - TYPICAL.  

SEE NOTE No. 3

GENERAL NOTES:

1. SLOPE FLOOR TO FLOOR DRAIN AS INDICATED ON CONCRETE PLACEMENT PLAN.

2. REFER TO BUILDING SPECIFICATION SECTION 22 13 00 FOR APPROVED PIPING MATERIAL.

3. REFER TO PLUMBING PLAN FOR LOCATIONS AND SIZES OF DRAINS AND PIPING.

4. TYPICALLY 1" BUT PREFERABLY 1/2" IF PERMITTED BY LOCAL PLUMBING INSPECTOR TO 
FACILITATE CONDENSATE DRAIN INSTALLATION.

PSD-1

CONDENSATE DRAIN
DETAIL

MASTER SPECIFICATION DETAIL

DATE:  11/15/17

DRAWN: ZAW

ORIGINAL ISSUE DATE: 2/20/06

SCHEDULE 40.

FLOOR LINE

4" P.V.C. PIPE,

4" 'P' TRAP.

NOT TO SCALE

PATCH FLOOR FLUSH WITH
CONCRETE AFTER HUB 
DRAIN IS REMOVED

CAP DRAIN NO MORE 
THAN 1' FROM WASTE 
PIPING MAIN.

B

CAP AND ABANDON

DRAIN DETAIL

CORE DRILL / SAWCUT 
AROUND EXISTING CO 
OR FD TO BE LOWERED

PSD-107

OUTDOOR FLORAL HOSE
REEL

MASTER SPECIFICATION DETAIL

DATE:  5/11/15

DRAWN:  TMW/ZAW

ORIGINAL ISSUE DATE 3/2/15

GCR7

SALES 
AREA 
FRONT 
END

SIDEWALK

GENERAL NOTES:

2. RETRACTABLE HOSE REEL, 1/2 IN. 100' LONG HOSE.  OWNER SUPPLIED.  
MOUNT HOSE REEL TO WALL WITH THE BOTTOM OF THE MOUNTING PLATE 
AT 8'-0". 

3. FREEZE-PROOF ANTI-SIPHON SILLCOCK WITH BUILT-IN VACUUM BREAKER.  
MOUNT HOSE BIB AT 6'-3" ABOVE THE SIDEWALK.  WOODFORD MODEL 19 OR 
EQUAL.  SEE SPECIFICATION SECTION 22 11 00.

4. CONNECT HOSE REEL TO WALL HYDRANT WITH A SHORT LENGTH HOSE.

5. REFER TO F1 PLAN FOR LOCATIONS OF HOSE REEL.

6. CONCEAL COLD WATER PIPING IN STUD SPACE SUPPLIED FROM OVERHEAD.

7. 1/2 IN. DIAMETER THRU BOLTS CONNECT WITH WASHER ON THE INSIDE AND LOCK 
WASHER AND NUT ON THE OUTSIDE.  ALL BOLTS, WASHERS AND NUTS TO BE 
GALVANIZED.

SEE 
NOTE 
No. 3.

BRASS 
ADAPTER.  
SEE NOTE 
No. 8.

SPRAY 
WAND WITH 
SHUT-OFF.  
SEE NOTE 
No. 9.

SEE 
NOTE 
No. 6.

3.

1. ALL INDICATED ITEMS ON THE DRAWING ARE CONTRACTOR SUPPLIED. 

8. BRASS ADAPTER TO CONVERT FEMALE NPT TO A MALE GARDEN HOSE 
THREAD.  WATTS 3/4" X 1/2" THREADED ADAPTER FITTING MODEL No. 
LFA-663.

9. SPRAY WAND WITH TRIGER SHUT-OFF.  GILMOUR MODEL 490GF OR EQUAL.

3/4" PLYWOOD.  
2" LARGER 
THAN HOSE 
REEL BASE.

FOAM SPRAY 
OVER BOLT 
HEAD AND 
WASHER IN 
WINTER CLIMATE 
TO AVOID 
CONDENSATION 
FROM FORMING 
WITHIN WALL. 

SEE NOTE 
No. 7.

SEE PLANS FOR 
CONTINUATION

1/2" HW PIPE LOCATE 
AT END / IN BETWEEN 
LIGHT FIXTURES 
WHEREVER POSSIBLE

UNISTRUT CLAMP

PROVIDE ADEQUATE 
UNISTRUT FRAMING.  
ELEVATE PIPE USING 
PRESSURE TREATED 
BLOCK OR EQUAL 
MOUNTED TO CASE.

18 GA STAINLESS STEEL CASE 
TOP HOSE BIB BRACKET.  6" 
WIDE WITH 1/4" RADIUS 
ROUNDED CORNERS AT TOP

HOSE BIB

REFRIGERATED MEAT 
AND DAIRY CASES

COORDINATE WATER LINE WITH ANY REFRIGERATION 
LINES LOCATED ON TOP OF CASE.

0' - 4"

0
' -

 5
"

PSD-21

HOSE BIB LOCATION AT
REFRIGERATED CASE

MASTER SPECIFICATION DETAIL

DATE:  3/31/17

DRAWN:  ZAW

ORIGINAL ISSUE DATE 11/12/11

REFRIGERATED CASE

HOSE BIB BRACKET

ATTACH HOSE BIB TO BRACKET 
WITH BOLTS, WASHERS AND 
LOCK NUTS.

0' - 6"

FRONT ELEVATION

0' - 2"

FLOOR SINK WITH DEBRIS 
BUCKET & HALF-ROUND 
PVC GRATE, SEE NOTE No. 
2.

SEDIMENT BUCKET

'P' TRAP - TYPICAL.

PIPE - TYPICAL
SEE NOTE No. 2.

SEE NOTE No. 2.

V
A

R
IE

S

HALF-ROUND GRATE

PLAN__________

FLOOR LINE

INTENDED USE:

MULTI-PURPOSE UNDER CABINET (i.e.  STARBUCKS COFFEE, 
ONE HOUR PHOTO, DELI LINEUP, ETC.).

REFRIGERATED CASE FRONT DRAIN (WHERE REQUIRED BY CODE).

1. REFER TO BUILDING SPECIFICATION SECTION 22 
13 00 FOR APPROVED PIPING MATERIAL.

2. REFER TO PLUMBING PLAN FOR LOCATIONS 
AND SIZES OF DRAINS.

GENERAL NOTES:

PSD-16B

FLOOR SINK WITH
DEBRIS BUCKET

MASTER SPECIFICATION DETAIL

DATE:  3/13/12

DRAWN:  ZAW

ORIGINAL ISSUE DATE 2/20/06

AIR GAP.
SEE NOTE 
No. 5.

FLOOR SINK, 
REFER TO PSD-16B.

SANITARY 
DRAIN LINE

FLOOR LINE

SEAL TOP OF BACK 
SPLASH TO WALL USING 
A CONTINUOUS BEAD 
OF SILICONE CAULKING.  
IF REQUIRED BY CODES 
SINK UNIT MAY BE 
OFFSET FROM WALL, TO 
ACCOMODATE 
CLEANING BEHIND UNIT. 

WALL

FLOOR SINK, 
REFER TO PSD-16B.

NOTES:

1. UNIT TO BE FURNISHED BY KROGER AND INSTALLED BY CONTRACTOR.  SEE SPECS.

2. FOR DRAIN LINES REFER TO BUILDING SPECIFICATION SECTION 22 13 00 FOR APPROVED PIPING 
MATERIAL.

3. FINAL PLUMBING CONNECTIONS SHALL BE MADE BY THE PLUMBING CONTRACTOR.

4. SEE PLUMBING PLAN FOR LOCATIONS AND SIZES OF DRAINS.
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4' - 2 1/2"

0
' -
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"

2
' -

 1
0
"

2' - 5 1/2"

PSD-5A

1-COMPARTMENT
SINK

MASTER SPECIFICATION DETAIL

DATE:  11/15/17

DRAWN:  ZAW

ORIGINAL ISSUE DATE 2/20/06

5. 2" MINIMUM AIR GAP OR GREATER WHEN REQUIRED BY LOCAL PLUMBING 
CODE OR LOCAL HEALTH REGULATIONS.

SEE NOTE 
No. 5.

SINK

SEE NOTE 
No. 6.

COLD 
WATER

HOT WATER

INSULATED PANEL 
MECHANICAL PIPE 
CHASE, SEE NOTE #3.

PLAN________________
INSTALLED AGAINST FREEZER

SINK

PREFABRICATED 
INSULATED 
WALL PANEL

HOT 
WATER

COLD 
WATER

STUD PARTITION, 
SEE NOTES #2 & #3.

SEE NOTE 
No. 6.

PLAN__________________________________
INSTALLED ON PREFABRICATED INSULATED WALL PANEL

1/2"

1/2"

1/2"SHUT OFF 
VALVES.

UNIONS

SEE NOTE 
No. 9.

THREADED 
CONNECTIONS

FLOOR LINE

INSULATED 
POTABLE WATER 
SUPPLY PIPING, SEE 
NOTES #2 & #3 AND 
SPECS.

INSULATED PANEL MECHANICAL 
PIPE CHASE, SEE NOTE #3.

SEE NOTE No. 6.

WALL BRACKET, 
SEE NOTE #7.

SPRAY 
ATTACHMENT

SEAL TOP OF 
BACK SPLASH 
TO WALL 
USING A 
CONTINUOUS 
BEAD OF 
SILICONE 
CAULKING

SEE NOTE #6.

SEE NOTE #7.

PREFABRICATED 
INSULATED WALL 
PANEL STUD 

PARTITION

WOOD 
BLOCKING

INSULATED 
POTABLE 
WATER 
SUPPLY 
PIPING, SEE 
SPECS.

NOTES:

1. KROGER WILL FURNISH THE SINK, MIXING 
FAUCETS, 2" LEVER DRAINS, AND SPRAY 
ATTACHMENT & WALL BRACKET, AND (WHEN 
REQUIRED) THE HEATER AND DISPOSER.  
CONTRACTOR TO INSTALL SINK COMPLETE.

2. CONTRACTOR SHALL MAKE EVERY EFFORT TO 
INSTALL WATER SUPPLY PIPING AND SANITARY 
VENT PIPING ON OTHER SIDE (WARM SIDE) OF 
PREFABRICATED INSULATED WALL PANELS 
FORMING REFRIGERATED MEAT AND PRODUCE 
PREP AREAS, VIA STUD PARTITION CAVITY AS 
INDICATED.  LENGTH OF PIPING ROUTED WITHIN 
THESE AREAS SHALL BE KEPT TO A MINIMUM.

3. IF WATER SUPPLY PIPING AND SANITARY VENT 
PIPING MUST BE ROUTED EXPOSED WITHIN THESE 
AREAS, PIPES SHALL BE ROUTED UNDER SINK AND 
SECURED TO WALL WITH PIPE CLAMPS 
PROVIDING SPACE BETWEEN PIPES AND WALL TO 
MEET HEALTH DEPARTMENT REQUIREMENTS.  
PHYSICAL PROTECTION MUST BE PROVIDED, VIA 
PIPE CHASE AS INDICTED.

4. PIPING WILL NOT BE PERMITTED IN COOLER OR 
FREEZER WALLS.

5. SEE MANUFACTURER'S DRAWINGS FOR 
DIMENSIONS AND BOWL CAPACITIES.

6. PROPORTIONER DISPENSER FOR SOAP & SANITIZER 
SYSTEM, VENDOR SUPPLIED  & INSTALLED.

7. WHEN SINK IS INSTALLED ON PREFABRICATED 
INSULATED WALL PANELS SPRAYER BRACKET 
MUST BE ATTACHED TO WOOD BLOCKING 
PROVIDED INSIDE PANEL, CENTERED 
APPROXIMATELY 54" A.F.F.  TAP ON PANEL TO 
VERIFY LOCATION.  WHEN SINK IS INSTALLED ON 
STUD PARTITION, ROUTE PIPING AND PROVIDE 
BLOCKING INSIDE PARTITION FOR SECURE 
ATTACHMENT OF SPRAYER WALL BRACKET. 

8. FOR DRAIN LINES REFER TO BUILDING 
SPECIFICATION SECTION 22 13 00 FOR APPROVED 
PIPING MATERIAL.

9. ALL SINKS EQUIPPED WITH SPRAYERS SHALL 
HAVE CHECK VALVES ON BOTH HOT & COLD 
WATER LINES UNDER THE SINKS SUPPLYING 
THE FAUCETS.

10. REFER TO DRAWINGS FOR FINAL PLUMBING 
CONNECTION REQUIRED BY AUTHORITY 
HAVING JURISDICTION.

FRONT ELEV. SIDE ELEV.

SIZES/CAPACITIES:

PL3M-7 = 48" x 20", 6.7 GALLONS/BOWL.

PL3-18 = 72" x 24 1/2", 11.8 GALLONS/BOWL.

PL3-20 = 100" x 33 1/2", 29.1 GALLONS/BOWL.

PSD-7

3-COMP UTENSIL
WASHING SINK

MASTER SPECIFICATION DETAIL

DATE:  3/19/19

DRAWN:  ZAW

ORIGINAL ISSUE DATE 2/20/06

SWING FAUCET

NPT TEE FOR MIXED 
WATER CONNECTION TO 
PROPORTIONER (BEHIND 
FAUCET).

NPT TEE FOR CW, 
HW MIXED WATER 
CONNECTION TO 
PROPORTIONER

THREADED 
CONNECTION

SANITARY 
DRAIN LINE

FLOOR SINK, 
REFER TO PSD-16B.

AIR GAP

DRAIN TO 
FLOOR 
SINK

FLOOR 
SINK

DRAIN 
TO 
FLOOR 
SINK

FLOOR 
SINK

OWNERSHIP OF INSTRUMENTS OF SERVICE
All reports, plans, specifications, computer files, field data, notes and other 
documents and instruments prepared by the Consultant as instruments of 
service shall remain the property of the Consultant. The Consultant shall 
retain all common law, statutory and other reserved rights, including, without 
limitation, the copyright thereto.
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Phone:

Fax:
300 Spruce Street
Suite 300
Columbus, Ohio  43215

(614) 461-4664

(614) 280-8881

www.moodynolan.com

for

WWW.KLHENGRS.COM

MECHANICAL/ELECTRICAL ENGINEERS

LEXINGTON, KENTUCKY
LOUISVILLE, KENTUCKY

COLUMBUS, OHIO
NEW YORK, NEW YORK

1538 ALEXANDRIA PIKE, SUITE 11 
FT. THOMAS, KENTUCKY 41075 

800-354-9783
859-442-8050

859-442-8058 FAX
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