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OWNERSHIP OF INSTRUMENTS OF SERVICE

All reports, plans, specifications, computer files, field data, notes and other
documents and instruments prepared by the Consultant as instruments of
service shall remain the property of the Consultant. The Consultant shall
retain all common law, statutory and other reserved rights, including, without
limitation, the copyright thereto.
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FLOOR DRAIN SCHEDULE
FLOOR DRAIN TYPE APPLICATION REMARK
FD4 FLOOR SINK REFER TO DETAIL PSD-16B

KROGER PLUMBING FIXTURE CONNECTION SCHEDULE

# DESCRIPTION HW | CW | REMARKS FURNISHED BY| INSTALLED BY

Fo FLORAL HELIUM BALLOON SYSTEM NA. NA. | PROVIDE 1/2* COPPER PIPING FROM HELIUM TANK TO HELIUM BALLOON NOZZLE, EQUAL TO WESTERN MODEL OWNER pC.

G102DC COIN OPERATED WATER DISPENSER (VENDOR SUPPLY) N.A. 1/2" PROVIDE 1/2" VALVED COLD WATER LINE (15-50 PSI) OWNER P.C.

GCR7 RETRACTABLE HOSE REEL (100" N.A. N.A. REQUIRES COLD WATER HOSE BIBB. OWNER P.C.

GE235-2C ng\P/E%SPRAY DOWN PROPORTIONER (VENDOR 172" N.A. REQUIRES COLD WATER HOSE BIBB, HOUSE INSIDE OF S/S CABINET. SEE VENDOR DETAIL. OWNER P.C.

GE236-2C 2 BUTTON PROPORTIONER FOR 3-COMP SINK NA. NA. REQUIRES A 3/8" NPT TEE INSTALLED BETWEEN FAUCET AND PRE-RINSE SPRAYER (TEE INCREASES OWNER PC.
(VENDOR SUPPLY) MOUNTING HEIGHT OF SPRAYER 3").

MOUNT ABOVE CASE, SEE SPECS, PROVIDE A #1012 BACKFLOW PREVENTER, COORD. EXACT LOCATION WITH

HHB2 HOT WATER HOSE BIBB 3/4" N-A. EQUIPMENT AND FIXTURES PRIOR TO INSTALLATION. SUPPLY WITH LOOSE TEE KEY OPTION.

P.C. P.C.

PROVIDE VALVED 1/2"RO TO PRODUCE HUMIDITY CONTROL AS REQUIRED AT 84"AFF. PROVIDE
P54 PRODUCE MISTING CONTROL/TIMER N.A. 172" BACKFLOW PREVENTER EQUAL TO WATTS #9D. MISTER CONTROLS & SYSTEM PROVIDED BY KROGER. OWNER P.C.
INSTALLATION BY GENERAL CONTRACTOR

COUNTERTOP SINK (ACCESSIBLE BREAKROOM)
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PL1BR (UNIVERSAL STAINLESS MODEL DI-1-5-DF) 1/2" 1/2" PROVIDE VALVED WATER LINES AND DRAIN P.C. P.C.
PL1F FLORAL SINK (DROP IN) 1/2" 1/2" PROVIDE VALVED WATER LINES AND DRAIN OWNER P.C.
PL1PC 1 COMP PREP SINK (24" BOWL) (NO DRAINBOARD) 1/2" 1/2" PROVIDE VALVED WATER LINES AND DRAIN. OWNER P.C.
1 COMPARTMENT PREP SINK (18" BOWL) (NO " "
PL1PC-18 DRAINBOARD) 1/2 1/2 PROVIDE VALVED WATER LINES AND DRAIN OWNER P.C.
PL209 3 COMPARTMENT STAINLESS STEEL BAR SINK 3/4" 3/4" PROVIDE VALVED WATER LINE AND DRAIN OWNER P.C.
PL3C-18 SMALL 3 COMPARTMENT SINK (18"DB) 3/4" 3/4" EBSXL?EES\,/ALVED WATER LINES AND DRAIN. REFER TO DETAIL PSD-7. PROVIDE CHECK VALVES ON WATER OWNER P.C.
PL3M-7 MINI 3 COMPARTMENT SINK (7'DB) 3/4" 3/4" EBSXL?EES\,/ALVED WATER LINES AND DRAIN. REFER TO DETAIL PSD-7. PROVIDE CHECK VALVES ON WATER OWNER PC.
PLHSW HAND SINK (WALL MOUNT) 1/2" 1/2" PROVIDE VALVED WATER LINES AND DRAIN. PROVIDE BACKFLOW PREVENTER OWNER P.C.
S7 MINI-COMBINATION OVEN/STEAMER (NUVU) N.A. 1/4" STUB VALVED WATER LINE 3'- 6" A.F.F. FEED FROM WATER FILTER OWNER P.C.
S36TSC-16 S.C. ICE FLAKER W/ CART TRANSPORT SYSTEM (2,000 LB.) N.A. 3/8" PROVIDE (2) 3/8" (20-120 PSIG) VALVED & FILTERED COLD WATER LINE OWNER P.C.
1. GREASE INTERCEPTOR
(RECESSED).
2, VENTED FLOW CONTROL
DEVICE.
3. FLOOR SINK OR HUB
DRAIN.
4, CLEANOUT.
5, 1-1/2" VENT.
SINK OR LAVATORY 6. 2" WASTE.
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HW SUPPLY THERMOSTATIC CW SUPPLY
CHECK VALVE MIXING VALVE
(TYP.) ®/
221313.00-09 - 3 COMPARTMENT SINK INDIRECT WASTE TO FLOOR SINK OR HUB
223001.00-01 - THERMOSTATIC MIXING VALVE TMV DETAIL DRAIN
SCALE: NONE SCALE: NONE
; ; 1. HANGER ROD. 1. STONE-FREE TAMPED
1. 6" THICK BY 18" SQUARE 1. PIPE.
. PRE-GALVANIZED STEEL AND CALCIUM SILICATE INSULATION PIPE CLEAN BACKFILL.
, R e SHIELD. B A TO BE CONTINUOUS 2. 6 TAMPED SAND TO 98%
: 3. PIPE INSULATION. : DENSITY.
COVER. 2 oPE 3. FLEXIBLE SEALANT OR FIRE RATED 3 TAMPED SAND IN 6°
@ 3. CAST IRON CLEANOUT 5' UN|S.TF{UT CHANNEL SEALANT FOR FIRE RATED ’ LIFTS
WITH COVER FOR DUTY o CLEVIS HANGER. PENETRATIONS. 4 PIPE.
’/@ REQUIRED. 8 S S NGER 4, SCHEDULE 40 STEEL PIPE SLEEVE TO SLAB ‘ '
’/@ ST _ N 4. GRADE FOR PAVING. : : BE 1" LARGER THAN THE OUTSIDE —l
’ 5. CAST IRON LONG SURFACE OF PIPE INSULATION AND : :
| .S ,,
R // \///\/ ‘ \///\/// SWEEP 1/4 BEND OR 5 ®\ | FLUSH TO WALL SURFACE. DO NOT #1 Date | Change Description
1 s Lo S \ \\/ S CAST IRON COMB," Y 1/8" SUPPORT PIPING WITH SLEEVE. R EEEIEEIEIE]L
L = % "& BEND. (USE /TN T 5. FINISHED WALL SURFACE. REFER TO =TT
\\ \\ \\ \\ REDUCING TYPE WHERE ARCHITECTURAL PLANS FOR WALL =EEEEEIEED
— REQUIRED). O CONSTRUCTION TYPE. mﬁmﬁmﬁmﬁmﬁmﬁmﬁmﬁ 1)
6. BUILDING DRAIN OR === T
SEWER MATERIAL AND L = T
SIZE SPECIFIED. \ ﬁmﬁmﬁmﬁmﬁmﬁmﬁmﬁu
7. CLEANOUT RATED FOR O = = = = =] ==l
SEE PLANS e e e e e e e )
EXPECTED WHEEL = = == = =] ===
LOADING REFER TO e ~N =EIEEEEEE
SPECIFICATIONS AND T
\ (5) PLANS FOR TYPE AND . o S D) KROGER N273
LOCATIONS. ‘ WORTHINGTON
8. TOP FLUSH WITH -
FINISHED FLOOR. (a) 60 WORTHINGTON MALL
q ?b EIL’J\ILIEﬁFE)EFSLl%?R LEVEL. ‘ @ WORTHINGTON, OH 43085
_[ —[ ) " EXTENSION UP TO 6" 5 0 /‘\@ for
LENGTH AS REQUIRED, 4
9 0 PROVIDE SAME SIZE AS e, M THE KROGER COMPANY
_l _l LINE SERVED UP TO 6" (5) : ——
oW 11. COMBINATION WYE AND ' ' @
1/8" BEND OR AS CODE ' ' » -
EXTERIOR CLEANOUT REQUIRED
INTERIOR FLOOR CLEANOUT 12 LONG SWEEP 1/4" BEND. () /F\ fA“lN/”r MOODY’ NOLAN
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300 Spruce Street Phone: (614) 461-4664
Suite 300 Fax: (614) 280-8881
221313.00-01 - FLOOR CLEANOUTS 220529.00-01 - PLUMBING PIPE HANGER INSTALLATION 220517.00-02 - INTERIOR WALL PENETRATION 220500.00-03 - BURIED PIPE/CONDUIT Columbus, Ohio 43215  www.moodynolan.com
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