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NOTE:
1. INSTALL ENCLOSURE ON A VIBRATION

FREE SURFACE, MARK HOLE LOCATIONS.

USE APPROPRIATE HARDWARE FOR
MOUNTING TO STRUCTURE.

2. FOLLOW ALL NATIONAL AND LOCAL
ELECTRICAL CODES WHEN INSTALLING.

3. WHEN INSERTING WIRING, BE SURE
HIGH AND LOW VOLTAGE ARE KEEP
ISOLATED.

4. ALL REMOVED KNOCKOUTS MUST HAVE
CONDUIT FITTINGS INSTALLED.

3.00- 4.00

REFRIGERANT LEAK DETECTION CONTROL PANEL:
- ONE (1) ENCLOSURE (OWNER SUPPLIED)

- DANFOSS POWER SUPPLY (OEM MOUNTED)

- DANFOSS COMM MODULE (OEM MOUNTED)

- TWO (2) 8AI/8RO COMBO BOARD (INSTALLER MOUNTED)
- ONE (1) 24V TRANSFORMER FOR RELAY CONTROL

(INSTALLER MOUNTED)

MECHANICAL/ELECTRICAL ENGINEERS
WWW.KLHENGRS.COM

1538 ALEXANDRIA PIKE, SUITE 11
FT. THOMAS, KENTUCKY 41075
800-354-9783
859-442-8050
859-442-8058 FAX

LEXINGTON, KENTUCKY
LOUISVILLE, KENTUCKY
COLUMBUS, OHIO
NEW YORK, NEW YORK

OWNERSHIP OF INSTRUMENTS OF SERVICE

All reports, plans, specifications, computer files, field data, notes and other
documents and instruments prepared by the Consultant as instruments of
service shall remain the property of the Consultant. The Consultant shall
retain all common law, statutory and other reserved rights, including, without
limitation, the copyright thereto.

1. HORN & STROBE CONTACTS CONTROLLED BY SAME RELAY POINT.

OUTDOOR PURGE ZONE.

- WHERE DAMAGE TO FILTER END MAY OCCUR, REMOVE THE
J-BOX KNOCKOUTS AND INSTALL COVERPLATE.

-FREEZERS TO UTILIZE WALL MOUNT LOCATION.

-COOLERS AND PREP ROOMS TO UTILIZE WALL MOUNT OR
CEILING

MOUNT DEPENDING ON COIL CONFIGURATION.

-SALES FLOOR ZONES TO UTILIZE THE COLUMN MOUNT.
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&y MoODY-NOLAN

300 Spruce Street Phone: (614) 461-4664
Suite 300 Fax: (614) 280-8881
Columbus, Ohio 43215 www.moodynolan.com

KROGER N273

WORTHINGTON

60 WORTHINGTON MALL
WORTHINGTON, OH 43085

for

THE KROGER COMPANY

CONTROL SYSTEM - REFRIGERANT LEAK HORN & STROBE DETAIL

REFRIGERANT LEAK HORN/STROBE MOUNTING DETAIL

CONTROL SYSTEM - REFRIGERANT LEAK DETECTION FILTER MOUNTING / INSTALL DETAIL
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