SEALANT

SPECIAL REINFORCED
HOLLOW METAL DOCR

FRAME

SEE ARCHITECTURAL PLANS

FOR WALL TYPE AND FNISH\\

DOUBLE ACTING DOOR

JAMB COLUMN:
STUDS FACE TO FACE

ATTACHED WITH TWO
STUD TRACKS. /

ORIGINAL ISSUE DATE 6/18/09

SEALANT —

SEALANT
SEE NOTE #2

SEE NOTE #

RE: ROOM FINISH
SCHEDULE FOR
WALL FINISH

CORNER GUARD —/ )

SEE NOTE #4

RE: ROOM FINISH
SCHEDULE FOR
WALL FINISH

\L WALL v
CORNER \ﬁ
L | ™~— HucceD
EDGE
o
~—_|
| SEALANT
_ L SEE NOTE #2

TN

~

HUGGED EDGE CORNER GUARD

SEE NOTE #4

RE: ROOM FINISH SCHEDULE
FOR WALL FINISH

SINGLE CORNER

PLAN VIEW

PREP ROOM/COOLER SIDE

EXPOSED METAL DOOR
FRAME (HATCHED)

SEALANT
=} /
(=]
B2l — — — —
<
—
o>
%fj UPPER HINGE
sy — _ —_— —_— : SEAL ASSEMB

LY

METAL, DOOR
FRAME

\SEALANT
: STAINLESS STEEL

SALES AREA
PARTITION

V4

V4

CORNER GUARD.
REFER TO ASD—55A.

®

VERIFY W/
VENDOR

REINSTALLED

THERMOMETER,

SEE NOTES
No. 2 & 3.

% REINSTALLED
LIGHT SWITCH,
SEE NOTES

TYPICAL LOCATIONS:

— NON WASH DOWN AREAS
— HALLWAYS
— AREAS AS APPROPRIATE

INSULATED COOLER WALL PANEL,
METAL STUD PARTITION WITH
FRP OR CERAMIC TILE FINISH.

ZSEE ARCHITECTURAL
FOR WALL TYPE AND

FINISH ‘
SALES AREA SIDE ©
o o
r ’
DETA”_ A o BUMPERS BUMPERS | o
INSTALLED ON INSTALLED ON
o BOTH SALES BOTH SALES | o

& PREP/COOLER & PREP /COOLER

RE: ROOM FINISH
SCHEDULE FOR WALL
FINISH
HUGGED EDGE
B / x -

DOUBLE ACTING DOOR
FRAME AT STUD PARTITION

DATE: 8/7/13
SCALE:  NONE
DRAWN: ZAW

MASTER SPECIFICATION DETAIL

ASD—56

M M
START CORNER
GUARD AT TOP
BASE OF BASE
SEE NOTE #3\\ > \ -
N SEALANT
IN— SEALANT SEE NOTE #2
SEE NOTE #2
CORNER GUARD
SEE NOTE #4
PLAN VIEW
NOTICE:
1. REMOVE ALL SHARP CORNERS,
2. ADHERE STAINLESS STEEL TO WALL WITH CLEAR SILICONE SEALANT, TOP AND BOTTOM.
3. REFERRENCE ROOM FINISH SCHEDULE FOR BASE TYPE TO BE USED.
4. 20 GA, 304 STAINLESS STEEL CORNER GUARD.
STAINLESS STEEL | ol
SCALE:  NONE
DRAWN: T™MW

CORNER GUARD

ORIGINAL ISSUE DATE 7/29/13

ASD—50A

MASTER SPECIFICATION DETAIL

Notes:

INSULATED

ME

@ SIDES OF DOORS SIDES OF DOORS

No. 2 & 3.

LOWER HINGE
ASSEMBLY

ELEVATION

SALES AREA SIDE

PREP ROOM/COOLER SIDE

TAL PANEL:

SEE DETAIL "A" (REVERSED)

)(~ N
\ DOUBLE ACTNG4/

INSULATED DOORS

=iy

SEE
DETAIL 'A

I. DOOR & FRAME SIZES VARY BASED ON USAGE, REFER TO PLANS FOR SIZES.

TO COOLER, PROVIDE ADDITIONAL JUNCTIONS BOX AS REQUIRED.

3. THERMOMETER ¢ LIGHT SWITCH LOCATIONS:
DOUBLE DOORS -- EITHER SIDE WHICHEVER 1S MOST PRACTICAL.
SINGLE DOOR -- ON OPENING SIDE OF DOOR.

pu
;L;

KRE\NSTALLED

THERMOMETER
& LIGHT SWITCH
STACKED, SEE
ELEVATION THIS

SALES AREA SIDE PETAL
2. THERMOMETER ¢ LIGHT SWITCH ARE SUPPLIED INSTALLED BY MANUFACTURER IN COOLER DOOR SECTION,
ELECTRICAL CONTRACTOR TO REMOVE FROM DOOR SECTION, RE-INSTALL IN STUD PARTITION AND REWIRE
4. GALVANIZED FRAME IS INTEGRAL WITH THE DOOR OPENING AND 1S SUPPLIED WITH THE INSULATED METAL PANELS.
DATE: 11/5/13
PARTITION TO INSULATED PANEL | scALE: NONE
AT DOUBLE ACTING INSUL. DRS. | Drawn  ZAW

ORIGINAL ISSUE DATE 3/20/08

MASTER SPECIFICATION DETAIL

ASD—55

INSIDE OUTSIDE
CONTINUOUS CLEAR SILICONE BEAD
AT WALL AND FLOOR.
GRAY FINISHED FLOOR WILL VARY DEPENDING
URETHANE ON APPLICATION —— POLISHED CONCRETE
CAULK. OR FLOOR COVERING.
oo
FLOOR o
ELEVATION g A

WALL TO FLOOR | e

BASE TYPE-D

ASD—-351D

MASTER SPECIFICATION DETAIL

ORIGINAL ISSUE DATE 1/30/09

ORIGINAL ISSUE DATE 1/30/09

GRAY
URETHANE
CAULK.

BACKROOM

TYPICAL LOCATIONS:

— WASH

- PREP.

DOWN AREAS

AREAS, COOLER/FREEZER

WALLS WITHOUT CURBS

INSIDE PREP.

AREAS

CONCRETE
CURB, SEE_\
ASD—6 &
ASD—6A.

GRAY
URETHANE
CAULK.

0—0"

FLOOR
ELEVATION

NOTES:

CAULKING.
/ FINISHED

\INSULATED COOLER WALL PANEL or METAL
STUD PARTITION WITH FRP FINISH.

CONTINUOUS BEAD OF
CLEAR SILICONE CAULKING.

8”7 STAINLESS STEEL BENT

COVE BASE,

SEE NOTE No. 2.

APPLY A CONTINUOUS BEAD OF
GRAY URETHANE CAULKING
PRIOR TO INSTALLING STAINLESS

STEEL COVE

CONTINUOUS
OF CLEAR S

BASE.
BEAD SLOPE
ILICONE T0
DRAIN
D

FLOOR,

SEE NOTE No. 1

1. FINISHED FLOOR WILL VARY DEPENDING ON APPLICATION —— CONCRETE, RESINOUS or TILING.

2. 6" 22 ga. STAINLESS STEEL COVE BASE KROGER DIRECT BUY ITEM, OWNER SUPPLIED AND CONTRACTOR INSTALLED.
3. FOR COOLER WALLS WITH CURBS, REFER TO ASD-6.

BASE TYPE-

WALL TO FLOOR

B

DATE: 7/29/13
SCALE:  NONE
DRAWN: ZAW

MASTER SPECIFICATION DETAIL

ASD—-518B

GRAY
URETHANE
CAULK.

CONCRETE

CURB, SEE

ASD-6 &
ASD—6A.

GRAY
URETHANE
CAULK.

0-0"

BACKROOM

INSIDE PREP. AREAS OR COOLERS

TYPICAL LOCATIONS:

— WASH DOWN AREAS

— PREP. AREAS, COOLER WALLS
WITHOUT CURBS

FLOOR
ELEVATION

GRAY URETHANE
JOINT SEALER WITH
3/8" RADIUS. SEE
NOTE No. 2

NOTES:

1. FINISHED FLOOR WILL VARY DEPENDING ON APPLICATION —— CONCRETE, RESINOUS or TILING.

2. CAULK THE INSIDE JOINT BETWEEN THE FLOOR AND COOLER WALL PANELS WITHOUT CURBS
AND AT THE DAIRY COOLER WALL BENEATH THE REACH—IN GLASS DOORS.

INSIDE COOLERS OR PREP AREAS WITH CURBS, REFER TO ASD-6.

ORIGINAL ISSUE DATE 1/30/09

INSULATED COOLER
WALL PANEL or METAL
STUD PARTITION WITH
FRP FINISH.

FINISHED FLOOR

[SEE NOTE No. 1.

FOR WALLS
DATE: 7/29/13
WALL TO FLOOR R
DRAWN: 7AW

BASE TYPE—A

MASTER SPECIFICATION DETAIL

ASD—351A

REQUIRED.

| 7/ §

BLOCKING.

NOTES:

—a—— SLIDING GRILLE TRACK

|_——1/2" THREADED ROD @ 32" 0.C.

I AND DOUBLENUT, SUSPEND
‘_///,////’////// FROM TOP OF STRUCTURAL
‘ STEEL.

~-— 1/2" DRYWALL ON 6" METAL
STUDS @ 16" O.C., REFER TO
ARCHITECTURAL PLANS FOR
HEIGHT OF DRYWALL.

| —— METAL TRACK, SIZE AS

x 67 FRT WOOD

1. SLIDING GRILLE AND TRACK,$SEE SPECIFICATIONS.

2. SEE ARCHITECTURAL DRAWINGS FOR ADDITIONAL INFORMATION.

ORIGINAL ISSUE DATE 2/20/06

SLIDING GRILLE
TRACK SECTION

DATE: 11/21/14
SCALE: NONE
DRAWN: /AW

MASTER SPECIFICATION DETAIL

ASD—-30

9 1/2"

CLEAR LS.

FALSE WALL. SEE

NOTE No. 3.
/ R 1/2" GYP. BD.
— — —|— % — - N 3-5/8" MIL.
F STUDS
INTERIOR POCKET
SURFACE. SEE REFER TO
NOTE No. 1. ARCHITECTURAL T
TYP. PLANS AND
ASD—50. \
SALES PHARMACY SIDE =T 1]
SIDE
| RUBBER BASE
| ALUMINUM SCREEN
DOOR BY OWNER | |
NOTE No. 6 | | |
| _— CATCH | |
- PROTECTIVE | |
e PANELING OVER | |
. GYP. BD. | |
\ L
HINGE RUBBER BUMPERS | :
KNOB | |
L ' | I
DETAL ‘A Ly
| |
| | |
PROTECTIVE | | |
PANELING 4\ | |
OVER GYP. BD
NOTES: | Of
1. INSIDE POCKET WALL SURFACE (VERTICAL 4 x 8) COMPRISED OF FRP NOTE No. 5 | |
GLUED TO 1/2” PLYWOOD AND SHOULD BE INSTALLED PRIOR TO OTHER \
WALL SURFACES. ATTACH POCKET SURFACES WITH SCREWS THRU - | |
METAL STUD AND INTO BACKSIDE OF 1/2" PLYWOOD.
/ N e I
TYP.
2. CAULK FRP AT BASE AS FAR AS POSSIBLE. | | R
o
~
3. POSITION FALSE WALL TO ATTACH END OF GRILLE. COORDINATE WITH SHOP | | o
DRAWINGS FOR LOCATION. | | :
.
M
4. SEE DRAWINGS FOR ARCHITECTURAL FINISHES. HINGE : :
5. TERMINATE BUMPER TO PROVIDE ADEQUATE CLEARANCE TO OPEN DOOR A \\|]| | |
MINIMUM OF 90 DEGREES.
RUBBER | I
, BASE
6. CEILING SURFACE COMPRISED OF FRP GLUED TO 1/2” PLYWOOD. ATTACH
CEILING SURFACE WITH SCREWS THRU METAL STUD AND INTO BACKSIDE OF : ;
1/2” PLYWOOD. ATTACH TRACK TO CEILING SURFACE AND INTO 2”x6”
WOOD BLOCKING. REFER TO ARCHITECTURAL DRAWINGS FOR ADDITIONAL
INFORMATION.
Not DATE: 1/14/13
Note: PHARMACY GRILLE
T SCALE:  NONE
etail Based on: DRAWN: ZAW

-ADT Folding Grille Model 850
-Refer to ADT drawings for required clearances
¥ Refer to Manufacturer's product specifications

DOOR POCKET

for Additional Information.

ORIGINAL ISSUE DATE 10/11/12

MASTER SPECIFICATION DETAL | ASD—49

P———EDGE OF DOOR IN

FULLY OPENED POSITION

OUTSIDE BREAKAWAY PANEL

INSIDE SLIDING BREAKAWAY PANEL

PLAN @ AUTOMATIC ENTRANCE DOORS

THE POSITIONING OF THE EXTERIOR ROLLER POSTS SHOULD STILL PROVIDE A MINIMUM 44" OF
EMERGENCY EGRESS WHEN THE INSIDE SLIDING PANELS OF AUTO ENTRANCE SLIDING DOORS ARE
BROKEN OPEN FROM THE CLOSED POSITION.

—n

ENTRANCE DOOR ROLLER
POST, SEE SPECIFICATIONS.

BUMPER WHEELS,
COORDINATE LOCATIONS
WITH SHOPPING CART

/ CONCRETE FLOOR

AL

d
<

)\
CORE DRILL

POST ELEVATION

ROLLER POSTS ARE TO BE CORE DRILLED AND SET 6" BELOW
FINISH FLOOR AFTER AUTOMATIC DOORS ARE INSTALLED

INSTALLATION INSTRUCTIONS:

1. CORE DRILL 2 1/2” DIAMETER HOLE, 6" DEEP SET WITH

FAST-DRY, NON—SHRINK GROUT.

EXCEED ASTM C 1107.

Note:

Installation Instructions from
Curran Engineering Co. Web
Site and Drawing No. 10150,
CE-dlO & CE-4Il.

ORIGINAL ISSUE DATE 2/20,/06

GROUT MUST MEET OR

FINISH PLATES, SEE SPECIFICATIONS.

ENTRANCE DOOR ROLLER POST
INSTALLATION

DATE: 5/7/14
SCALE: NONE
DRAWN: ZAW

MASTER SPECIFICATION DETAIL

ASD—-20

OPENING VARIES
BY FREEZER TYPE

FREEZER WALL PANEL,
SEE NOTE A"~ ™

STORE FLOOR
\ -
-

NOTE No
NOTE No.
NOTE No. CONCRETE
NOTE No. CURB, SEE
NOTE No. ASD—6
NOTE No NOTE No. 12
FREEZER
FLOOR
+ “l=——NOTE No. 6
»7 |=—NOTE No. 7
——NOTE No. 1
[=——NOTE No. 8
ISOMETRIC =——NOTE No. ©
=——NOTE No. 10
NOTES =——NOTE No. 11
NOTE No. 5

1. TREATED 2"x10"WOOD BLOCKING AS THERMAL BREAK FOR FULL

DEPTH OF FREEZER SLAB AS INDICATED. N
17 RIGID GALVANIZED STEEL

CONDUIT FOR HEATING CABLE,
SEE ESD-7.

2. NOTCH VERTICAL WOOD BLOCKING AT FREEZER DOOR (4" DEEP
x 3”7 WIDER THAN DOOR OPENING) TO ALLOW 4” THICK FREEZER
FLOOR SLAB TO FLOW THROUGH.

3. 1/2" THICK x 7" HIGH PIECE OF H. D. POLYETHYLENE PANEL TO
EXTEND 3" BEYOND NOTCH IN WOOD BLOCKING (LENGTH OF
NOTCH DEPENDS ON WIDTH OF OPENING).

4. 1/4" x 1 1/4" GALVANIZED LAG SCREW WITH WASHER TWO SCREWS
VERTICALLY AT ENDS OF PANEL INTO WOOD AND 12" O.C. ALONG
THE BOTTOM VERTICALLY CENTERED IN WOOD UNDER NOTCH.

5. INSTALL 1x2 WOOD FILLER STRIP TO BOTTOM OF 2"x10” TO EQUAL
TOTAL DEPTH OF INSULATION PLUS CONCRETE FREEZER FLOOR

Recommended Temperature Pull Down Procedure:

ALLOW THE FLOOR TO CURE 7 DAYS WITHOUT ANY REFRIGERATION
THEN START UP AND BRING THE TEMPERATURE DOWN AS FOLLOWS:

A. RUN FREEZER 24 HOURS AT 40F.
B. RUN FREEZER 24 HOURS AT 30F.
C. RUN FREEZER 24 HOURS AT 20F.
D. THEN BRING DOWN TO OPERATING TEMPERATURE.

6. 47 THICK CONCRETE FREEZER FLOOR TO HAVE A MAGNESIUM
FLOAT FINISH.

7. THREE 2" THICK LAYERS OF EXTRUDED—POLYSTYRENE
FOAM INSULATION BOARD, STAGGER JOINTS, SEE SPECS.

8. 3" THICK (MIN.) CONCRETE BASE.

Kroger Supplied:
9. VAPOR RETARDER PER SECTION 033105 SPECIFICATIONS. EXTEND
VAPOR RETARDER 3'—0" MIN. BEYOND PERIMETER OF FREEZER A

WOOD FRAME INSULATED PANEL INCLUDING KEY WAY & GALVANIZED

STEEL ANGLE, REFER TO MANUFACTURER’S INSTALLATION DETAILS.

10. 4" (MIN.) BASE OF WASHED GRAVEL.
B. FREEZER DOOR (NOT SHOWN) INCLUDING DOUBLE BLADED
WIPER GASKET AND HEATER WIRE ON BOTTOM OF DOOR,

REFER TO MANUFACTURER'S INSTALLATION DETAILS.

Contractor Supplied:

11. COMPACTED EARTH.

12. REFER TO FREEZER MANUFACTURER’S DRAWINGS FOR
INSTALLATION OF PANEL WALL TO FLOOR CONSTRUCTION.
Note:

Detail Based on Hill Phoenix Panel System Design:
Freezer - Wood Frame WWall to Floor Insulated

ALL OTHER MATERIALS INDICATED.

Slab ¢ Standard Inset Style Door

e e e FREEZER FLOOR AND e
H.D. Polyethylene Panel, refer to Building DRAWN; ZAW

DOOR THRESHOLD

Specification Section 06 10 b3 for further

information.

MASTER SPECIFICATION DETAL | ASD—19A

ORIGINAL ISSUE DATE 2/20/06

EXTERIOR WALL

1

MOUNT PRIVACY
HANDSET

WINDOW SHADE VALANCE
(REMOVABLE). SHADE
NOT PROVIDED BY
WINDOW MANUFACTURER

SEE NOTE
No. 9

COUNTER TOP *\

EXTERIOR ELEVATION

WALL——Eﬁ[;—AS REQUIRED
FINISH |
SHIM AS REQ'D.
/ €uTuTY DEA SEEJ EXTERIOR SIDE
/ DRAWER NOTE No. 9 | POS UNIT
POINT OF SALE |
s / (POS) UNIT WINDOW & DEAL
Y = o o | DRAWER INSTALLED
5B // ) POS UNI ‘ I BY KROGER.
- L PIVOT 70° 1 _ TOP OF DRAWER'S
= EDGE
® i
‘-‘I:I:II|. x l\‘ ] L
- = o
13/4 CURB KNEE SPACE ) Y R
FROM - | BACK BY e
WO < 35| MILLWORK =, =1 NE oF
" > LINE OF SUPPLIER ~ PAVEMENT,
? FINISHED \ | SEE NOTE
/ FLOOR T R 1 No. 2
) ’

SEE NOTE No. 8

SECTION AT TRANSACTION DRAWER

3'-6 3/4” WALL OPENING

INTERFACE

—4"

PBX AUDIO —

1" CONDUIT
PENETRATION FOR

€ UTILITY DEAL

g 378

-]
3/4

’ PEN

PRIVACY HAN!

2-51/4"

DRAWER

CONDUI
ETRATION |FOR
SET

4 1)/2"

3'-0 3/8"WALL OPENING|

0|3/8"

H

6'-41/8"

1'-9 1/4"

FOR PBX SYSTEM

INTERIOR ELEVATION

CONNECTION POINT
FOR POS UNIT
CONNECTION PO\NT—/'®

OB —
EF—1 !

4 1/2

2'-53/8"

WALL OPENING

NOTES:

1.

2

PHARMACY WINDOW AND PO!

—— KROGER SUPPLIED AND

KROGER REQUIREMENT: EXTERIOR PAVEMENT ELEVATION

WALK UP WINDOW

NOTES:

10. OUTLETS / CONNECTION POINTS
SHOWN FOR COORDINATION. REFER
TO ELECTRICAL PLANS FOR ACTUAL
POWER REQUIREMENTS.

S UNIT ARE DIRECT BUY ITEMS
KROGER INSTALLED.

SHALL MATCH FINISHED INTERIOR FLOOR ELEVATION, FOR

PROPER OPERATION.

GENERAL CONTRACTOR TO SEAL AND CAULK OPENING AFTER

INSTALLATION OF WINDOW AND DEAL DRAWER

GENERAL CONTRACTOR TO PROVIDE MINIMUM 1/2" THICK

SILL WITHOUT OBSTRUCTING

REQUIRED DIMENSIONS INDICATED FOR WINDOW OPENING

MUST INCLUDE FINAL EXTERI

DEAL DRAWER FUNCTION. POWER REQUIREMENTS:!

PROVIDE (1) EA. DUPLEX OUTLET ON
(1) 120 VAC, 60 HZ, 1 PHASE 20
AMP. DEDICATED CIRCUIT FOR:

OR FINISHES.

PERIMETER OPENING FOR WINDOW TO BE FINISHED WITH

SOLID MATERIALS SO WINDOW CAN BE SECURELY FASTENED

REFER TO MANUFACTURER’S
ADDITIONAL INFORMATION.

FILL FIRST COURSE OF BLOCKS WITH CONCRETE AND PROVIDE
WEEP DRAINS ABOVE THE CURB AS NEEDED

OPTIONAL HEATER WHEN
ORDERED

(PBX) AUDIO SYSTEM. ALSO PROVIDE
A PHONE JACK.

INSTALLATION DETAILS FOR

REMOVABLE FRAME AND SCREWS SHALL NOT BE

COVERED BY FRAMING OR FI

NISHES, TO FACILITATE

REPLACEMENT OF WINDOW IF NEEDED.

Note:

Detail Based on Diebold:
Window -- 234-71 B/R Window

Drawer -- 121-35 Transaction Drawer

* Refer to Monufacturer's Project Installation
Drawings for Additional Information.

ORIGINAL ISSUE DATE 2/20,/06

COUNTERTOP

SILL. SEE
NOTE No. 4

SHIM AS REQ'D.

EXTERIOR WALL.
SEE ARCHITECTURAL

DRAWINGS FOR WALL

PHARMACY WINDOW

POS TERMINAL. ALSO PROVIDE DETALS.
A DEDICATED NETWORK JACK S”_l_ DETA“_
DATE: 6/5/15
DIEBOLD WALK-UP SCALE:  NONE
DRAWN: ZAW

MASTER SPECIFICATION DETAIL

ASD—-7A

CURB WCOOLER WALL OR PART\T\ON CURB
M CURB

4’'—0" CHAMFER ON HINGE

~NE

3o

E

INTERIOR OF COOLER

&

COOLER WALL

/_ FLOOR SLOPED TO DOOR
ﬂOUTSIDE DRAIN.

SIDE OF DOOR.
INTERIOR OF AREA
(PREP. AREA / COOLER)
COOLER WALL OR
/PARTITION.
CRAY LEVEL
URETHANE FLOOR SLOPED FLOORX
LEVEL CAULK TO DRAIN )
FLOORX
v 4/ +
/ FINISHED
ORET M GRAY FLOORING ORAY
e ° ° URETHANE TREATMENT, URETHANE
CAULK CAULK INSTALL AND  CAULK
¢ v CAULK AFTER h
E———-"2l- CURB IS
i H ¢ ” POURED. . H

GRAY FINISHED
URETHANE FLOORING

CAULK TREATMENT,
INSTALL AND
CAULK AFTER
CURB IS POURED.

=

SECTION A’

| \ =
SECTION B

(PREP AREAS and COOLERS WITH

INSIDE DRAINS)

(COOLERS WITH QUTSIDE DRAIN "ONLY’)

—— EXTERIOR (SEE NOTE No. 3), PREP ROOMS

—— BACKROOM, FREEZERS, COOLERS

o
SEALED CONCRETE CURB
PARTITIONS ARE INSTALLED.

.
o
]
- o |
= ’ 1 R

8
71/4"

No. 4 DOWEL, 24" ON CENTER.

SECTION THRU CURB

GENERAL NOTES:

1. PROVIDE A SMOOTH FINISH ON ALL CONCRETE CURB SURFACES

2. ONLY LOCATE CURBS IN AREAS SUBJECT TO EQUIPMENT OPERATIONAL DAMAGE.

TABLES, EQUIPMENT, ETC. REFER TO ARCHITECTURAL PLANS TO COORDINATE CURB LOCATIONS WITH FIXTURE PLAN.

3. EXTERIOR APPLICATIONS ONLY — FILL FIRST COURSE OF BLOCKS WITH CONCRETE AND PROVIDE WEEP DRAINS ABOVE

CURB AS NEEDED.

ORIGINAL ISSUE DATE 6/6/08

POUR CURB AFTER COOLER WALLS OR
FINISH WITH SEALANT PER SPECS.

>—(2) No. 3's, HORIZONTAL, CONTINUOUS, TIE TO No. 4 DOWELS

DRILL IN PLACE AFTER
COOLER WALLS OR PARTITIONS ARE INSTALLED.

DO NOT LOCATE CURBS BEHIND

POURED CONCRETE CURB DETAIL
(FOR AREAS WITH FLOOR FINISH)

DATE: 1/21/14
SCALE:  NONE
orawN:  ZAW

MASTER SPECIFICATION DETAIL

ASD—6A

/—COOLER WALL OR PARTIT\ON—\

g &l [

CURB

e * K

4'—0" CHAMFER ON HINGE
SIDE OF DOOR.

I

LEVEL
FLOOR

4+

-

INTERIOR OF AREA
(PREP. AREA / COOLER)

GRAY URETHANE CAULK

COOLER WALL OR
PARTITION.

I
‘ FLOOR SLOPED ¢

TO DRAIN.
/GRAY URETHANE CAULK

PLAN VIEW

-

)
4
LE\/EL—/

FLOOR

o

/
;
u

S

SECTION A’

= \_!
SECTION B

INTERIOR OF COOLER

COOLER WALL

FLOOR SLOPED TO DOOR

MOUTS\DE DRAIN.

GRAY URETHANE CAULK

(PREP AREAS and COOLERS WITH

INSIDE DRAINS)

** Note:

THIS DESIGN ALSO APPLIES TO FREEZER APPLICATIONS
BUT WITHOUT DRAIN AND WITH LEVEL FLOOR.

—— EXTERIOR AT
PHARMACY
DRIVE—THRU
WINDOW (SEE
NOTE No.4)
AND RECESSED

. TRUCK WELL.

4"

(COOLERS WITH OUTSIDE DRAIN "ONLY")

—— EXTERIOR (SEE NOTE No.3), CART STORAGE AREA, PREP ROOMS

6"

—— BACKROOM, FREEZERS, COOLERS

2
|

71/4"

>

1

-

I~—(2) No. 3's, HORIZONTAL, CONTINUOUS, TIE TO No. 4 DOWELS.

o

SEALED CONCRETE CURB.
PARTITIONS ARE INSTALLED.

No. 4 DOWEL, 24" ON CENTER. DRILL IN PLACE AFTER
COOLER WALLS OR PARTITIONS ARE INSTALLED.

SECTION THRU CURB

GENERAL NOTES:

1. PROVIDE A SMOOTH FINISH ON ALL CONCRETE CURB SURFACES.

2. ONLY LOCATE CURBS IN AREAS SUBJECT TO EQUIPMENT OPERATIONAL DAMAGE
REFER TO ARCHITECTURAL PLANS TO COORDINATE CURB LOCATIONS WITH FIXTURE PLAN.

TABLES, EQUIPMENT, ETC.

DO NOT LOCATE CURBS BEHIND

POUR CURB AFTER COOLER WALLS OR
FINISH WITH SEALANT PER SPECS.

3. EXTERIOR APPLICATIONS ONLY — FILL FIRST COURSE OF BLOCKS WITH CONCRETE AND PROVIDE WEEP DRAINS ABOVE

4. EXCEPTION — 6" HIGH CURB ALONG EXTERIOR WALL AT PHARMACY DRIVE—THRU WINDOW. LINE OF
PAVEMENT DROPPED 6" BELOW INSIDE FINISHED FLOOR.

ORIGINAL ISSUE DATE 2/20,/06

POURED CONCRETE CURB DETAIL
(FOR AREAS WITHOUT FLOOR FINISH)

DATE: 11/7/13
SCALE:  NONE
prawn:  ZAW

MASTER SPECIFICATION DETAIL

ASD—6

MORTAR BED (THIN SET)
GRANITE TILE
GROUT

ALUMINUM 3/8” H x 3/4” W
DIVIDER STRIP

CARPET

f%ﬁg

CON CRETE SLAB

A. Carpet to Granite for Fred Meyer Jewelry

[ FINISH FLOOR
L/— DOOR WHERE OCCURS
| VINYL TRANSITION EDGE GUARD
5/16” H x 2" W.
& CARPET

) ‘
AN A
CONCRETE SLAB

B. Carpet to Concrete/ Vinyl

FINISH FLOOR

ALUMINUM 3/8” H x 2—1/2" W
TRANSITION TRIM. STRIP TO BE
SET IN MORTAR BED AND TOP TO

BE FLUSH WITH FLOORING.

MORTAR BED (THIN SET)

GRANITE TILE 7

/7 GROUT

<7
q —1
CONCRETE SLAB

A. Concrete to Granite Fred Meyer Jewelry

FINISH FLOOR

= /=

FINISH FLOOR
DOOR WHERE OCCURS

VINYL 1/4” H x 1-5/8" W
UNDERSLUNG REDUCER

SHEET VINYL

CONCRETE SLAB

A. Vinyl to Concrete

FINISH FLOOR

SAWCUT TO DEPTH OF OVERLAYMENT.
1/4" FOR RESINOUS FLOORING.

EDGE OF FULL THICKNESS

CROSS—HATCHED

AREA INDICATES A

3" WIDE TRANSITION

SLOPE AREA AT

THESE LOCATIONS

ADJOINING THE
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