STRUCTURAL STEEL

COLUMN

STEEL SHELVING ————— ]
KV STANDARD #255

W/ #256 ZC
SUPPORT

SEE NOTE #1 —— |

TYPICAL SHELF

TYPICAL SHELF
SUPPORT RIB. SEE
NOTE No. 3.

STRUCTURAL STEEL
COLUMN

UNDERSIDE SHELF VIEW

TYPICAL SHELF
SUPPORT RIB

NOTES:

ru U

U

oooooooooooooo)[fooooooog

1. CUT OPENING FOR COLUMN AS TIGHT AS

POSSIBLE.

1/47 GAP MAXIMUM.

RIBS.

COLUMN POSITIONS.

. SUPPORT RIB LOCATION VARIES BY

MANUFACTURER AND SHELF DEPTH.

. INSTALL STANDARD BETWEEN SHELVING
STANDARD LOCATIONS MAY VARY
BASED ON SHELVING CUT OPENINGS AND

ORIGINAL ISSUE DATE 7/23/12

—

SHELVING KV
STANDARD

KV ADJUSTABLE

L
=
wn
=z
z
s

1/27x1/2” °

CONTINUOUS

4 HINGE.

11/47 METAL HASP.
SEE NOTE No.4.

WOOD SPACERS FLAT
TO WALL STUDS AND
SCREW WOOD BOX TO
THE (2) WOOD
SPACERS OR TOGGLE
BOLT TO BLOCK WALL.

ISOMETRIC

|
|
i
i ATTACH (2) 17x2”
|
|
|
|
|

RIGHT SIDE VIEW

NOTES:

1. BOX TO BE CONSTRUCTED OF 3/4” PRE—FINISHED PLYWOOD OR MDF OR
3/4” CABINET GRADE PLYWOOD OR MDF WITH ONE COAT OF URETHANE.

2. GLUE ALL JOINTS AND NAIL AS NECESSARY W/ 8D FINISH NAILS TO MAKE
BOX STURDY.

ROUND OFF SHARP CORNER EDGES.

36" PANEL

L

47" 47"

W WHERE NECESSA

RYW

2x WOOD |
VERTICAL

BLOCKING.

TYP. AT |
PANEL JOINTS

| DETAIL—1

/— CORNER

TYPICAL \/ERTICAL/

BLOCK ATTACHMENT.
SEE NOTE No.3.

GALV. METAL
SHELF BRACKET

CONCRETE

r—+-——-———J4+t———————-H-——- 1 Y S ——

ATTACH WORKSTATION
TO BLOCKING AT 6
INDICATED LOCATIONS.
ADD ADDITIONAL HOLES
IF NECESSARY.

COMPUTER
/WORKSTATION

8 8 _
WALL —
PHONE a o —
BLOCKING —| —
o o LOCATED
— 7 INSIDE -
_ INSULATED
PANEL N —
@ @ —
o /e
Sl P © =
/\~ Ny —
© © /’_:

3/16”x3—1/2" LONG
HOLLOW WALL
ANCHOR IF NO
BLOCKING.
OTHERWISE USE

DATA PORT. SEE
NOTE No. 2.

ELECTRICAL. SEE
NOTE No. 2.

INDICATES WHERE
BLOCKING IS LOCATED.

ROUND HEAD #12
1—1/2” LONG WOOD
SCREW.

427

ELECTRICAL & DATA

SEE ARCHITECTURAL

DRAWINGS FOR OTHER

INSULATED PANEL SHOWNA\ —

o0 s o

CENTER 1 1/4” METAL HASP ON BOX AS SHOWN.
INSTALL BOX TOP SURFACE 44" ABOVE FINISH FLOOR.
INSTALL PLAN BOX ON BUILDING WALL IN SPRINKLER RISER CAGE OR OTHER

LOCATION DETERMINED BY KROGER PROJECT MANAGER.

. , PANEL
— =W — S
1
VERTICAL
woop
GALVANIZED METAL BLOCKING
%%FNBORﬁCKET’ SEE LAG BOLTS
i
SHELF-
” ” STANDARD
:/—2x WOOD VERTICAL - !
BLOCKING AT _\‘
y INSULATED PANEL N DETAIL - 1|
JOINTS -
TYPICAL VERTICAL NOTES:
BLOCK ATTACHMENT
” SEE NOTE No.3. ” 1. THE REFERENCED ATTACHMENT IS FOR 47" & 36" WIDE BY 18" DEEP
1 L ] COOLER SHELVES. LARGER SHELVES SHOULD NOT BE USED AS THEY WOULD
- REQUIRE A DIFFERENT ENGINEERED ATTACHMENT METHOD.
S — / 2. WHERE CONCRETE CURB EXISTS SHELF STANDARDS SHOULD REST ON TOP OF
CONCRETE CURB TO PROVIDE ADDITIONAL SUPPORT TO SHELF ATTACHMENT
GALV. METAL SHELI DESIGN.
/ STANDARD , .,
3. 3/8” HOT DIPPED GALV. LAG BOLTS 3—1/2" LONG WITH FLAT WASHER IN
” STAGGER BOLTS AT ” VERTICAL BLOCKING. 5 BOLTS PER STANDARD TO BE INSTALLED INTO 3—1/2"
BACK TO BACK _\ THICK VERTICAL WOOD IN EDGES OF PANELS.
1 SHELVES - ]
CONCRETE CURB
} 7 NOTE: POWER TOOL LAG BOLT ATTACHMENT CAN DAMAGE LAG BOLTS

CAUSING POSSIBLE FAILURE OF ATTACHMENT BOLT. CARE SHOULD BE

SHELF CLIP.
/I/ SEE NOTE #2.
SECTION DETAIL
CUT SHELVING s
DRAWN: AW

SUPPORT DETAIL

MASTER SPECIFICATION DETAIL

GISD—50

BUILDING PLAN e

STORAGE BOX

MASTER SPECIFICATION DETAIL | ©1=0 — 24

ORIGINAL ISSUE DATE 7/23/12

SECTION-A  SECTION-A T M A SIS0 Pl TG i 2

AT COOLER AT COMMON WALL
COOLER, FREEZER & | DATE: s/7/14
PREP ROOM SHELVING | SCALE MoNe

ORIGINAL ISSUE DATE 1/14/13

INSTALLATION DETAIL

MASTER SPECIFICATION DETAIL

GISD—16A

REFRIGERATED CASE BACK
SERVICE SIDE 4\

REAR CASE TRIM TO BE INSTALLED
TO OVERLAP FLASHING. LOOSEN
CASE TRIM TO INSTALL FLASHING.

TIGHTEN REAR CASE TRIM AFTER
FLASHING IS INSTALLED.

SECURE TO CASE BY SELF TAPP\NG—/
PAN HEAD SCREWS.

SEE NOTE No. 3.

STAINLESS STEEL FLASHING. CUT
3/8" GROOVE TO ALLOW

EMBEDMENT OF FLASHING. m—
CAULK FLASHING. SEE
NOTE No. 4.
SLOPE FLOOR TOWARDS -
DRAIN IN SERVICE AREA \
!

- A DETAIL ‘A’
CASE FLASHING DETAIL

18 GA. STAINLESS STEEL
\ e

O;O
18 GA STAINLESS
STEEL FLASHING RESINOUS
SEE NOTE No. 4. FLOOR B
1/4” WIDE SAW CUT B
\ N
1]/2;>

- T As -
CONCRETE SLAB

DETAIL 'A’

FABRICATION DETAIL

NOTES:

1. FOR CASES THAT DO NOT HAVE A REMOVABLE REAR CASE TRIM, ATTACH THE
FLASHING TO THE BACK OF THE CASE AND CAULK ALONG THE TOP.

2. CUT1/4" WIDE GROOVE FOR FLASHING PARALLEL TO THE REAR OF CASES TO

ENSURE PROPER INSTALLATION.

WHERE FLASHING PIECES BUTT TOGETHER CAULK JOINT WITH SILVER SILICONE

ENTIRE LENGTH OF JOINT EXPOSED.

CAULK JOINT WHERE FLASHING SETS IN RESINOUS FLOOR JOINT WITH POLYUREA

CAULK TO MATCH FLOOR COLOR.

WALL TYPE —
CONSTRUCTION DETAILS. AN
| _
FRONT ELEVATION SECTION
STUD WALL CONSTRUCTION AT INSULATED PANEL
NOTES:
1. SECURELY ATTACH ALL ITEMS TO WALL. METHOD OF
ATTACHMENT BASED ON WALL TYPE CONSTRUCTION.
2. FEED ELECTRICAL & DATA INSIDE STUD WALL.
3. SURFACE MOUNT CONDUIT FOR ELECTRICAL AND
DATA ON INSULATED PANELS OR MASONRY WALL
CONSTRUCTION.
WALL MOUNTED DATE: 3/5/14
COMPUTER SCALE:  NONE
DRAWN: ZAW

ORIGINAL ISSUE DATE 3/5/14

WORKSTATION

MASTER SPECIFICATION DETAIL

GISD—=10A

ORIGINAL ISSUE DATE 10/11/12

STAINLESS STEEL
WATER CUT OFF

DATE:

SCALE:
DRAWN: ZAW /TMW

FLASHING

MASTER SPECIFICATION DETAIL

GISD—14

(4) ROWS (4) ROWS
SHELVING SIDEWALL
SHELVING

8—0" AFF 4

T/ CMU WALL"

1\

& 3 —0" AFF

INSULATED
POTABLE WATER

SUPPLY PIPING,

SEE SPECS.

PROPORTIONER ——]

FOR MOP SINK.

SEE NOTE No. 4

¥ T/ CMU WALL

EYEWASH
STATION

ONE GALLON ——
BOTTLE HOLDER \ﬁﬁﬁ]
SOAP RACK

N
~
HOSE RACK4 ?
e HOSE BIE. SEE—] . [
T T = ) NOTE No. 4 Nf
| S L | / CONCRETE %ﬂ//ﬂ\ %U |
CURB K ~
ELEVATION 'A’ M OpHPEn Mor ELEVATION B’
SPECS
(4) ROWS MOP AND
SHELVING BROOM
. HOLDER } NOTES:
[ 1 1 1 1 0 1. SEE FIXTURE PLAN FOR EXACT
[ I I ] SHELVING LENGTHS.
2. MOUNT SHELVING STANDARDS
1’—0" ABOVE FINISHED FLOOR.
b 3. SECURELY ATTACH STANDARDS
| TO WALL DEPENDING ON WALL
0 CONSTRUCTION.
4. PROVIDE A COLD WATER HOSE
5" BIB SEPARATE FROM SINK
BN 3 FAUCET FOR PROPORTIONER
[ I I ] T BOX.
U 0 U = 0 T 1 N
i L :oj 5. PLAN VARIES WITH STORE. SEE
= N ’ FIXTURE PLAN FOR EXACT LAYUOT.
ELEVATION 'C’
MOP AND
BROOM HOLDER
— | L |_— PROPORTIONER FOR MOP
SPRAY DOWN —_| L1 _ ¥ SINK WITH HOSE RACK
PROPORTIONER o L vop
|
=T .
! ‘A B} f | —EYEWASH
| STATION
Jl — ™ CONCRETE
y ™ CURB
RESTROOM FLOOR
JANITOR CART SCRUBBER
TYPICAL PLAN SEE NOTE No. 5
DATE: 7 /23/12
CLEANING CENTER | o Hons
DRAWN: ZAW

ORIGINAL ISSUE DATE 7/23/12

HM SCREWS AS HIGH
e A8 PosSIBLE

VERTICAL PIPE
e~ ENCLOSURE

_‘LCEIUNGA SEE NOTE No. 2.
/REMOVABLE PANEL

BASE OF ENCLOSURE

SCREWS AS LOW
/ AS POSSIBLE
/NOTCH FOR PIPING AT

MASTER SPECIFICATION DETAIL

GISD—8

FRONT ELEVATION

COLUMNS.

NOTES:

1.

THE INTENT IS TO KEEP THE
VERTICAL PIPE ENCLOSURES AS
SMALL AS POSSIBLE, MAINTAIN A
MAXIMUM 1/2" CLEARANCE
BETWEEN THE MECHANICAL
PIPING AND THE INTERIOR OF
THE ENCLOSURE.

. THIS ENCLOSURE IS FOR STORES

WITH CEILING BUT MAY BE
APPLIED TO STORES WITH OPEN
STRUCTURE IF REQUIRED BY
PRESIDENTIAL EXCEPTION.

ORIGINAL ISSUE DATE 7/23/12

SECURE ENCLOSURE AT TOP
WITH PIPE STRAP ATTACHED TO

3/4”7 C—3 WHOLE PIECE BIRCH
DOMESTIC PLYWOOD, FREE OF
KNOTS, SMOOTH FINISH AND
READY FOR PAINTING. PRIME
AND PAINT TO MATCH BUILDING

UNISTRUT 18 GA STAINLESS STEEL CASE
FRAMING WITH TOP HOSE BIB BRACKET. 6” .
UNISTRUT WIDE WITH 1/4” RADIUS 4
CLAMPS ROUNDED CORNERS AT TOP. HOSE BIB
1/27 CW PIPE |
a \ (O T
! N
g ©

PROVIDE ADEQUATE
UNISTRUT FRAMING.
ELEVATE WATER LINE
USING PRESSURE TREATED
BLOCK OR EQUAL
MOUNTED TO CASE.

REFRIGERATION LINES

UNISTRUT FRAMING WITH
UNISTRUT CLAMPS

REFRIGERATION LINES

CENTER STORE
OUTRIGGER SIGN

UNISTRUT CLAMP
1/2" CW PIPE

REFRIGERATED CASE TOP
VALANCE (8” METAL TRACK).
REFER TO SECTION 114113

HOSE BIB.

g\ CLOSE OFF MATERIAL.

N

~—

METAL TRACK).
SECTION 114113

WALL VARIES
BASED ON
REFRIGERATION

METAL SCREWS.

FIXTURE INSTALLER TO CLOSE OFF SPACE
AT TOP AND SIDE OF END CASE.
OFF USING 1/4” PLYWOOD, MASONITE OR
SIMILAR MATERIAL BETWEEN CASE AND
WALL. SECURE TOP OF CASE AND
HORIZONTAL CLEAT ON WALL WITH SHEET

CLOSE

REFRIGERATED CASE

| g

SECTION

ATTACH HOSE BIB TO
BRACKET WITH BOLTS,
WASHERS AND LOCK
NUTS.

HOSE BIB BRACKET

¥ PROVIDE ADEQUATE

UNISTRUT FRAMING.
ELEVATE WATER LINE

BLOCK OR EQUAL
MOUNTED TO CASE.

REFRIGERATED

CASE

REFRIGERATED
CASE

USING PRESSURE TREATED

VERTICAL CONDUITS '
1=1 /27 1-1 /20— frd O O b
CONTINUOUS CLEAT o o
SECURE ENCLOSURE
TO CASE TOP WITH Lj\‘:l‘ © OO0 °
BRACKETS i q[]
SCREWS //
REMOVABLE PANEL
SECTION - A
VERTICAL PIPE e
SCALE:  NONE
DRAWN: /AW

ENCLOSURE

MASTER SPECIFICATION DETAIL

GISD—4

NOTES:

Ny

<>

<>

FRONT ELEVATION

1. TO BE USED FOR FAUCETS WHERE
NO CASE VALANCE IS PRESENT.

ORIGINAL ISSUE DATE XX/XX/14

REFRIGERATED CASE

BIB BRACKET

CASE TOP HOSE | e

MASTER SPECIFICATION DETAIL

GISD— 3B

NOTES:

1. USE SPLICE PLATES BEHIND STUD TRACK TO SECURE TRACKS TOGETHER.

ORIGINAL ISSUE DATE 11/10/11

CASE VALANCE DATE: 7/29/13
DETAIL_FOR |0 f

METAL TRACK

MASTER SPECIFICATION DETAIL

GISD—3A

CASE LOCATIONS.

2”7 MINIMUM, OVERHANG
VARIES DEPENDING ON
SPACE BETWEEN CASE
AND WALL.

4

s

AND SIDE AT END CASE

SPACE VARIES, INSTALL 1" x 4" CLEAT
ON WALL AS REQUIRED AND CLOSE
OFF OPEN ENDS WITH STAINLESS STEEL
OR SHEET METAL PAINTED TO MATCH
REFRIGERATED CASE.

REFRIGERATED
OPEN CASES

REFRIGERATED CASE TOP
VALANCE (6" METAL TRACK).
REFER TO SECTION 114113,

8'—0" REFRIGERATED CASE
TOP VALANCE WITH RETURN
TO WALL AT EACH END (8"
REFER TO

REFRIGERATED OPEN CASE.

NOTE:

ORIGINAL ISSUE DATE 6/18/09

SECTION - A

CLOSE OFF MATERIAL SHOULD FIT TIGHT TO CASE AND WALLS TO AVOID AIR LEAKAGE.

- FOR REFERENCE ONLY -
NOT FOR CONSTRUCTION
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CASE TOP CLOSE OFF SPACE
BETWEEN CASE AND WALL

DATE: 7/29/14
SCALE:  NONE
DRAWN: 7AW

MASTER SPECIFICATION DETAIL

GISD—-2
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