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AK2 CONNECTION KIT

NOTE:

1. INSTALL ENCLOSURE ON A VIBRATION
FREE SURFACE, MARK HOLE LOCATIONS.

USE APPROPRIATE HARDWARE FOR
MOUNTING TO STRUCTURE.

2. FOLLOW ALL NATIONAL AND LOCAL
ELECTRICAL CODES WHEN INSTALLING.

3. WHEN INSERTING WIRING, BE SURE
HIGH AND LOW VOLTAGE ARE KEEP
ISOLATED.

4. ALL REMOVED KNOCKOUTS MUST HAVE
CONDUIT FITTINGS INSTALLED.

REFRIGERANT LEAK DETECTION CONTROL PANEL:
— ONE (1) ENCLOSURE (OWNER SUPPLIED)

— DANFOSS POWER SUPPLY (OEM MOUNTED)

— DANFOSS COMM MODULE (OEM MOUNTED)

— TWO (2) 8AI/8RO COMBO BOARD (INSTALLER MOUNTED)
— ONE (1) 24V TRANSFORMER FOR RELAY CONTROL
(INSTALLER MOUNTED)

18 gauge, shielded cable
/7<\ o [Common Dual 4-20mA Output Board
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[m] ARZXM 101A . Pwr Pwil AK2-CM 101A Communications module is included with the 108 enclosure. Panduit

No. 08020027 D -

Exhaust ? Gnd — B
| § . 3 (
El 18 gauge, shielded cable Enclosure. will accomodate a single row of AK2 Modules 9
4 Full Size AK2 Modules or 8 Half Size AK2 Modules
/N 120 VAC = = = = = 23
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// \ | [ P ) o o -
L. SE 1/4 DIA. MOUNTING (Note: Input/Output modules are not included with the 108 enclosure,

/
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HARDWARE THRU .312

DIA. HOLES 10 PLACES they must be ordered separately.)
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§ 2/
\
\\S/Q'KNOCKOD.'S

1" KNOCKOUTS-SEE NOTE 4
2" kNockouys 8 PLACES

|

THIS DRAWING IS INTENDED ONLY TO SHOW THE REQUIREMENTS OF THE KROGER CO.
REGULATIONS, ORDINANCES AND APPROVAL OF THE INSPECTION AUTHORITIES HAVING
JURISDICTION IS THE RESPONSIBILITY OF THE ARCHITECT EMPLOYED BY THE OWNER.

THE DESIGN OF THE BUILDING TO CONFORM TO ALL APPLICABLE LAWS, CODES,

NOTE:

FAX: (503)797-3539

3800 S.E. 22nd Avenue
Portland, OR

DIVISTON

PHONE: (503)797~3507

REFRIGERANT LEAK DETECTION UNIT - HEGM MZ

SCALE: NONE ?
N

CONTROL SYSTEM - DANFOSS LEAK DETECTION CONTROL PANEL

SCALE: NONE
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FROM LEAK DETECTION RED
CONTROL PANEL I/O POINTS
SEE NOTE #1 : ,M—l
|G |GND.|® 5
@ 0] O o o
STROBE AUDIBLE
NOTES:

1. HORN & STROBE CONTACTS CONTROLLED BY SAME RELAY POINT.

2. DP 1 SET TO 24 VDC.
3. SW1 SET TO DOWN.
SW2 SET TO UP.
SW3 SET TO UP.
SW4 SET TO UP.

REFRIGERANT
LEAK ALARM

EVACUATE THIS SPACE
CONTACT FACILITY MAINTENANCE
O (@)

EXAMPLE REFRIGERANT LEAK ALARM SIEGN

-LOCATE NEXT TO LEAK DETECTOR / ALARM
-PLASTIC SIGEN 10" WIDE X 6" TALL

-BLUE BACKROUND WITH WHITE ENGRAVED LETTERNING
-FOUR MOUNTING LOCATIONS

PREFABRICATED "
INSULATED 1/2" CONDUIT FOR 24 VDC
WALL PANEL.‘\

"/ HORN /STROBE POWER

‘REFRIGERANT @

LEAK ALARM e 5 i
NTACT FACILITY MANTENANCE HORN /STROBE g
=— "
b
COOLER/
FREEZER
DOOR
T
———
EEI:ZZ

L. L0 ROXLUSH WIH
" BOTTOM OF EVAPORATOR COIL

<__4/_/_ ___________________ _%—

@[ FASTENED TO CEILING

‘.’M= JUNCTION BOX
| | /
FILTE

EXAMPLE:IWALL MOUNT

IN COOLER
¢ FREEZER

WALL MOUNT IN COOLERS

EXAMPLE: CEILING MOUNT
IN COOLER

| | & | |

EXAMPLE: CEILING MOUNT
1IN COOLER

e ||

FASTENED TO CEILING
JUNCTION BOX

dp

TUBING

FILTER
CEILING MOUNT IN COOLERS

1/2" CONDUIT

/FOR TUBING

4” JBOX FOR
d MOUNTING
‘ E LINE END
FILTER. MOUNT
@) 16" AFF.

COLUMN MOUNT

NOTE:
— USE SPECIAL WASHDOWN J-BOX (OWNER SUPPLIED) TO

- FOR REFERENCE ONLY -

CONSTRUCTION GUIDELINES

GENERAL OFFICE
FACILITY ENGINEERING
FAX: (513) 762-4012

1014 VINE ST, CINCINNATI, OHIO 45202

PH: (513) 762-1467

NEW STORE

CURRENT PLAN DATE:

5/1/2015

DRAWN:
MAD

ORIGINAL PLAN DATE:
CHECKED:

REVISIONS:

STANDARD PLOTTED SCALE:

MOUNT FILTER END FOR ZONES IN PREP AREAS, DAIRY
COOLER AND OUTDOOR PURGE ZONE.
— WHERE DAMAGE TO FILTER END MAY OCCUR, REMOVE

THESE DRAWINGS ARE GUIDELINES FOR THE TYPICAL CONDITIONS AND DETAILS NEEDED TO INSTALL THE ENERGY MANAGEMENT SYSTEM. REFER TO
EM-2 FOR TERMINATION PLAN AND STORE SPECIFIC LAYOUT. ALL WORK REQUIRED TO INSTALL, PROGRAM, CONNECT AND START THE ENERGY
MANAGEMENT SYSTEM SHALL BE INCLUDED UNDER THE GENERAL CONTRACTORS SCOPE OF SERVICES, SEE RESPONSIBILITIES MATRIX SHEET EM-1.
KROGER SERVICE TECHNICIANS WILL BE AVAILABLE TO CONSULT WITH THE ENERGY MANAGEMENT SYSTEM CONTRACTOR FOR SYSTEM PROGRAM
SEQUENCING QUESTIONS AND PREFERENCES, BUT THE SET UP AND WORK WILL BE PROVIDED BY THE ENERGY MANAGEMENT SYSTEM CONTRACTOR.

THE J—BOX KNOCKOUTS AND INSTALL COVERPLATE.

CONTROL SYSTEM - REFRIGERANT LEAK HORN ¢ STROBE DETAIL (4) CONTROL SYSTEM - REFRIGERANT LEAK HORN/STROBE MOUNTING DETAIL 5) CONTROL SYSTEM - REFRIGERANT LEAK DETECTION FILTER MOUNTING / INSTALL DETAIL SCALE: NONE

ENERGY MANAGEMENT
DETAILS

“EM-7




