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MEZZ. CORRIDOR o GENERAL NOTES D-361
[201] NEW SECURITY ALARM
/CONTROL PANEL A. THIS DRAWING SET IS TO BE VIEWED AS A WHOLE. ALL WORK PERTAINING TO A SPECIFIC TRADE
@ — — i da— MAY OR MAY NOT BE SHOWN ON SPECIFIC DRAWING OR SPECIFICATION SECTIONS.
MODIFIED! J - T INEW] FIELD VERIFY ALL DIMENSIONS. ALL DIMENSIONS ARE CLEAR UNLESS NOTED OTHERWISE.
MECH. RM. I _—ECR ALL DOOR OPENINGS SHALL BE 4" FROM FACE OF ADJACENT PARTITION, UNLESS INDICATED
202 Y/ 204] OTHERWISE.
/=) |
[ 1 ] D. ALL WOOD STUDS, FURRING, BLOCKING, FRAMING AND PLYWOOD SHEATHING SHALL BE FIRE
CGod 20D RETARDANT PRESSURE TREATED.
hN \"«aﬂ / E. CONSTRUCTION SHALL MEET THE BARRIER FREE REQUIREMENTS STATED IN THE MICHIGAN DEPT.
/ ( ) OF LABOR CONSTRUCTION CODE GENERAL RULES, LATEST EDITION.
EXISTING
| | / L— | L +\ g CLOSET F. SEE SHEET A3.2 FOR PARTITION TYPES @;-—-— MAY DENOTE STUD SIZE, WALL HEIGHT OR
7 205 SOFFIT HEIGHT.
\\¥ (FINISHES)
'1°8|—/(\_|'}1Y"D\1§3TE G. G.C. TO PROVIDE ALL PLUMBING, MECHANICAL AND ELECTRICAL WORK REQUIRED TO COMPLETE THE
: PROJECT. SIZE AND LOCATIONS OF PLUMBING, MECHANICAL AND ELECTRICAL FIXTURES AND
EXISTING LADDER TO ROOF & ROOF HATCH. FITTINGS ARE SHOWN ON THESE DOCUMENTS FOR DESIGN CHARACTERISTICS AND LAYOUT
REPLACE DAMAGED LATCH ON HATCH. PREFERENCE ONLY.
H. ALL MATERIAL SHALL BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS. CONTRACTORS TO
MEZZANINE PLAN PROVIDE ALL WARRANTIES AND MATERIALS DURING INSTALLATION.
g\(’)VI?LER)D‘f"gEIé\‘TESRé?EAfA SCALE: 3/32" = 1-0" . DIMENSIONS OF ALL COLUMNS ARE BASED ON EXISTING DRAWINGS AND ARE TO BE VERIFIED.
m SHEET A-5.12 (TYP) (A) INDICATES TO ALIGN WITH THE ADJACENT, EXISTING WALL.
<5> 4 w <c> @ K. ALL EXISTING CONTROL JOINTS IN GYPSUM SOFFITS AND WALLS ARE TO BE CONTINUED DOWN
/./ ‘ | INTO NEW INFILL.
| |
/ | | | | | _—REPLACE & REPAIR_A L. PROVIDE ALL NEW CONTROL JOINTS IN GYPSUM SOFFITS, WALLS, AND FURRING AS RECOMMENDED
B / | \ SECTION OF DAMAGED BY THE GYPSUM MANUFACTURER.
S S e ~ { PRECAST CONCRETE WALL |
S . | I
== e 1 CAP TO MATCH EXISTING. ‘ M. UNLESS OTHERWISE NOTED, FOR MASONRY OPENINGS, FURNISH ONE (1) ANGLE 4" X 3 1/2" X 1/4"
: : : g% | | FOR EACH 4" OF WALL THICKNESS FOR SPANS UP TO 5-0' ONE (1) ANGLE 5" X 3 1/2" X 5/16" FOR
/ "E | ‘ l ! REMOVE é‘ REPLACE EXISTING EACH 4" OF WALL THICKNESS FOR SPANS UP TO 7'-O"
| T
i ! (MODIFIED) | u ggu%g F?gfg'vz'%,!’f JSOR N. ROOM STATUS NEW, MODIFIED, EXISTING INDICATE THE FOLLOWING:
| ! Cock TRUCKWELL SIZE. TO MATCH EXISTING © NEW - NEW ROOM OR SPACE.
i D Nl : - 6C TO PROVIDE CURB PER . MODIFIED (MOD) -~ EXISTING ROOM OR SPACE WITH NEW FINISHES AND MINOR MODIFICATIONS.
"GROCERY FREEZER i { Yo DTE STANDARDS. BOLLARDS . FINISHES (FIN) - EXISTING ROOM OR SPACE WITH ONLY CHANGES IN FINISHES.
116 = | ! . -
! [116] 191-01 AND TRENCHING FOR NEW EXISTING (EXIST) - EXISTING ROOM OR SPACE WITH NO CHANGES,
[ i gy B ! 2, ' ELECTRICAL SERVICE. REFER
- | ‘ | | ‘a‘ = Jeien | 721 | 66 /5‘25' TO ELECTRICAL SHEETS.
| (NEW) | / w I i !
I K <
o & e e ¥ . PLAN NOTES [ENTIRE STORE D-361
A "\ -\ " TRANSFORMER
| } || R ittt JOMPACTOR © 1. THIS PROJECT SHALL CONTAIN A COMPLETE FIRE PROTECTION SPRINKLER SYSTEM. THE FIRE
( . 117.24 — = s SUPPRESSION, FIRE ALARM & THE BUILDING PREMISE/SECURITY ALARM DESIGN & DRAWINGS WILL BE
x. P R '-'-'_'-"T'-'L""""""-'"""yf" R G BY OTHERS. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.
| e (s S ey R E— E——————— E— RS e i, Se—— ok @
| e 2. SEE KROGER PROJECT MANAGER, SPECIFICATIONS, AND INTERIOR DECOR PLANS FOR PAINTING
il : H (MODIFIED] L] V\(,NOEW) INEWIL i \Gaed; “fﬁ" INSTRUCTIONS. ' '
| [ | STAGING AREA | @_\ nr
i Nl | | | ENBSaEnAEREEEERE| mli N 3. COVER ALL FREESTANDING [SALES/PREP AREA) COLUMNS FROM FLOOR UP TO 5-0" AFF SIMILAR TO
! 1 — 1 - ! ! | ASD-63, SHEET A5.1.2. PAINT COLUMNS ABOVE COLUMN WRAP AND ALL COLUMNS THAT FALL WITHIN
g | I LS D] — = 255\ ! | (NEW) SHELVING OR CASES PT-602 OR PER DECOR DRAWINGS. SEE GISD-50, SHEET A5.1.3, FOR COLUMNS
13— \ NnEFEEEE - N \ \ ,F*/:r PRODUCE COOLER THAT FALL WITH IN SHELVING. COLUMNS WITH-IN PREP AREAS TO BE STAINLESS STEEL FROM FLOOR
| En IFEEEr (NEW) — Nl [129] TO CEILING. PROVIDE BOXED-IN COLUMNS OR CHASES AS REQUIRED & INDICATED, SEE DETAIL 521 ON
= , ( ) _!_i ‘ COOLER/ MEAT PREP O — L l SHEET A5.2.
| DAIRY COOLER 1 [ ;ILHTi* ) b o i
Al 19 - ! ; 4, CONCRETE CURB. SEE ASD-6 & ASD-6A, SHEET A5.11 SEE CONCRETE PLAN ON SHEET A1.2.0.
LJL | S B n N L ;{‘ STAIRS S BN @ '
|

SEE GIsSD-16A ON SHEET A5.13 FOR SHELVING IN COOLERS & FREEZERS.

PARTITIONS TO BOTTOM OF DECK OR JOIST AND PARTITIONS WITH RECESSED EQUIPMENT (ELECTRIC
PANELS, FLY GRIDS, ETC.)] OR PLUMBING FIXTURES SHALL BE 6" METAL STUDS.

PROVIDE S$.5. CORNER GUARD. SEE ASD-55A, SHEET AS5.1.1.

PROVIDE WOOD BLOCKING (INSERTED IN METAL STUDS) IN PARTITION THIS AREA, FOR SHELVING
BRACKET SUPPORT (6'-0" TO 2'-0'"), FOR BABY CHANGING STATION (FROM FLOOR TO 8!-0"), EXHAUST
HOOD/STAINLESS STEEL (FROM FLOOR TO 9'-10") AND/OR FOR MISCELLANEOUS FIXTURES AND
SHELVING AS REQUIRED. PATCH/REPAIR WALL & FINISHES AS REQUIRED WHEN ADDING BLOCKING TO
EXISTING WALLS.

MOUNTING HEIGHT FOR MISCELLANEOUS TOILET ROOM FIXTURES SHALL NOT EXCEED 3'-4" ABOVE
FLOOR.

SANITIZING PROPORTIONER. (BY KROGER)
a. 2-LEVER SPRAY DOWN PROPORTIONER (GE-235-2) WITH SANITIZER AND HOSE CABINET, GE183, (BY
GC).
b. 3-LEVER SPRAY DOWN PROPORTIONER (GE-235-3)
c. 2-BUTTON PROPORTIONER FOR 3-COMPARTMENT SINKS (GE236-2C) OR MOP SINKS (GE236-2M).
d. SMALL 1-BUTTON PROPORTIONER (GE2326S)

REFRIGERATED CASE CORNER GUARD (SALES AREA), SEE SPECS. GUARD(S) TO BE SUPPLIED &
INSTALLED BY GENERAL CONTRACTOR AFTER EQUIPMENT IS SET. SEE ASD-160 (ASD-160A FOR GLASS
DOOR CASES) ON SHEET AS5.1.2.

PAINT EXISTING METAL DOORS & FRAMES, INSIDE & OUTSIDE. TYPICAL ALL EXISTING DOORS. NEW
DOORS & FRAMES TO BE PAINTED PER SPECIFICATIONS. OUTSIDE FACE OF EXTERIOR DOORS TO BE
PAINTED TO MATCH ADJACENT BUILDING MATERIALS OR TO MATCH EXISTING DOORS..

REMOVABLE PROTECTIVE POST(S) (SALES AREA), SEE SPECS. POST(S) TO BE SUPPLIED AND INSTALLED
BY GENERAL CONTRACTOR AFTER EQUIPMENT IS SET.

PROVIDE BACKER ROD AND SEALANT BETWEEN WALL AND INSULATED PANEL. SEALANT TO MATCH
COOLER WALL, FOR 1" SPACE OR LESS. PROVIDE INFILL WITH STUD, GYPSUM BOARD, & APPROPRIATE
WALL FINISH OVER EXPOSED AIR SPACE GREATER THAN 1" BETWEEN INSULATED PANELS & WALL
COMBINATIONS. PROVIDE AIR TIGHT INFILL BETWEEN WALLS, COOLERS, OR FREEZERS AND NEW
INSULATED PANELS AT THE SIDES & ABOVE OPENINGS IN THE INSULATED PANELS.

COLUMN "PRICE CHECKER". SEE ELECTRICAL DRAWINGS AND ESD-55, E5.12 FOR MOUNTING &
CONNECTION DETAILS.

PROVIDE AND INSTALL VERTICAL AIR CURTAIN STRIPS ON INSIDE OF DOORWAYS WHERE INDICATED.

MODIFY WALL, PATCH & REPAIR AS REQUIRED FOR NEW REFRIGERATION LINES. COORDINATE LOCATION
WITH REFRIGERATION TRADES. SEE DETAIL 53%2, SHEET A5.2.

PROVIDE ALL NEW SUBSTRATE AND PREP TO RECEIVE NEW FINISHES AS REQUIRED DUE TO REMOVAL
OF ALL EXISTING FINISHES. SUBSTRATE TO BE CEMENT BOARD TO 48" AFF & MOISTURE RESISTANT
GYPSUM BOARD TO CEILING AT PREP AREAS AND RESTROOMS (AT NEW WALL TILE & FRP). PROVIDE
NEW GYPSUM BOARD AT ALL OTHER AREAS AS REQUIRED. PROVIDE A CLEAN FLUSH SURFACE TO
APPLY NEW WALL FINISH AS INDICATED.

CLEANING STATION W/ RECESSED (WHERE POSSIBLE) SANITIZER CABINET (BY GC) & 2-LEVER SPRAY
DOWN PROPORTIONER (BY KROGER) . SEE DETAIL 531, SHEET A5.2.
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SCALE: 3/32" = 1-0”

¥ ASPHALT PARKING

LOT TO BE
RESURFACED AND

RESTRIPED, REFER TO
CIVIL DRAWINGS

GENERAL WORK NOTES:

FIXTURE / CASE NOTES.

CLEAN AND PAINT MISCELLANEOUS WALL ITEMS (IE.
CONDUIT, PANELS, & OTHER ITEMS IN OR ON WALLS)
TO MATCH ADJACENT WALL FINISH.

G.C. TO REPAIR AND/OR REPLACE ALL SHEATHING, BULLETIN NO. 2 08-17-2016
FRAMING AND/OR FINISHES AS REQUIRED DUE TO ADDENDUM NO. 1 07-10-2015
DEMOLITION WORK. COORDINATE WITH ALL BIDS & PERMITS 06-26-2015

DEMOLITION PLANS (ARCHITECTURAL, MECHANICAL, issued for  80% OWNER REVIEW 06-22-2015

PLUMBING, & ELECTRICAL)
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EXTERIOR WORK NOTES:

SEE CIVIL PLANS FOR ASPHALT AND PAVING WORK
TO THE EXISTING LOT. STORE NO D_361
PROVIDE AND INSTALL ALL NEW CONCRETE PARKING
BLOCKS TO REPLACE THE EXISTING. 425 N. CENTER STREET

PAINT THE EXISTING EXTERIOR STAIRS AT THE NORTHVILLE, MI 48167

SOUTHWEST CORNER OF THE PROPERTY.

SKIM COAT THE CONCRETE EXTERIOR RETAINING
WALL ADJACENT TO THE STAIRS AT THE
SOUTHWEST CORNER OF THE PROPERTY.

THE KROGER CO. OF MICHIGAN

q jeffery a.

CLEAN AND CLEAR ALL GUTTERS & VEGETATION scott

CLEAN ALL THE EXISTING EXTERIOR AWNINGS.

NEW CONCRETE RAMP.
SEE CONCRETE PLAN
ON SHEET A12.0.

FROM THE LOWER CANOPY ROOF AREA.
architects p.c.

32316 grand river ave. suite 200
farmington, michigan 48336-3261

ALTERNATE NO. 1

THE EXISTING ASPHALT PARKING LOT AND CONCRETE
PARKING BLOCKS ARE TO REMAIN. SEAL / FILL ALL
CRACKS AND PROVIDE A TOP SEAL COAT OVER THE
ENTIRE ASPHALT PARKING LOT. THE PROPOSED
CONCRETE PARKING LOT REPAIRS IN THE BASE BID
WILL STILL NEED TO BE PREFORMED. REFER TO THE
CIVIL DRAWINGS FOR ADDITIONAL SITE WORK.

(248) 476-8800 fax (248) 476-8833
FLOOR PLAN

project no. sheet no.

15100 A110

PLOT FULL SIZE e 30"x42"
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