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| L > © TRACK
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ORIGINAL ISSUE DATE 04/09/18

DROPPED CEILING

AT

NOTE:

NO TRACK LIGHTS AT CEILINGS BELOW 14'-0"

LIGHTING DETAILS
— DECOR

DATE: 4/9/18
SCALE:  NONE
DRAWN: /AW

MASTER SPECIFICATION DETAIL

£ESD—48

DRYWALL, WALL ——_ |
COVERING, ETC.

SEE NOTE No. 3 ——__

SEAL AROUND ——

ALL CONDUIT
PENETRATIONS.

SALES/SERVICE
AREA

.ﬁSTUD WALL, REFER TO ARCHITECTURAL PLANS
FOR STUD WALL LOCATION AND TYPE.

JUNCTION BOX HOMERUN IN EMT

i — TYPICAL
MC CABLE
[7 TYPICAL
]

INSULATION TO STOP
MOISTURE MIGRATION.

FILL CONDUIT WITH FOAM

/\mu\H\\\‘H\H\H\H\H\\IT_RA\\\\\\\\H\H\//T\\‘H\H\H\\i\\u\u
—] | AN |

INSULATED )

CEILING PANEL

‘\\‘\\‘\\‘H‘H‘H‘H‘H‘\\‘u'h\‘H‘H‘H‘H‘H‘H‘\\‘H‘H‘H‘H‘H‘H‘H‘H‘

SEAL PENETRATION THRU
INSULATED PANEL, SEE
NOTE No. 5 —— TYPICAL

SURFACE LIGHT FIXTURE.

FOR THE CORRECT MODEL

ON TOP OF THE FIXTURE.

SEAL AROUND RECEPTACLE BOX

T WEATHERPROOF RECEPTACLE — TYPICAL

PREP. AREA/COOLER/FREEZER

~—— INSULATED WALL PANEL

i FLOOR

NOTES:

REFER
TO CURRENT LIGHTING TEMPLATE

NUMBER WITH ELECTRICAL TAP

1. EXPOSED SURFACE MOUNTED CONDUITS WILL NOT BE PERMITTED IN ANY PREP. ROOMS, COOLERS OR
FREEZERS.

2. ALL CONDUITS TO STAB THRU PREFABRICATED INSULATED PANEL TO COVERED IN-USE WEATHERPROOF RECEPTACLE WITHIN.

3. MC CABLE PERMITTED IN WALL CAVITY THAT IS ACCESSIBLE FOR FUTURE REWORK OF RECEPTACLES,

INSTALL WIRING IN ACCORDANCE WITH SPEC. SECTION 26 05 19.

EMT TO BE USED IN ALL WALLS

WHERE INACCESSIBLE IN FUTURE AND WITHOUT STUD WALL, SURFACE MOUNTED CONDUIT ON PREFAB
PANELS EXPOSED IN BACK ROOM PROTECTED BY CONCRETE CURB.

4. LIGHTING ELECTRICAL FEED THRU TOP MOUNTED JUNCTION BOX AND FIRST FIXTURE THEN FIXTURE TO

FIXTURE VIA CONDUIT MOUNTED ON TOP OF PREFABRICATED INSULATED PANEL.

FOR EACH ADDITIONAL LIGHT FIXTURE OR LIGHT FIXTURE ROW.

5. SEAL AROUND ALL RECEPTACLES AND ALL ELECTRICAL PENETRATIONS THRU INSULATED PANELS WITH
CLEAR SILICONE CAULK. SEAL ON BOTH SIDES.

ORIGINAL ISSUE DATE 10/1/09

REPEAT AS REQUIRED

INSULATED PANEL CEILING

CONDUIT INSTALL. FOR DATE: 11/10/16
AREAS WITH PREFAB. SEQLWE NZiNWE

MASTER SPECIFICATION DETAIL

ESD—26

DETAIL REFLECTS DESICGN
INTENT ONLY. COORDINATE
INSTALLATION WITH A.H.J.

JUNCTION

BOX WITH

COVER PLATE.

il

PROVIDE 3/8” DIAMETER HANGER
ROD ATTACHED TO OVERHEAD
STRUCTURE. PROVIDE SWAY
BRACING TO STRUCTURE IN TWO
DIRECTIONS 90 DEGREES APART

STRAIN RELIEF CORD

‘HH\HHHH\ﬁ\\\\\\\\\\\\\\\\\\

CONNECTOR AND GRIP

PROVIDE TWIST—LOCK NEMA
CONNECTORS WITH
WEATHERPROOF RATED
BOOTS, AS REQUIRED FOR
EQUIPMENT SERVED WITH
DIFFERENT ELECTRICAL
REQUIREMENTS.

ORIGINAL ISSUE DATE 2/20/06

5'—0" ABOVE FLOOR

N

XKL

S~

l———

HHHHHH@HHHH%

CEILING PANEL

PROVIDE A "KELLEM GRIP”,
SIZE AS REQUIRED.

DROP CORD TO BE TYPE "SO”.
SIZE AS REQUIRED.

CORD AND MALE CONNECTOR
SUPPLIED WITH EQUIPMENT
(EQUIPMENT LEAD WIRES).

PENDENT RECEPTACLE
FOR SUSPENDED

CEILIN

DATE: 4/5/23
SCALE:  NONE
DRAWN: JDB

G

MASTER SPECIFICATION DETAIL

ESD—16

ORIGINAL ISSUE DATE 2/20/06

REFER TO CURRENT LIGHTING REFERENCE DRAWINGS FCR ADDITIONAL INFORMATION
AND CURRENT LIGHTING SPECIFICATIONS.

LIGHT FIXTURE TO BE SUSPENDED 7-6" AFF.
COORDINATE LIGHT FIXTURE PLACEMENT WITH REFRIGERATION/MECHANICAL CHASE.

LIGHT FIXTURE TO BE CENTERED OVER CASE. COORDINATE WITH FINAL FIXTURE PLACEMENT,

EQUAL EQUAL
'K’ SERIES (12 Feet)
7905&(3) 1= | |
PROMO CASE
REFRIGERATION /
MECHANICAL CHASE
EQUAL / \ EQUAL
“>‘ 'K’ SERIES (20 Feet) (é
- _
of Case(s) L . I “
WNIDE 1SLAND
NOTICES:

ISLAND CASE
LIGHT PLACEMENT

DATE: 5/31/23
SCALE:  NONE
DRAWN: JDB

MASTER SPECIFICATION DETAIL

ESD—47/

POWER SUPPLY AND/OR ﬁ

BACKUP AS REQ'D BY
MANUFACTURER

SECURED ACCESS
DEVICE IF REQ'D

3/8" ARMORED

CABLE. SEE
NOTE No. 2.

BY KROGER

EMPLOYEE ACCESS

OPTIONAL POWER FOR
EMPLOYEE ACCESS WIRING, CONCEALED IN WALL FRAMING OR

TO MATCH DECOR WHERE EXPOSED.

3/8” ARMORED CABLE FOR MAGNETIC CONTACT

PAINTED

I
- DOOR FRAME
H .

Ii~MAGNET\C CONTACT FOR

SECURITY SYSTEM.

4" x 4" SURFACE MOUNTED
ELECTRICAL ENCLOSURE
INSTALL ON BLOCK WALL.

< ¥ <
N g@é@@ 1= @VQ
= Z o
PUSH BAR

LOCK ASSEMBLY

HINGED SIDE—==
OF DOOR.

SINGLE DOOR INSTALLATION

4" x 4" SURFACE MOUNTED
ELECTRICAL ENCLOSURE

OPTIONAL
POWER FOR
EMPLOYEE
ACCESS I I

3/8" ARMORED CABLES FOR MAGNETIC
CONTACT WIRING, CONCEALED IN WALL

FRAMING OR PAINTED TO MATCH DECOR
WHERE EXPOSED.

INSTALL ON BLOCK WALL.

MAGNETIC CONTACTS
FOR SECURITY SYSTEM

NOTES:

1. CONTRACTOR SUPPLIED ITEMS:

—=——DOOR
FRAME

= 1=
PUSH EARX ZF’USH BAR
LOCK ASSEMBLY
=—HINGED SIDE HINGED SIDE
OF DOOR OF DOOR ——m=

DOUBLE DOOR INSTALLATION

2. WIRING CONCEALED IN WALL FRAMING IN FINISHED AREAS OR PAINTED TO MATCH DECOR WHERE EXPOSED.

ORIGINAL ISSUE DATE 7/6/06

1/2 CONDUIT, 3/8" ARMORED CABLE, HARDWARE, 7/8" x 7/16" WIREMOLD (400BAC or EQUAL), 4" x 4" ELECTRICAL JUNCTION BOX

ALARMED EMERGENCY | pate: s5/51/25
SINGLE AND DOUBLE EXIT | scALe NOWE

DOOR (HOLLOW METAL)
MASTER SPECIFICATION DETAIL

ESD—-22

FIELD WIRED %

BE SAME AS CONTROL RELAY
VOLTAGE, 24v. TYPICAL)
(oR)
CR
N

CONTROL VOLTAGE

(VOLTAGE AT THIS POINT MUST

T

S I N S~ I
B ]
S | |
____JTL__-:l__—l l -] -] -] l
roil sl | | |
I | |
| IL—J I '_’__{ Y |
b ® |
b |
b L 1 1 |
1 1 T - - |
01C 11X 1{X2X 3X 4 | :
1 l Q (.3 o l
RN I |
1% 1Ol ! |
L_% L1 ] ]

L

{[_ccr]

COIL VOLTAGE

CRIGOMC MECHANICALLY HELD CONTACTOR WIRING OFPTIONS
USED FOR 2- WIRE CONTROL, WHEN CONTACTOR COIL VOLTAGE

1S DIFFERENT FROM CONTROL VOLTAGE.

Note:

REFER TO THE NATIONAL ELECTRIC CODE OR

LOCAL ELECTRIC CODE AS REQUIRED.

ORIGINAL ISSUE DATE 7/8/10

o @S

1T U LAY

cr s

% N 1
NOMENCLATURE

OP - OPENING COIL
CL - CLOSING COIL
CCF - CONTROL CIRCUIT FUSE

CR - CONTROL RELAY
* - WHEN ORDERED

LIGHTING CONTACTOR
WIRING DIAGRAM

DATE: 7/8/10
SCALE:  NONE
DRAWN: jq

MASTER SPECIFICATION DETAIL

ESD—13

EXTEND CABLE OVER JOIST FLANGES
AND SECURE WITH CABLE LOCK, AS

EXTEND THREADED ROD UP BETWEEN JOIST
FLANGES AND SECURELY ATTACH TO JOIST,

INDICATED. CONNECTION SEE DETAIL '8’
/—1{_}; A\ -
SEE DETAIL 'B’
THREADED ROD
FOR TYPICAL = COUPLING, IF
THREADED ROD NEEDED.
CONNECTION
AIRCRAFT
CABLE. SEE
NOTES No. 1
& No. 3.
THREADED
L RoD. seE
NOTES No. 1
& No. 4.
ELECTRICAL
POWER
SUPPLY
SEE DETAIL “A’
FOR TYPICAL JUNCTION BOX,
EYE BOLT CONNECTION SEE DETAIL
CONNECTION f ELECTRICAL B NOPOINT
e
© e e ADAPTER

TRACK INSTALLATION

MONOPOINT INSTALLATION

DETAIL "A’

JAMB NUT

—

DETAIL 'B’

~ NYLON INSERT
LOCK NUT
AND WASHER
/
I

JAMB NUT
AND WASHER

NOTES:

1. THIS DETAIL IS ASSOCIATED WITH THE INSTALLATION OF TR15, TR16, TR17, TR18 AND TR19 LED TRACK LIGHT FIXTURES.
HANG ELECTRIFIED TRACK FOR MULTIPLE FIXTURES WITH AIRCRAFT CABLE AND THREADED ROD FOR MONOPOINT FIXTURE

INSTALLATION.
CAN CAUSE TRACK TO SWAY.

THREADED ROD SHOULD BE USED TO SUPFPORT ELECTRIFIED TRACK AT LOCATIONS WHERE HVAC DIFFUSERS

2. FIXTURE SUPPORT AND POWER CONNECTION FURNISHED AND INSTALLED BY THE ELECTRICAL CONTRACTOR AS REQUIRED BY

GOVERNING CODES.

3. INSTALL ELECTRIFIED TRACK WITH MIN 1/16" DIAMETER STANDARD STEEL WIRE ROPE OR STAINLESS STEEL AIRCRAFT CABLE WITH
CABLE LOCK CONNECTED TO 1/4" EYE BOLT THRU FACTORY DRILLED HOLES WITH LOCK NUT WITH NYLON INSERT ON BOTTOM
AND STANDARD JAMB NUT ON TOP OF THE TRACK. 4° TRACK TO BE INSTALLED BY 2 POINTS OF ATTACHMENT, 8 BY 3 POINTS

AND 12 BY 4 POINTS.

4. MONOPOINT FIXTURE TO BE HUNG BY 1/4" THREADED ROD ATTACHED TO STEEL AND JUNCTION BOX, FOR LONGER DROPS

INSTALL THREADED COUPLING AS HIGH AS POSSIBLE.

ATTACH TO BOTTOM CHORD OF JOIST BY EXTENDING THREADED ROD

BETWEEN JOIST FLANGES AND HOLE IN JUNCTION BOX BY ATTACHING WITH LOCK NUT WITH NYLON INSERT ON TOP AND
STANDARD JAMB NUT & WASHER ON BOTTOM.

5 WHERE MOUNTING CABLE OR THREADED ROD MISSES EXISTING STRUCTURAL STEEL, PROVIDE & SECURELY ATTACH METAL

SUPPORT BETWEEN STEEL USING STEEL CHANNEL 7/8" MIN, 17 x 17
6. LIGHT TRACK LENGTH AND HEIGHT ABOVE FLOOR VARIES PER LOCATION.

LOCATIONS.

ORIGINAL ISSUE DATE 11/2/12

ANGLE IRON OR 3/4” IMC OR RIGID CONDUIT.
REFER TO LIGHTING PLAN FOR MOUNTING HEIGHT AND

LED TRACK LIGHT &
MONOPOINT DETAIL

DATE: 11/5/13
SCALE:  NONE
DRAWN: /AW

MASTER SPECIFICATION DETAIL

ESD—-50

SEE NOTE No. 5

208 VOLT CIRCUIT BREAKER.

EXHAUST
FAN

(M)

D3 — N
97— R
g1 — N I SUPPLY AR |
! FAN !
DISCONNECT SWITCH ! P !
IN SIGHT OF STARTER\ | ( ) |
NEC 430.74 (2005) ! }\ q/ ! 3-POLE 30 AMP
| r | - :
NEC 430.75 (2008) / ! ! NON—FUSED
MUST BE LOCKABLE ! ! WEATHERPROOF
IN "OFF” POSITION. . . DISCONNECT
I = SWITCH LOCATED
120 VOLT CIRCUIT BREAKER. I Vo ABOVE ROOF AT
91— et it i FAN.
[ p—
STARTER, STARTER,
SEE NOTE SEE NOTE
No. 4. \ No. 4. \
reT T )
| |
7} | |
N | |
W . ) :
- - ! |
| |
T |
MNP + |
)] I ] i
SEE 111 | SEE /C‘\ R |
NOTE INoTE VL) :
No. 3. | No. 3. [ III |
I NS I
| * |
] ' ] '
I L I j
][ —— -
| |
[, W\, - |
|

Ty

EXHAUST
HOOD
LIGHT

CIRCUIT BOARD CONTROLLER

NOTEGS:

1.

2.

3.

4.

ORIGINAL ISSUE DATE 6/6/08

BOLD LINES INDICATE FIELD WIRING.
CONTROL CIRCUIT WIRING SHALL BE MINIMUM OF No. 12 AWG.
COIL SHALL BE ORDERED FOR 208 VOLT.

A.C. MAGNETIC STARTER WITH OVERLOAD RELAYS & NEMA TYPE 1 ENCLOSURE.
PROJECT DESIGN ENGINEER TO SHOW STARTERS ON ELECTRICAL SINGLE LINE DIAGRAM.

DASHED ELEMENTS SHALL BE PROVIDED WHEN SUPPLY AIR FAN IS REQUIRED
FOR COMPENSATING HOOD, SEE H.V.A.C. and ELECTRICAL PLANS.

WALL SWITCHES TO BE LOCATED TO PROVIDE READY ACCESS. DO NOT LOCATE BEHIND
EQUIPMENT THAT WOULD PREVENT VISUAL AND SAFE ACCESS. COORDINATE LOCATIONS
WITH PROJECT FIXTURE PLAN.

DETAIL REFLECTS DESIGN
INTENT ONLY. COORDINATE
INSTALLATION WITH A.H.J.

JUNCTION BOX WITH
COVER PLATE.\
O

PROVIDE 3/8"

STRUCTURE IN

APART

:HHHHHHHUL\HHHHH\HHH

DIAMETER

HANGER ROD ATTACHED TO
OVERHEAD STRUCTURE.
PROVIDE SWAY BRACING TO

TWO

DIRECTIONS 90 DEGREES

i

. HHHHHHHHH@HHHH%

STRAIN RELIEF CORD
CONNECTOR AND GRIP

\

XA

NOTE:

CORD DROP SHALL BE FIELD
COORDINATED TO OPERATE 1
T0 &5 CIRCUITS.
HANDLE TIES AS NECESSARY

PROVIDE

FOR SIMULTANEOUS
BREAKER DISCONNECT.
REFER TO CHART BELOW
FOR SO TYPE.

ilavava-4

g

FAN WIRING DIAGRAM
FOR EXHAUST HOODS

DATE: 6/5/15
SCALE:  NONE
DRAWN: ZAW

MASTER SPECIFICATION DETALL

ESD—-35

1 CIRCUIT, 1 TO 2 DEVICES:

3 WIRE SO, (1) DUPLEX.

1 CIRCUIT 3—4 DEVICES:
3 WIRE SO, (2) DUPLEX.

2 CIRCUIT, 1 TO 2 DEVICE

4 WIRE SO, (1) DUPLEX WITH

TABS CUT.

2 CIRCUIT 3—4 DEVICES:

4 WIRE SO, (2) DUPLEX, EACH

TO ONE CIRCUIT.

5 CIRCUIT 3—4 DEVICES:

5 WIRE SO, (2) DUPLEX, (1)

WITH TABS CUT.

ORIGINAL ISSUE DATE 10/9/13

CEILING PANEL

PROVIDE A "KELLEM GRIP”,
SIZE AS REQUIRED.

——DROP CORD TO BE TYPE
"SO”"CORD. SIZE AS REQUIRED.

PROVIDE A "KELLEM GRIP7,
g/SZE AS REQUIRED.

S 10 7] [if] [=—— PROVIDE CONTRACTOR CORD
3 a 2l la WITH (1) OR (2) NEMA 5-20
< FIELD INSTALLED GFCI
<L RECEPTACLES. INSTALL IN
= \ LOCATION EQUIDISTANT TO
<|< SINGLE EQUIPMENT /DEVICES BEING
o DUPLEX SERVED. MODIFY CORD
. s OPTION LENGTH TO BEST FIT
: | APPLICATION. ALL BOXES,
GASKETS AND FITTINGS TO

BE WATERPROOF.
ATTACH OUTLETS TO TABLE.

DO NOT

PENDENT MULTI DATE: 45,23
RECEPTACLE FOR | SCAE wone

CEILING
MASTER SPECIFICATION DETALL

ESD—16A

DUCT MOUNTED SMOKE DETECTORS

QUANTITY AS REQUIRED.

REMOTE TEST ]
STATIONS (TYP)

COOKING HOODS— ANSUL EXTINGUISHER

]
D Lod

DELAYED EGRESS CONTROL
PANEL AT EACH EXTERIOR

DOOR, QUANTITY AS REQUIRED.

OFFICE HVAC

R W

AUXILIARY SHUT DOWN RELAYS

VEST. HVAC

A HVAC

45 CONTROL

CENTER

SPRINKLER FLOW SWITCHES

|

SPRINKLER TAMPER SWITCHES

Y

—IRE

— ALARM

MANUAL PULL STATIONS (WHERE REQUIRED)

B

ADDITIONAL SMOKE DETECTORS (NON—DUCT

MOUNTED, WHERE REQUIRED)

—

ALARM HORNS

(QUANT. AS REQ'D) I>[:|
> ]

EXTERIOR HORN [>|:|

SEE BUILDING SPECIFICATIONS —— SECTION 21

ORIGINAL ISSUE DATE 12/22/80

—

P ANEL
(LOCATED IN ECR ROOM)

WIDE AREA NETWORK (WAN), IF
WAN IS NOT PERMITTED PROVIDE
TELEPHONE LINE CONNECTION TO
KCAC (ALARM SERVICE).

FROM 120V SOURCE

KEY PAD/ANNUNCIATOR
(LOCATED AT CUSTOMER SERVICE OFFICE)

PROVIDE LOCK—ON
DEVICE CCT. BREAKER

FIRE SUPPRESSION
—— SECTION 28 FIRE ALARM/SECURITY SYSTEM

- FOR

REFERENCE ONLY -

ALARM SYSTEM SINGLE LINE
DIAGRAM

DATE: 1/14/13
SCALE:  NONE
DRAWN: /AW

MASTER SPECIFICATION DETAIL

ESD—-5
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