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TYPICAL LOCATIONS:

INSIDE PREP. AREAS

— NON WASH DOWN AREAS RECEIVER SOCKET TOP
— HALLWAYS METAL STUD PARTITION WITH
— AREAS AS APPROPRIATE CERAMIC TILE FINISH. DO NOT USE
o ON INSULATED COOLER WALL PANEL. REMOVABLE POST

/OUARRY TILE COVE BASE.

RESINOUS FLOOR TO MEET
TILE COVE BASE

FINISHED FLOOR, |SLOPE TO
INSULATED COOLER WALL PANEL, SEE NOTES No. 1|DRAIN
" METAL STUD PARTITION WITH $ 0-0" & No. 2. —
FRP OR CERAMIC TILE FINISH. -
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T (@)
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URETHANE ON APPLICATION —— POLISHED CONCRETE TERMINATE FRP AT TOP OF QUARRY © L q
CAULK. OR FLOOR COVERING. ‘

TILE AND APPLY CONTINUOUS BEAD OF -
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-~
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A
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NOTES: ’7 |

1. FINISHED FLOOR WILL VARY DEPENDING ON APPLICATION —— CONCRETE, RESINOUS or TILING.

2. PROVIDE ADDITIONAL 3/8" MATERIAL 3" FROM COVE BASE. RESINOUS FLOOR MUST
MEET TOP EDGE OF COVE BASE.

SLOPE TO
DRAIN

<

INSTALLATION INSTRUCTIONS:

1. CORE DRILL 2 1/4” DIAMETER HOLE, 4" MIN. DEEP. DEPENDING
UPON THE SIZE OF THE CORE DRILLED HOLE, POUR A SMALL
AMOUNT OF EPOXY IN THE HOLE, THEN INSERT SOCKET, FILLING
IN-WITH EPOXY AS NEEDED. INSERT POST IN TO SOCKET AND
PROP UP IN VERTICAL POSITION UNTIL EPOXY SETS. IF A
LARGER DIAMETER HOLE IS MADE (MAXIMUM 3") POUR STONE
MAY BE USED TO SECURE SOCKET IN PLACE

. ) Note: )
WALL TO FLOOR | ... WALL TO FLOOR e i poe e |REMOVABLE PROTECTIVE| - 70

BASE TYPE-D BASE TYPE-C POST INSTALLATION | oo 2o

— PREP. AREAS AT WALLS
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FINISH FLOOR

- FOR REFERENCE ONLY -

1/8" H x 17 W REDUCER STRIP.

SHEET VINYL

< ‘ BIDS AND PERMITS 03/13/2024
CONCRETE SLAB issued for  90% OWNER REVIEW 02/08/2024

A. VINYL TO CONCRETE PROPOSED MINOR INTERIOR
REMODEL FOR:

FULL SIZE

FINISH FLOOR ro er

SAWCUT TO DEPTH OF OVERLAYMENT.

1/4” FOR RESINOUS FLOORING. STORE NO. D-365

FINISH FLOOR: CONCRETE OR LVT

ATTACH TRANSITION TO CONCRETE WITH
MIN 1 3" 412 STAINLESS SCREWS AT 12"
0.C. AT FRONT EDGE AND BACK LEG.

ST ST e o T 3010 WASHTENAW AVE
RESINOUS ANN ARBOR, MI 48104
CARPET FLOORING

THE KROGER CO. OF MICHIGAN

T
. jeffery a.

vaj 4 v o)
<
L CONCRETE SLAB y 6" TYPICAL y CONCRETE SLAB Scott
GROUT SOLID UNDER TRANSITION
B. RESINOUS TO FINISH FLOOR TRANSITION FOR REMODELS

. architects p.c.
A. Concrete or LVT to Vestibule Carpet HALF SIZE

32316 grand river ave. suite 200
farmington, michigan 48336-3261
(248) 476-8800 fax (248) 476-8833

KROGER ASDs
VESTIBULE zéli: m@é? TRANSITION DATE: 7/13/16 project no. sheet no.

Note: NOTE: SCALE:  NONE

REFER TO SPECIFICATIONS TRANS|T|ON DETA”_S prawy KAP DETA”_S DRAWN:  ZAW

REFER TO SPECIFICATIONS

| MASTER SPECIFICATION DETAL | ASD—4C | MASTER SPECIFICATION DETAIL | ASD—4B 23058 AS.1.1
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