PLUMBING GENERAL NOTES:

1. REFER TO NOTES ON SHEET P5.1.
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= | - (1) REMOVE EXISTING FLOOR DRAINAGE FIXTURE AND TRAP. CAP
= | e = BRANCH SANITARY PIPING BELOW SLAB., PATCH CONCRETE AND
e:f FLOORING TO MATCH EXISTING CONDITION. COORDINATE WITH
/: : : ARCHITECTURAL FLOORING TRADES,
= I (2) REMOVE 3-COMPARTMENT SINK. REMOVE EXISTING FLOOR
— DRAINAGE FIXTURE, GREASE INTERCEPTOR, AND TRAP. CAP BRANCH
I SANITARY PIPING BELOW SLAB. CAP CW AND HW PIPING ABOVE
Ly CEILING AT MAIN SUPPLY BRANCHES. PATCH CONCRETE AND
- s | FLOORING TO MATCH EXISTING CONDITION. COORDINATE WITH
= ! - ARCHITECTURAL FLOORING TRADES.
N 1 (3) DISCONNECT AND REMOVE EXISTING FLORAL SINK TO BE
- I 7% o RELOCATED TO DELI PREP. REMOVE DRAIN AND CAP BELOW SLAB.
7 | ez 5 PATCH CONCRETE AND FLOORING TO MATCH EXISTING CONDITION.
= | T ¥ COORDINATE WITH ARCHITECTURAL FLOORING TRADES. REMOVE
—) H g PORTIONS OF HOT WATER SUPPLY PIPING, COLD WATER SUPPLY
- ? PIPING, AND HOT WATER RETURN PIPING BACK TO NEW CHASE.
. | H— RELOCATE BALANCING VALVE, TIMER, AND/OR AQUASTAT ON HWR
- | LINE BACK TO NEW CHASE. COORDINATE WITH NEW PLANNED
- ‘ WORK (RE: P1.1),
- E 7‘fjggz (#) REMOVE HAND SINK AND MODIFY ASSOCIATED HW & CW DROPS.
W | ~ REMOVE DRAIN AND SANITARY PIPING BACK TO BRANCH. PREPARE
7 B I SANITARY PIPING BELOW SLAB FOR NEW WORK. MODIFY CW AND
= - - HW PIPING BACK TO MAIN SUPPLY TO FACILITATE 2/4" PIPING.
— REMOVE AND MODIFY PORTIONS OF FLOORING TO FACILITATE NEW
; - L WORK AS NECESSARY (RE: P1.1)
= i o (8) REMOVE CW PEX PIPING FROM PRODUCE PREP TO PRODUCE
: PRODUCE CASE. REMOVE TANK ON TOP OF PRODUCE CASE SERVING
= — — PRODUCE MISTING SYSTEM. PREPARE PRODUCE MISTING SYSTEM
- FOR NEW RO SYSTEM.
- EEH [ [ ] i
H: O ‘:
&_ ™
AR NN [ [ BIDS AND PERMITS 03/13/2024
NSNS ) | issued for  90% OWNER REVIEW 02/08/2024
@ %é PROPOSED MINOR INTERIOR
] REMODEL FOR:
N L
R — = —
i | I— ‘ ‘ -
¢ 1 roger
=i A
[ I
®/ STORE NO. D-365
% 3615 WASHTENAW AVE

ANN ARBOR, MI 48104

= THE KROGER CO. OF MICHIGAN

jeffery a.

- K@ scott
E— architects p.c.

32316 grand river ave. suite 200
farmington, michigan 48336-3261
(248) 476-8800 fax (248) 476-8833

PLUMBING DEMOLITION PLAN

project no. sheet no.

PLUMBING DEMOLITION PLAN 23058 PD11

SCALE: 3/32" = 1-0°

PLOT FULL SIZE @ 30°x42”

copyright © 2024


AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
D

AutoCAD SHX Text
G

AutoCAD SHX Text
23058

AutoCAD SHX Text
scott

AutoCAD SHX Text
jeffery a.

AutoCAD SHX Text
sheet no.

AutoCAD SHX Text
project no.

AutoCAD SHX Text
(248) 476-8800       fax (248) 476-8833

AutoCAD SHX Text
32316 grand river ave.       suite 200

AutoCAD SHX Text
farmington, michigan 48336-3261

AutoCAD SHX Text
architects p.c.

AutoCAD SHX Text
PLOT FULL SIZE @ 30"x42"

AutoCAD SHX Text
03/13/2024

AutoCAD SHX Text
BIDS AND PERMITS

AutoCAD SHX Text
90% OWNER REVIEW

AutoCAD SHX Text
02/08/2024

AutoCAD SHX Text
copyright  c  2024

AutoCAD SHX Text
THE KROGER CO. OF MICHIGAN

AutoCAD SHX Text
PROPOSED MINOR INTERIOR REMODEL FOR:

AutoCAD SHX Text
STORE NO. D-365

AutoCAD SHX Text
R

AutoCAD SHX Text
3615 WASHTENAW AVE

AutoCAD SHX Text
ANN ARBOR, MI 48104

AutoCAD SHX Text
issued for:

AutoCAD SHX Text
PLUMBING DEMOLITION PLAN

AutoCAD SHX Text
PD1.1

AutoCAD SHX Text
SCALE: 3/32" = 1'-0"

AutoCAD SHX Text
%%uPLUMBING DEMOLITION PLAN

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
KEYED NOTES:

AutoCAD SHX Text
REMOVE EXISTING FLOOR DRAINAGE FIXTURE AND TRAP. CAP BRANCH SANITARY PIPING BELOW SLAB. PATCH CONCRETE AND FLOORING TO MATCH EXISTING CONDITION. COORDINATE WITH ARCHITECTURAL FLOORING TRADES.
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