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Engineering Freedom Line PHYSICAL DATA
PI Vi RFL Merchandiser Drip Pipe (in.) 114
an Views Plan View Merchandiser Liquid Line (in.) 3/8
Reach-In Merchandiser Suction Line (in.) 5/8
3 & 4 Door
Dimensions shown as inches and (mm).
Freedom Line — Standard
Plan View
4 Door
4 in. (102 mm) Minimum Air Gap
from Merchandiser Insulated Panel i C
to Wall or Flat Surface I ‘411 (279) >
Maintain air circulation to reduce { 1
I 1] I H | H H 1] T ¥
T 777777 T T T T T j 777777 T —T 1] 20
i } } Ekltd/ | } } | }Zop Mount ileﬁmcal Box || (508)
xternal roximate Location
l L1 pose 11 ! I / 345
(178) Il L | (879)
I 1 \(1219) upport Jﬁ,%,,,,,,
T T WasteOutiety g e i ey | B G
E - - —-
________ElectricalWireway _ "/ 4~ Splashguard _ = — |
! Water Seal Relay & Terminal ! 1
! ‘ (see note **) Block Location ! (71281;
! 26 ' !
‘ (673) ‘
! Door Swing !
L i Front Clearance @
2 Dr 3Dr 4 Dr 5Dr
General
(A) Case Length (without ends or partitions) 62 (1575) 92 1/2 (2350) | 122 7/s (3121) | 153 3/s (3896)

Maximum O/S dimension of case back to front
(Includes bumper. Add 26 /2 in. (673 mm) for door swing.)
Back of case to rear of splashguard

Width of Skidrail

Width of Bottom Front Support

Stub-up area between front support and splashguard

Electrical Service

(B) RH end of case to the center of nearest knockout
RH end of case to the center of LH knockout
Back O/S of case to center of knockout

* NOTE: Electrical Field Wiring Connection Point is at terminal.

Waste Outlet

®

(C) Right end of case to center of waste outlet
Back O/S of case to center of waste outlet
Water Seal |

Edge of water seal to center of waste outlet
Schedule 40 PVC drip pipe

Refrigeration Outlet |
RH end of case to center of RH refrigeration outlet
Back O/S of case to center of refrigeration outlet
Outside bottom front supports from end of case
Center bottom front support from Centerline
Distance between Center and Outside supports will vary

2 3/4in (70 mm); case to case joints can add approximately !/s in (3 mm) for gasket material.

4335 (1111)

39 7/ (1013)
3 9/4(95)
6 (152)

3 115 (79)

4 (102)
58 (1473)
41 5/5(1058)

23 7/s (606)
34 5/ (879)

13 (330)
114(32)

** NOTE: Field installed water seal outlets, tees, and connectors are shipped with case

5 3/5 (137)
32(813)
6 34 (170)
24 (610)

**NOTE: Each solid end adds approximately 2 3/s in (60 mm) to length of line up; each partition add approximately

43 %4 (1111)

39 7/ (1013)
3 3/4(95)
6 (152)

3 115 (79)

4 (102)
88 1/> (2248)
41 5/5(1058)

54 1/4(1378)
34 5/5 (879)

13 (330)
114(32)

5 35 (137)
32(813)
6 34 (170)
24 (610)

43 3/ (1111)

39 7/ (1013)
3 3/4(95)
6 (152)

3 1/8 (79)

4 (102)
118 7/s (3019)
41 5/5(1058)

46 1/4(1175)
34 5/5 (879)

13 (330)
114(32)

5 3/5 (137)
32(813)
6 34 (170)
24 (610)

4334 (1111)

39 7/5 (1013)
3 %4 (95)
6 (152)
3 1/8(79)

4 (102)
149 35 (3794)
41 5/5(1058)

76 5/ (1946)
34 5/5 (879)

13 (330)
11/4(32)

5 35 (137)
32(813)
6 3/ (170)
24 (610)
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Freedom Line Reach-in
Top-Mount-Refrigeration Ready
2, 3,4 & 5 Door Model

efficient fan motors, and LED vertical lighting.

Standard Reach-in configuration consists of Innovator | doors, energy

DOE 2017 Hussmann refrigerated merchandisers configured for sale for use in the United States
E Effici
neé?,ﬁ,p.i::,etncy meet or surpass the requirements of the DOE 2017 energy efficiency standards.

Provide adequate clearance for air circulation at rear to reduce condensation.

Dimensions shown as inches and (mm).

Note: Facade is field-installed.

Electrical connection box,

Free_dom external supports, door
Line handle and front raceway
RFL may be removed to facilitate

passage through door way.
RFL 7XxX10X 2172
Electrical
Field Connections
41 _,
(1041) T
- 1
;0 %p_f_{'ﬂ"’:t‘?cé(tj‘iSho‘g’” [ 4. (102 mm)
,' ' errigeration Intertace an H H
+ (508) 218 Electrical Field Wiring Required Air Gap
1 o ! (54) Connection are at top. —] 2 518 (67)
“‘. (5231,)': I‘— 20 1 02
(533 (508) K 2%,
32 ™ H ! (2608)
Ll % 1o to H
1 ] 1103 112}
'\, (2629)
: 83 18
82112 @111
(2096)
62 1,2 :
(1588)
65 1,2 ( e <
(1664)
Door
67 —
(1702)
Frame
| 27 18 :
| (708)
6 58 Coil B
T (168) Fan
13 558 {
(346) —
i IT 1T

37l 3444 (879) —>|

(98) 1
40 (1016)

[e——41 718 (1064)—>

le——43 7/8 (1114) ———————

NSF Certification

LS 1/4

(133)

This merchandiser model is manufactured to meet NSF/ANSI
(National Sanitation Foundation) Standard #7 requirements

for construction, materials & cleanability.

P/N 3002316_F
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Freedom Line RFL
With Innovator Doors or Innovator lll Doors
Low Temperature

REFRIGERATION DATA

Note: This data is based on store temperature
and humidity that does not exceed 75°F and 55%
R.H.

FF IC AHRI
Rating*
Discharge Air (°F) -5 -12 2
Evaporator (°F) -11 -19 —7
Unit Sizing (°F) -14 22 -10
*With door A/S controller
Btu/hr/Door
INNOVATOR
Parallel 955 1065 910
Conventional 970 1085 940
INNOVATOR I
Parallel 935 1035
Conventional 955 1055

§ Average evaporator temperature shown. Use dew
point for high glide refrigerants for unit sizing.
Care should be taken to use the dew point in PT
tables for measuring and adjusting superheat.
Adjust evaporator pressure as needed to maintain
discharge air temperature shown.

DEFROST DATA
FF 1IC
Frequency (hr) 24 24

Defrost Water (Ib/Dr/day) 1.2 1.2

(% 15% based on merchandiser configuration and
product loading.)

ELECTRIC FF IC
Temp Term (°F) 48°  48°
Failsafe (minutes) 45 45
G4s Not Available

OFFTIME Not Recommended

Refrigeration data continued on page 4.

30of 10




Freedom Line RFL
With Innovator Doors or Innovator lll Doors
Low Temperature

REFRIGERATION DATA CONTINUED

CONVENTIONAL CONTROLS

HPC (p

sig)

LPC (psig)

CutIn Cut Out

320 395
15 5

Working Charge:

Total working charge with recommended Hussmann Air-Cooled condensing unit installed:

1dr
2dr
3dr
4dr
5dr

2 Ibs, 50z / 1.04 kg
6 Ibs / 2.72 kg
6 Ibs, 8 oz / 2.95 kg
6lbs, 140z [/ 3.13 kg
7 Ibs, 6 oz / 3.36 kg

Total working charge with recommended HMDSLMT Water-Cooled condensing unit installed:

1dr
2dr
3dr
4 dr
5dr

1lbs,14 0z / 0.86 kg
2 Ibs, 6 0oz / 1.09 kg
31bs, 8 oz / 1.59 kg
4 lbs / 1.81 kg
61lbs,100z / 2.99 kg

1 The total refrigerant charge includes the case and condensing unit. Both ship pre-charged with a
portion of the total refrigerant.
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Hussmann recommends against frame heater cycling
with Innovator doors or Innovator Il doors to prevent
door seals from freezing to the frames and tearing.

Electrical Data

Number of Fans—12W

Merchandiser

Energy Efficient Evaporator Fan

120V 50/60Hz Innovator

Door Anti-sweat Heaters (on fan circuit)

120V 50/60Hz Innovator
120V 50/60Hz Innovator III

Frame Anti-sweat Heaters (on fan circuit)

120V 50/60Hz Innovator

Heated Condensate Pan
Condensate Pump

Defrost
Drain Heaters (120V)
208V 19 Electric Defrost

Maximum Overcurrent
Protection Device (MOPD)

2Dr

2Dr

0.60

1.50
0.9

0.78

5.0

1.9

0.63
6.72

20

3Dr 4Dr
3 4
Amperes
3Dr 4Dr
0.90 1.20
2.30 3.00
1.3 1.7
1.18 1.57
5.0 5.0
1.9 1.9
1.25 2.00
10.08 13.46
20 20

Freedom Line RFL

With Innovator Doors or Innovator lll Doors

Low Temperature

SDr

SDr

1.50

3.80
2.2

1.97

5.0

1.9

2.57
16.82

20

2Dr

36

182
104

94

600

87

75

1400

Watts
3Dr 4Dr
54 72
273 364
156 208
141 188
600 600
87 87
150 240
2100 2800

SDr

90

455
260

236

600

87

300
3500

ONLY LIGHTING CONFIGURATIONS THAT ARE COMPLIANT WITH THE U.S. DEPT. OF ENERGY (DOE) 2017 REGULATION ARE AVAILABLE

FOR SALE FOR USE IN THE U.S.A.

Standard Vertical LED Lighting

120V

T Notes:

2Dr
0.31

3Dr
0.46

4Dr
0.62

SDr
0.77

2Dr
37.1

3Dr
55.6

4Dr
74.2

SDr
92.7

1. Single point electrical input for the RFL Freedom case requires a 208/230V connection at the top of the case for the case components, defrost

heater, and optional field-installed condensing unit.

2. For total electrical circuit requirements refer to the condensing unit data sheet and include any optional components.

A qualified electrician should perform all wiring in accordance with the NEC code and/or all local codes.
Wire sizing must take into account the total distance from the electrical panel to the Freedom case.

P/N 3002316_F
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Freedom Line RFL

With Innovator Doors or Innovator lll Doors
Low Temperature

Product Data
Recommended Usable Cube 2 (Cu FtIDr) 25.14 £t3/Dr (0.71 m3/Dr)
AHRI Total Display Area (Sq FtIDr) 13.31 ft2 /Dr (1.24 m2/Dr)
Shelf Area 2 (Sq FtIDr) 29.32 ft2 /Dr (2.72 m2/Dr)

I Computed using AHRI 1200 standard methodology: Total Display Area, ft2 [m2])/Unit of Length, ft [m]

2 Shelf Surface Area and Recommended Usable Cube are composed of bottom deck plus standard shelf complement,
as shown in the Hussmann Product Reference Guide. The standard shelf complement for this model is (5) rows of
26-inch shelves.

ESTIMATED SHIPPING WEIGHT 4

2 Dr 3 Dr 4 Dr 5 Dr Solid End (each)
Standard Freedom Line Merchandiser (18-Inch Facade, no Arch)
b (kg) 997 (453) 1295 (589) 1595 (725) 1874 (852) 55(25)

4 Actual weights will vary according to optional kits included.
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Freedom Line RFL

With Innovator Doors or Innovator lll Doors
Low Temperature

REAR DEFROST

FRONT DEFROST

FANS
FAN  RELAY ‘
ROD HEATER (DRAINI

P{/}/_Nlé E DOOR AS.

COM
L{ }_T 208Y FRAME AS,

LIGHTS
AL

%

/‘\

SWITCH
\

THERMOSTATS

DEFROST
LIMIT

00R

THE HEAVY LINES DRAWN INSIDE
THE TERMINAL BLOCKS REPRESENT
PERMANENT INTERNAL JUMPERS.

INOTE 41
FANS & AIS (120V)
INOTE 41

DEFROST HEATERS (208V)
INOTE 4)
DEFROST HEATERS (208V
DASH CONTROLLER
NOTE 3 & 4I
INOTE 4)

\
‘ OPTIONAL ANTISWEAT
‘ CONTROLLER
\
bl
| |
= TT T T T T LINE
Lo DASH . T
‘ INEUTRAL = o |
THE HEAVY LINES DRAWN OUTSIDE | Lo \EUTRy.  CONTROLLER ;:Lii%‘s“‘o‘q B
THE TERMINAL BLOCKS REPRESENT e LEATER —

REMOVABLE EXTERNAL JUMPERS.

3055656_J

Electric Defrost Sequence - Low Temperature
1. Power from the defrost relay energizes Defrost Heaters and 208V Evaporator Fan Relay Coil (5). Relay Contacts open the
fan circuit and energizes the Drain Pan Heater.

2. When Defrost Termination Thermostat ends defrost period, the defrost relay opens the Defrost Heater and Evaporator Fan
Relay Coil Circuits. The Drain Pan Heater goes off and fans are on.
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Freedom Line RFL

With Innovator Doors or Innovator lll Doors
Low Temperature

THE HEAVY LINES DRAWN
INSIDE THE TERMINAL

OPTIONAL: BOTTOM MOUNTED
{CONDENSATE PUMP
BLOCKS REPRESENT

OPTIONAL: FIELD INSTALLED
| DEPENDING ON THE KIT SEE
J NOTE 7
PERMANENT INTERNAL -
JUMPERS .

FIELD SUPPLIED
NECT

P

ELECTRIC BOX
ON TOP OF CASE

THE HEAVY BRACKETED LINES
DRAWN OUTSIDE THE TERMINAL
BLOCKS REPRESENT REMOVABLE
EXTERNAL SCREW-IN JUMPERS

| J]]]

)
o
|

DA TEMPERATURE
0R

¢
g
[

[COMPRESSOR]

[DEFROST TERMINATE]
R

OPTIONAL DIXEL
FREEDOM ALARM
SEE NOTE 8

i
/@RUM "

OPTIONAL ANTISHEAT

CONTROLLER

REVIEW NOTE 3

3055656_J

Single Point Wiring Diagram
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Freedom Line R FL

With Innovator Doors or Innovator Il Doors

Standard Low Temperature
Vertical
Lighting o
LED = |
Fixtures i i ot 15 2|
i Black g 2 Terminal Block i
i White i
L BB o mm oo Black __|

2 Door LED Light Wiring Diagram

Pay
poy!
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oeig
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Terminal Block |
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'

!

'

'

|

]

3 Door LED Light Wiring Diagram

[pay
anig

indu;
ndino

White

(2 - g
=G J
§%
s
. - ————————— - ———————— R X | .
P i By 21 | ]
i g g[8 & [2 g2 !
i F o[ ¢ z[ e = e !
3 gl |z
H % 2 2 2 l% B l° ' Wireway
i AT 4
H Black S = I Terminal Block i
' =3
I White | £ 5 [Tl ] ;
' |
| White s
' i
i
I Black Black !
4 Door LED Light Wiring Diagram
(2]
25Y ]
§=
5 2| %13 =141
H| & | | &3] 2|
g =l T o[ [= z| |2 ENE ®
S a = 5 o 3 I 2 Q g
o = = ‘}l l; 2l = Z| l” l; \,— Wireway
% Terminal Block
17}
Black
Black Black

5 Door LED Light Wiring Diagram

WARNING
All components must have mechanical ground, and the merchandiser must be grounded.

R=Red Y=Yellow G=Green BL=Blue BK=Black W +White

@ =120V Power O =120V Neutral J__= Field Ground mm= Case Ground
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Freedom Line RFL

Low Temperature

With Innovator Doors or Innovator lll Doors

Optional External Facade LED Wiring

R =Red P =Purple 2P =Purple (2 Bands)
DB = Dark Blue BK=Black BL =Blue
BR =Brown Y =Yellow OR=O0Orange W = White

THESE ARE MARKER COLORS (WIRE MAY VARY).

120V AC Light
from Wireway Switch re-- - - -0 0=~ |
o o L—pk—] —R——R—
= ° W] — BL——BL—|
X | Power Supply |
o = : 24V DC |
Tt -—-=--- I
—i—w | | .
| I I
¢—BK ||  mmm—mmmmmm !
| [0l |
H\ | OR : Facade Light
| acade Lig
I OR : Assembly
L - —
Terminal Block :Eli :EL: :BRli :EI: -
Lights Connected in Series — Maximum of Five (5) Lights per Power Supply
WARNING
All components must have mechanical ground, and the merchandiser must be grounded.
@ = 120V Power O =120V Neutral J__ = Field Ground mm = Case Ground
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