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\_/ %\\_/ \_/"\ROOF DECKING

DETAIL 'A

WRAP POLYETHYLENE SHEETING AROUND 1" x 3"
AND SCREW TO BOTTOM FLUTE OF ROOF DECK.
SCREWS MUST NOT PENETRATE ROOF MEMBRANE.
SEAL SHEETING AIRTIGHT TO DECK.
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DETAIL 'A

EXIST. /

CEILING

APPLY 1/2" WHITE -
MELAMINE PLYWOOD
TO THIS SIDE OF ———==—
BARRICADE FRAME,
ATTACH WITH WHITE
HEAD SCREWS OR
PAINT SCREW HEADS
WHITE.
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REMODEL
AREA

[~+—— NOTE No. 1

1‘\SECURE SHEETING

TO BARRICADE

NOTE No. 2

PROVIDE PLYWOOD OR
SIMILAR MATERIAL ON
BOTTOM BRACE FOR
BALLAST.
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WITH-IN WALL REMODEL
WITH SHELVING

NOTES:

TYPE - 2

WITH-IN WALL REMODEL
WITHOUT SHELVING

1. 6 MIL FIRE RETARDANT (NFPA 701) POLYETHYLENE SHEETING DUST BARRIER —— USE WHITE, CLEAR OR
FROSTED /TRANSLUCENT SHEETING ONLY, BLACK SHEETING IS NOT ACCEPTABLE. TAPE FULL LENGTH OF
JOINT, SECURELY ATTACH TO EITHER BACK OF SHELVING OR 2" x 4" WOOD BRACE BARRICADE, AND
EXTEND UP TO ROOF DECK AS INDICATED.

2. 27 x 4" WOOD BRACED BARRICADE 8'-0" HIGH, PROVIDE BALLAST ON BOTTOM BRACE TO SECURE
BARRICADE IN PLACE, DO NOT NAIL TO FLOOR, (BALLAST —— i.e. — CONCRETE BLOCKS, SANDBAGS

or MISCELLANEOUS CONSTRUCTION MATERIALS).

SIDE AND NOT ON THE CUSTOMER ACCESS SIDE.

3. ANY PORTION OF THE SPRINKLER SYSTEM WHICH BECOMES EXPOSED TO POSSIBLE FREEZING TEMPERATURES

BALLAST & KICKERS SHALL BE ON THE WORK AREA

MUST BE PROTECTED FROM FREEZING WITH HEAT TAPE & INSULATION.

ORIGINAL ISSUE DATE 6/1/07

TEMPORARY CONSTRUCTION
BARRIERS

DATE:

SCALE:
DRAWN: DS/JQ/ZW

MASTER SPECIFICATION DETAIL

ASD—162A

#4 REBAR 16" LONG, DRILL 8" WITH
9/16” CONCRETE BIT AND HAMMER
IN or EPOXY TO PROVIDE SECURE
ATTACHMENT TO EXISTING SLAB.

SLAB THICKNESS #4 REBAR 16" LONG,

TO MATCH DRILL 8" WITH 9/16”

EXISTING CONCRETE BIT AND
HAMMER IN or EPOXY
TO PROVIDE SECURE
ATTACHMENT TO

CONSTRUCTION
o EXISTING SLAB.
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Section 'B-B'

Section 'A-A RE—COMPACT DISTURBED SOIL
AND REPLACE SUB BASE AS
NECESSARY TO MATCH EXISTING
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Floor to Floor Installation: Trench Installation:

END PANEL

SEE NOTE No. 2.

SEE NOTE No. 1.

NOTES:

Note:

Detail Based On Installation Instructions
From National Cart Co. 505000],

Legend Number GEG3CS. Height 12",

ORIGINAL ISSUE DATE 6/5/15

1. DESICGNED FOR USE WITH GLASS DOOR END CASES.
CASE CORNER GUARD. REFER TO SECTION 11 41 13
PARAGRAPH 2.2 B GENERAL STORE FIXTURE
INSTALLATION IN SPECIFICATIONS. REFER TO FIXTURE
PLAN FOR QUANTITY AND LOCATIONS.

2. CASE CORNER GUARD TO BE INSTALLED, AFTER CASE HAS BEEN
SET. INSTALL CASE GUARD AS CLOSE TO CASE AS POSSIBLE PER
MANUFACTURER’'S INSTALLATION INSTRUCTIONS.

REFRIG. CASE

/%W CASE CORNER

\FRONT WIREWAY COVER

DATE: 6/5/15

GLASS DOOR END SCALE:  NONE
CASE CORNER GUARD -t 220

MASTER SPECIFICATION DETALL (=D~ 1604

Notes:

IF ANY SIDE OF TRENCH IS I'-0" or LESS, AWAY FROM CONTROL JOINT or
CONSTRUCTION JOINT, SAWCUT AND REMOVE SLAB TO THE JOINT.

DO NOT CROSS CUT.

CONCRETE FLOOR
REPLACEMENT AT

DATE: 11,/10 /11

SCALE:  NONE
DRAWN: ZAW

EXISTING SLAB

ORIGINAL ISSUE DATE 10/1/09
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RECEIVER SOCKET TOP

REMOVABLE POST

BLACK CAP

REMOVABLE POST

RECEIVER SOCKET TOP

CONCRETE FLOOR

| |
& CORE DRILL

POST ELEVATION

INSTALLATION INSTRUCTIONS:

1. CORE DRILL 2 1/4" DIAMETER HOLE, 4" MIN. DEEP.
UPON THE SIZE OF THE CORE DRILLED HOLE, POUR A SMALL
AMOUNT OF EPOXY IN THE HOLE, THEN INSERT SOCKET, FILLING

IN-WITH EPOXY AS NEEDED.

PROP UP IN VERTICAL POSITION UNTIL EPOXY SETS.
LARGER DIAMETER HOLE IS MADE (MAXIMUM 3”) POUR STONE
MAY BE USED TO SECURE SOCKET IN PLACE

Note:

Installation Instructions From
National Cart Co. For
NATIONAL CART 5050004
REMOVABLE POST.

ORIGINAL ISSUE DATE XX/XX/16

DEPENDING

INSERT POST IN TO SOCKET AND

IF A
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