
ELECTRICAL SPECS
UNIT SUPPLY VOLTAGE (V-Ph-Hz):

MINIMUM CIRCUIT AMPERGE:

MAX OVERCURRENT PROTECTION:

POWER PLUG: 5-15P

15

1.4

120-1-60

3.

CORNER BRACES:                 

PROFILE OPEN ARTISAN
6/14/2024

REV:

PART DESCRIPTION:

54" X 24" X 78" HIGH 

BUMPER:                                

FOAM:                                    

LIGHTING:                              

ADJUSTABLE SHELVING:     

NOTES, UNLESS OTHERWISE SPECIFIED INCLUDED OPTIONS

PROHIBITED.

PART ID:

JSI STORE FIXTURES, INC.  IS 

THE PANEL UNLESS NOTED OTHERWISE

DRAWN BY:

DRAWN DATE:

CSALES
GRAIN DIRECTION WILL ALWAYS BE LONG DIRECTION OF

DRAWING IS THE SOLE PROPERTY OF

WITHOUT THE WRITTEN PERMISSION OF
REPRODUCTION IN PART OR AS A WHOLE

THE INFORMATION CONTAINED IN THIS

JSI STORE FIXTURES, INC.  ANY 

1/16"

PROPRIETARY AND CONFIDENTIAL

LENGTH & WIDTH = 
 1/4"

OTHER NOTES (IF NEEDED):     

HEIGHT= 

BUTCHER BLOCK

FRACTIONS

 .015
 .030

.XXX 

ETL Number:

UNLESS OTHERWISE SPECIFIED TOLERANCES ARE:

1
SHEET

OF 9

AKM KR-BAKE-FXT006

 1 
ANGLES

.XX 
 .060.X 

DECIMALS

LEVELERS

WOOD

NONE

NONE

 SHELVES

RETRACTABLE DRAWER 

INCLUDED

INCLUDED

NONE

NONE

METAL

PLYWOOD

FRAME MATERIAL:

PANEL MATERIAL:

OTHER MATERIAL:

BASE SUPPORT:                  

PRICE TAG MOLDING:                                         

CORNER GUARDS:                

FOR REPRESENTATION ONLY1.

SPECIES AND FINISH SPECIFIED ON ORDER2.

SPECIFICATION SUBJECT TO CHANGE WITHOUT NOTICE

XXX

REV. DRAFTER DESCRIPTION OF CHANGES ECR / CPR# DATE APPROVED

REVISIONS

C AKM BB AND FINISH NOTATIONS 11/5/2024

B1 WC RELEASED TO PRODUCTION 10/23/2024

B AKM FRAME AND STRUCTURE TWEAKS 10/9/2024

ITEM No. MATERIAL

1 MAPLE BUTCHER BLOCK

2 OAK FACE PARTICLEBOARD

3 OAK HARDWOOD

4 BLACK MELAMINE

5 CLEAR COAT STEEL

6 MAPLE PLYWOOD

ITEM No. FINISH

A STN 345 DINNER BY 
CANDLELIGHT

B STN 053 RUSTIC GRAY RTU
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