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SECTION 08 56 59 - PHARMACY SERVICE WINDOW UNITS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes: 

1. Exterior service window units for pharmacy Drive-Thru/Walk-Up. 

2. KROGER DIRECT BUY PROGRAM: Owner supplied/Owner installed. 

a. The Kroger Company will supply and install bullet resistant pharmacy service 

window units with deal tray. 

1) Powder coated galvanealed steel frame window designed and built in a 

manner that provides a completely assembled, finished unit with frame and 

glazing rated for UL 752 listed level 1. 

2) Refer to door and window schedule on Drawings for size and location. 

b. Comply with requirements in Division 00 Section “General Conditions.” 

1.2 SUBMITTALS 

A. The Owner will post the following information on the Owner’s Project Management Website 

(PMW) for the Contractor’s use in preparing the substrate.  

1. Product Data:  For pharmacy service window unit. 

2. Shop Drawings:  Plans, elevations, sections, details, hardware, mounting heights, and 

attachments to other work including wiring diagrams. 

1.3 COORDINATION 

A. Coordinate layout and installation of unit with other construction supported by, or penetrating 

through surrounding equipment. 

B. Coordinate the termination of interior and exterior finishes with unit installation. 

PART 2 - PRODUCTS 

2.1 PHARMACY SERVICE WINDOW UNIT 

A. Refer to Division 01 Section "Vendor Contact List" for information on pharmacy service 

window units. 
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PART 3 - EXECUTION 

3.1 PREPARATION 

A. Verify rough opening size for service window with service window manufacturer. 

B. Prepare service window opening with solid blocking or other solid material as recommended by 

service window manufacturer for secure attachment of service window. 

3.2 INSTALLATION 

A. Pharmacy service window units will be installed by the Owner.  Coordinate installation with 

Owner’s Representative. 

3.3 CLEANING 

A. Upon completion, clean exposed surfaces of windows thoroughly in accordance with 

manufactures instructions.  

END OF SECTION 08 56 59 


