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SECTION 32 13 73 - PAVING JOINT SEALANTS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes: 

1. Expansion and contraction joints within pavement, walks and curbs. 

2. Joints between cement concrete and asphalt pavement. 

3. Joints between concrete or asphalt and building walls, columns or structures. 

1.2 SUBMITTALS 

A. Product Data:  For each joint-sealant product indicated. 

B. Samples:  For each type and color of joint sealant required.  

PART 2 - PRODUCTS 

2.1 MATERIALS, GENERAL 

A. Compatibility:  Provide joint sealants, backing materials, and other related materials that are 

compatible with one another and with joint substrates under conditions of service and 

application, as demonstrated by joint-sealant manufacturer based on testing and field 

experience. 

1. Primers:  Product recommended by joint-sealant manufacturer where required for 

adhesion of sealant to joint substrates indicated, as determined from preconstruction 

joint-sealant-substrate tests and field tests. 

2.2 JOINT SEALANTS 

A. Sealant for Expansion and Contraction Joints within Cement Concrete Pavement and Between 

Concrete Walks, Pads, Paving, and Building Walls, Columns, and Structures:  Cold applied 

two-part pourable urethane joint sealant, ASTM C 920, Type M, Grade P, Class 25, Use T 

1. Products: 

a. Master Builders Solutions; brand of MBCC Group; MasterSeal SL 2. 

b. Pecora Corporation; Dynatrol II-SG. 

c. Tremco, Inc.; Vulkem 445SSL 

d. Sika Corporation; Sikaflex - 2c SL 

2. Color: Match Concrete. 
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B. Sealant for Joints Larger Than 1/4 inch (6 mm) Between Cement Concrete and Asphalt 

Pavement or Within Asphalt Pavement (Including Longitudinal Joints, Cracks or Butt Joints.):  

Polymeric hot applied single-component formulation complying with ASTM D 6690. 

1. Products: 

a. Meadows, W. R., Inc.; Sealtight Hi-Spec. 

b. Crafco, Inc.; Mastic One. 

c. Right Pointe Company, #3405 Parking Lot Sealant 

2. Color: Black 

2.3 JOINT-SEALANT BACKER MATERIALS 

A. General:  Provide joint-sealant backer materials as required that are nonstaining; are compatible 

with joint substrates, sealants, primers, and other joint fillers; and are approved for applications 

indicated by joint-sealant manufacturer based on field experience and laboratory testing. 

B. Provide one of the following types of backer materials as applicable: 

1. Round Backer Rods for Cold- and Hot-Applied Sealants:  ASTM D 5249, Type 1, of 

diameter and density required to control sealant depth and prevent bottom-side adhesion 

of sealant. 

2. Backer Strips for Cold- and Hot-Applied Sealants:  ASTM D 5249; Type 2; of thickness 

and width required to control sealant depth, prevent bottom-side adhesion of sealant, and 

fill remainder of joint opening under sealant. 

3. Round Backer Rods for Cold-Applied Sealants:  ASTM D 5249, Type 3, of diameter and 

density required to control sealant depth and prevent bottom-side adhesion of sealant. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Surface Cleaning of Joints:  Clean out joints immediately before installing joint sealants to 

comply with joint-sealant manufacturer's written instructions. 

B. Joint Priming:  Prime joint substrates where indicated or where recommended in writing by 

joint-sealant manufacturer, based on preconstruction joint-sealant-substrate tests or prior 

experience. 

C. Sealant Installation Standard:  Comply with recommendations in ASTM C 1193 for use of joint 

sealants as applicable to materials, applications, and conditions indicated. 

D. Install backer materials to support sealants during application and at position required to 

produce optimum sealant movement capability.  Do not leave gaps between ends of backer 

materials.  Do not stretch, twist, puncture, or tear backer materials.  Remove absorbent backer 

materials that have become wet before sealant application and replace them with dry materials. 
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E. Install sealants at the same time backings are installed to completely fill recesses provided for 

each joint configuration and to produce uniform, cross-sectional shapes and depths relative to 

joint widths that allow optimum sealant movement capability. 

F. Clean off excess sealants or sealant smears adjacent to joints as the Work progresses by 

methods and with cleaning materials approved by manufacturers of joint sealants and of 

products in which joints occur. 

G. Protect applied sealant from traffic and other damage until sealants cured enough not to track.  

Provide temporary barricades or other protective measures recommended by the manufacturer. 

END OF SECTION 32 13 73 




