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4: CONTROL SPACING IS BASED ON 4" SLAB THICKNESS. FOR EVERY

ADDITIONAL INCH OF SLAB THICKNESS UP TO A 7" THICK SLAB ADD 2'-Q!

TO THE JOINT SPACING.
FOR EXAMPLE:
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5. DETAILS A AND C ARE CONSTRUCTION JOINTS
DETAIL B IS A CONTROL JOINT

DETAIL D IS AN ISOLATION JOINT

6.  WHEN FLOOR FINISH IS QUARRY OR CERAMIC TILE COORDINATE JOINT
SPACING TO ALIGN WITH GROUT LINES AND CONTINUE CONTROL JOINT
THROUGH FLOOR FINISH PER DETAILS E, F, G, AND H.

7:  CONTROL JOINT SHALL BE 1" DEEP BY 1/8" WIDE. DEFORMED BARS AT

JOINTS SHALL BE CENTERED IN THE SLAB.

8  EXCEPTION - WHEN SALES FLOOR IS VCT OMIT THESE CONTROL JOINTS
AT SALES FLOOR SLABS., WHEN SALES FLOOR IS POLISHED CONCRETE

PUT CONTROL JOINTS IN PER KROGER STANDARD DETAIL.

\
L}
R

EPOXY COATED DEFORMED
TIE BAR - 16" OC. PLACE
BAR 8" INTO EACH SLAB:

\_/—\/APOR BARRIER OVER 4"

DETAIL 'C

<4 4

TN

VAPOR BARRIER OVER
4" GRANULAR FILL

9:  WHEN NEW SLAB IS LESS THAN 3'-0" WIDE AND USED JUST FOR A TRENCH
CONTROL JOINTS SHALL ALIGN WITH ADJACENT EXISTING. CONSTRUCTION
JOINTS SHALL BE AS DETAILED IN DETAIL A, C AND D.
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DETAIL 'H
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VERTICAL SLAB PENETRATION - SPECIFICATION.

STRUCTURAL WALL OR OTHER

DEFORMED TIE BARS TO BE #4
JOINT DOWEL BARS PER ASTM
A ©615/A 615M, GRADE 60, PER
SPECIFICATIONS.

ALSO SEE ASD-69,
SHEET AS5.11
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SAWCUT AROUND EXISTING REFRIGERATION PIT AS REQUIRED

TO REMOVE THE PIT & FRAME, CAP THE EXISTING PIPES,

AND INFILL WITH NEW FILL & CONCRETE SLAB.

NEW CONCRETE SLAB

)LEXISTING SLAB

EPOXY COATED DEFORMED
TIE BAR - 16" OC. PLACE
BAR 8" INTO EACH SLAB.

CORE AND EPOXY ANCHOR

INTO

EXISTING SLAB

COVER COMPLETE.

SEE DETAIL 'A' ON CONTROL
JOINT DETAIL 529, SHEET A52

REMOVE EXISTING PIT

1,

THE EXISTING ROOF IS TO REMAIN. PORTIONS OF THE
ROOF TO BE PATCHED & REPAIRED OR REWORKED AS
REQUIRED DUE TO ANY DEMOLITION, REMOVAL OF
EXISTING ITEMS, ANY NEW CONSTRUCTION, AND

INSTALLATION OF NEW ITEMS. MATCH EXISTING ROOFING

MATERIAL (IE. MEMBRANE, INSULATION, STEEL DECKING)
AND PROVIDE NEW MATERIAL AS REQUIRED TO PATCH /
REPAIR ROOF AND MATCH EXISTING SLOPE.

COORDINATE ANY NEW ROOF WORK WITH FLOOR PLANS,
STRUCTURAL, MECHANICAL, PLUMBING, & ELECTRICAL
DRAWINGS. COORDINATE NEW WORK AND DEMOLITION
WORK WITH INTERIOR WORK AND THE PHASING PLAN.

FLASH & SEAL ALL NEW ROOF PENETRATIONS PER
PROJECT SPECIFICATIONS AND ROOF MANUFACTURERS
REQUIREMENTS.

ALL ROOF WORK TO BE PERFORMED BY A QUALIFIED
ROOFING CONTRACTOR PER ROOF MANUFACTURERS
STANDARDS AND TYPICAL INDUSTRY STANDARDS.
CONTRACTOR TO MAINTAIN EXISTING FIRESTONE ROOF
WARRANTY & INTEGRITY. ALL ROOF WORK TO BE DONE
TO BE PER ROOF MANUFACTURERS STANDARDS.

ROOF AS REQUIRED BY MANUFACTURER TO MAINTAIN
ROOF WARRANTY.

PROVIDE OPENINGS THRU ROOF FOR NEW VENT PIPES AS

REQUIRED. SEE PLUMBING DRAWINGS & SPECS. SEE
DETAIL 527, THIS SHEET, FOR TYPICAL DETAIL.
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UNUSED REFRIGERATION S==
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SECURELY CAP
EXISTING PIPES.

DEMOLITION OF

REFRIGERATION PIT DETAIL

A2

NO SCALE

SEE RISD-%4A ON SHEET
R51 FOR WALL MOUNTED

REFRIGERATION PIPING.\
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MATERIAL & FINISH PER
PLANS, PARTITION TYPES,
& FINISH SCHEDULE.
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REFRIGERATION
PIPES

SALES OR PREP AREA

GROUP REFRIGERATION LINES TOGETHER
FOR CONTINUOUS CASE LINE-UPS.
COORDINATE WITH REFRIGERATION
DRAWINGS & REFRIGERATION CONTRACTORS

REFRIGERATION

\\
\

MATERIAL & FINISH PER
PLANS, PARTITION TYPES,
& FINISH SCHEDULE.

N

SEE RISD-34 ON SHEET RS/

FOR WALL MOUNTED

REFRIGERATION PIPING.

STAGING AREA

\\
\

172" FRT PLYWOOD, FULL
HEIGHT OF WALL. WIDTH
TO SUIT STUD SPACING.

NOTE:

TYPICAL WHERE REFRIGERATION LINES ARE RUN UP WALLS.
PATCH/REPAIR EXISTING WALLS AS REQUIRED DUE TO DEMOLITION
& INSTALLATION/MODIFICATION OF REFRIGERATION PIPES.

REFRIGERATION
7521\ PIPE MOUNTING DETAIL

A1l

NO SCALE

SCALE: NONE

NOTES:

1. SEE SHEET A12 FOR CONCRETE
REMOVAL AND REPLACEMENT PLAN.

——NEW 4" CONCRETE. USE
HIGH-EARLY CONCRETE.

GRANULAR FILL

ABANDONED EXISTING PVC
OR ABS PIPES FOR
REFRIGERATION LINES
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