KEYED NOTES: O 740 s i PLUMBING GENERAL NOTES:

@ REMOVE EXISTING FLOOR DRAINAGE FIXTURE AND TRAP. CAP . 1. REFER TO NOTES ON SHEET PS5.1.
BRANCH SANITARY PIPING BELOW SLAB. PATCH CONCRETE AND (Ol <5> <6> <7>
FLOORING TO MATCH EXISTING CONDITION. COORDINATE WITH — || ©
ARCHITECTURAL FLOORING TRADES.

@ REMOVE EXISTING SINK. REMOVE BRANCH SANITARY PIPING BACK
TO SANITARY LINE. PREPARE SANITARY CONNECTION FOR NEW
WORK (RE: P1.2). PATCH CONCRETE AND FLOORING TO MATCH
EXISTING CONDITION. COORDINATE WITH ARCHITECTURAL FLOORING

TRADES. < 2 >
@ DISCONNECT AND REMOVE EXISTING BREAK ROOM SINK TO BE

REPLACED. PREPARE EXISTING SANITARY AND DOMESTIC WATER W

ROUGH-IN CONNECTIONS TO BE REUSED IN NEW PLANNED WORK

(RE: P1.1).

@ REMOVE EXISTING FLOOR DRAINAGE FIXTURE AND TRAP. PREPARE
EXISTING SANITARY PIPING CONNECTION UNDERGROUND FOR REUSE / i
IN NEW WORK (RE: P11). REMOVE AND MODIFY PORTIONS OF f L DEEE .
FLOORING TO FACILITATE NEW WORK AS NECESSARY. =

(8) REMOVE HW & CW DROPS TO DEMOLISHED SUSHI STATION. l R — |
PREPARE EXISTING HW & CW PIPING FOR REUSE IN NEW WORK (RE: T ’
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