#4 REBAR 16" LONG, DRILL 8" WITH

SLAB THICKNESS #4 REBAR 16" LONG, 9/16” CONCRETE BIT AND HAMMER
TO MATCH DRILL 8" WITH 9,/16” IN or EPOXY TO PROVIDE SECURE
EXISTING CONCRETE BIT AND ATTACHMENT TO EXISTING SLAB.
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M

HAMMER IN or EPOXY
TRENCH RE: ROOM FINISH
TO PROVIDE SECURE DRIVE LOCK (20 GAUGE STAINLESS STEEL) WAL NS
CONSTRUCTION é;‘TSAﬂCNHGMESN&BTO CONSTRUCTION MUST BE TIGHT FITTING TO PREVENT ROTATION SEALANT \WALL
JOINT JOINT OF COVER ON COLUMN. S o CORNER i
NEW EXISTING EXISTING NEW EX\ST\IN@ SEE NOTE #1*\/ \\¥ .
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3
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Section 'A-A' RE—COMPACT DISTURBED SOIL Section 'B-B' SEALANT ) )
- AND REPLACE SUB BASE AS I HUGGED EDGE CORNER GUARD
NECESSARY TO MATCH EXISTING SPECIAL REINFORCED M SEE NOTE #4
¢ T STEEL HOLLOW METAL DOOR B o ENah SCHEDULE
COLUMN SEE ARCHITECTURAL PLANS FRAME :
[ — FOR WALL TYPE AND FNSHK\ RE: ROOM FINISH
SCHEDULE FOR
5 DOUBLE ACTING DOOR WALL FINISH SINGLE CORNER
5 PLAN VIEW
[as
[
~ ~ s ~ ~
2 - = =
W AN O COSRENEETIOCTUEARE / ?
‘A‘ =———"] ‘A‘ ; ‘B‘ ————————] ‘B‘ — # ~
& J RE: ROOM FINISH
= DRIVE LOCK (20 GAUGE STAINLESS STEEL) éﬁﬁgf%&w{o Cac SCHEDULE FOR WALL
fj MUST BE TIGHT FITTING TO PREVENT ROTATION ATTACHED WITH TWO
N OF COVER ON COLUMN. STUD TRACKS. HUGGED EDGE
2 / x
S N— —
(@)
(@)
<
44 REBAR o
24" ON o T et D NS N o o
CENTER < el R P
’ ~— TRENCH —= .
TYPICAL i NOTES: /& sraer comes
3 BASE OF BASE
= SEALANT ” SEE NOTE #3 L
1. WHERE SALES AREA COLUMNS ARE NOT CONCEALED BY SHELVING OR 2 \ < \
EQUIPMENT, THEY MUST BE WRAPPED WITH 20 GAUGE STAINLESS STEEL N seauant SEEOTE 42
\f TO MATCH HEIGHT OF EXISTING WRAPPED COLUMNS. SEE NOTE #2 CORNER GUARD
SEE NOTE #4
ol ol 2. VERIFY ALL COLUMN LOCATIONS AND HEIGHTS WITH KROGER PROJECT
i i MANAGER. =ND VIEW DOUBLE COQNEQ
Floor to Floor Installation: Trench Installation: 3. RUN CONTINOUS BEAD OF SILICONE SEALANT AROUND TOP AND BOTTOM EDGES PLAN VIEW
OF STAINLESS STEEL (AFTER INSTALLATION).
Notes: NOTICE:

REMOVE ALL SHARP CORNERS.

ADHERE STAINLESS STEEL TO WALL WITH CLEAR SILICONE SEALANT, TOP AND BOTTOM.
REFERRENCE ROOM FINISH SCHEDULE FOR BASE TYPE TO BE USED.

20 GA, 304 STAINLESS STEEL CORNER GUARD.

IF ANT SIDE OF TRENCH IS I'-0" or LESS, AWAT FROM CONTROL JOINT or
CONSTRUCTION JOINT, SANCUT AND REMOVE SLAB TO THE JOINT.

Rl Sl

DO NOT CROSS CUT.

CONCRETE FLOOR DATE: 11/10/11 DATE: 11/10/11 DATE: 8/7/13 DATE: 72013
REPLACEMENT AT SCALE:  NONE S.S. COLUMN SCALE:  NONE DOUBLE ACTING DOOR | scae: none STAINLESS STEEL cont MoME

DRAWN:

EXlSTlNG SI_AB COVER'NG DETA”_ DRAWN: ZAW FF\)AME AT STUD PAF\)TlTlON DRAWN: ZAW CORNER GUARD DRAWN: ™MW
e o vee 00| MASTER SPECIFICATION DETAL | ASD—69 e oot | MASTER SPECIFICATION DETAL | ASD—63 MASTER SPECIFICATION DETAL | ASD—96 MASTER SPECIFICATION DETAIL | A=P =994

ORIGINAL ISSUE DATE 6/18/09 ORIGINAL ISSUE DATE 7/29/13

INSIDE PREP. AREAS TYPICAL LOCATIONS:

INSIDE PREP. AREAS
m — NON WASH DOWN AREAS RECEIVER SOCKET TOP
METAL STUD PARTITION WITH FRP _ METAL STUD PARTITION WITH
" FINISH. DO NOT USE ON INSULATED _ ALLIA TS CERAMIC TILE FINISH. DO NOT USE
AREAS AS APPROPRIATE
COOLER WALL PANEL. . . ON INSULATED COOLER WALL PANEL. REMOVABLE POST
N l——FRP EDGE TRIM |__——QUARRY TILE COVE BASE.
0-01/8" Tie CovE BASE
RESINOUS COVER BASE WITH
. 1 3/4” RADIUS COVE. EXTEND TO |'_'>|_ AN
@ FRP EDGE TRIM. FINISHED FLOOR, |SLOPE TO —_—
) /\NSULATED COOLER WALL PANEL, \Eﬁi NOZTES No. 1|DRAIN
METAL STUD PARTITION WITH -0 0. 2. —
RESINOUS FLOORING FRP OR CERAMIC TILE FINISH. $ .
SLOPE TO DRAIN FLOOR . A < 2 .
0o ELEVATION A ) . . / BLACK CAP
FLOOR . S J:
ELEVATION ) . .
N 4 INSIDE OUTSIDE < C : - 4 |
A ) - o
AA N > p | REMOVABLE POST
\ =
- @
| 1 1 1 1 1 1 1 1 1 O‘C) —
T (@)
— — INSIDE PREP. AREAS o F{‘j ‘ RECEIVER SOCKET TOP
CONTINUOUS CLEAR SILICONE BEAD CONTINUOUS SHEATLING PER
INSIDE PREP. AREAS AT WALL AND FLODR. ] FINISH SCHEDULE CONCRETE FLOOR
WALL PER PLAN /
GRAY FINISHED FLOOR WILL VARY DEPENDING - ] WALL FINISH PER PLAN P |
TLE FINISH. DO NOT USE ON ) OR FLOOR COVERING. TILE AND APPLY CONTINUOUS BEAD OF 4
INSULATED COOLER WALL PANEL. CLEAR SILICONE CALLKING T\ —
ALUMINUM TILE EDGE
N B proTECTION STRIP -0 | —QUARRY TILE COVE BASE,
! D FLOOR TILE FLOOR OR RESINOUS FLOOR TO OS O
0'-0 1/8"~ ELEVATION N A < A MEET QUARRY TILE COVE BASE P T ELE\/AT' N
. i 7 RESINOUS COVER BASE WITH 3/4” ) 4 4 CISHED FLOOR
[(e) s
® g_?gllél.s COVE. EXTEND TO TILE EDGE A 4 4 FINISHED FLOOF SE?AF\)NE 0
A < N o | 1 & No. 2.
RESINOUS FLOORING 0'-0
SLOPE TO DRAIN - - FLOOR
$ 0'—q" _ ELEVATION <
FLOOR A .
ELEVATION 9 4 INSTALLATION INSTRUCTIONS:
A AA < 1. CORE DRILL 2 W/4” DIAMETER HOLE, 4" MIN. DEEP. DEPENDING
A UPON THE SIZE OF THE CORE DRILLED HOLE, POUR A SMALL
AA o || Pl — AMOUNT OF EPOXY IN THE HOLE, THEN INSERT SOCKET, FILLING

IN-WITH EPOXY AS NEEDED. INSERT POST IN TO SOCKET AND
PROP UP IN VERTICAL POSITION UNTIL EPOXY SETS. IF A
LARGER DIAMETER HOLE IS MADE (MAXIMUM 3") POUR STONE
MAY BE USED TO SECURE SOCKET IN PLACE

NOTES: ’7 o

1. FINISHED FLOOR WILL VARY DEPENDING ON APPLICATION —— CONCRETE, RESINOUS or TILING.

2. PROVIDE ADDITIONAL 3/8" MATERIAL 3" FROM COVE BASE. RESINOUS FLOOR MUST
MEET TOP EDGE OF COVE BASE.

Note:

WALL TO FLOOR BASE|.... "ir WALL TO FLOOR  |.... " WALL TO FLOOR | ol 7 oot e er | REMOVABLE PROTECTIVE | L 2/24/8

National Cart Co. For SCALE:  NONE

— WASH DOWN AREAS TYPE_E DRAWN:  KAP BASE TYP E_D DRAWN:  ZAW — WASH DOWN AREAS BASE TYPE_ C DRAWN:  KAP QEESSQLBLCEASOT;T.O5OOO4 POST |NSTALLAT|ON DRAWN:  ZAW

— PREP. AREAS AT WALLS — PREP. AREAS AT WALLS

o | MASTER SPECFICATION DETAIL | ASD—STE s s e 0| MASTER SPECIFICATION DETAIL | ASP—51D y o s | MASTER SPECIFICATION DETAIL | ASP—51C i e e e | MASTER SPECIFICATION DETAIL| 45D~ 19

COOLER WALL OR PARTITION
S : —\ EDGE OF DOOR ~ :
4 ! 3" 3
CURB ’ ’I\( CURB FINIS LOOR \ — s ,/

e e - FOR REFERENCE ONLY -

1/8" H x 17 W REDUCER STRIP. EXTERIOR COOLER OR
FREEZE WALL.

/HH\IGE SIDE OF DOOR.

1/4

4'—0" CHAMFER ON HINGE R
SIDE OF DOOR. 9 3”7

T T T —=

PLAN VIEW

CHAMFER ON HINGE

SHEET VINYL ‘ PLAN V‘EW SIDE OF DOOR.

J\F J\F CHAMFER REQUIRED AT HANDLE SIDE OF DOORS AND AT CORNERS.
INTERIOR OF AREA INTERIOR OF COOLER
(PREPARER / CODLER) ‘ BIDS AND PERMITS 03/06/2024
COOLER WALL OR / COOLER WALL CO<7NCRETE SLAR DIRECT BUY QUOTE 02/19/2024
/PART\T\ON. FLOOR SLOPED TO DOOR —— EXTERIOR COOLER OR FREEZER WALL. issued for: 90% OWNER REV'EW 01/25/2024
FOR OUTSIDE DRAIN.
F%Eﬁex CRAY URETHANE CAULK 4 R/ S GRAY URETHANE CAULKING
A s A._VINYL TO CONCRETE PROPOSED MINOR INTERIOR
don o - UL e ETHAFOAM BACKER ROPE. REMODEL FOR
IE GRAY URETHANE CAULK i m CUAT STEEL WASHER -
] || |=
== T == == GaT
SECTION A’ SECTION B FINISH FLOOR \ | 5/8" ¢ HOLE.
©
(PREP AREAS and COOLERS WITH (COOLERS WITH OUTSIDE DRAIN "ONLY") SAWCUT TO DEPTH OF OVERLAYMENT. . 1/2" o X 7° LONG BOLT
INSIDE DRAINS 7 B »
- Note. ) 1/4” FOR RESINOUS FLOORING. (APPROX. 48" C.C.). MAXIMUM STORE NO. D-711
DISTANCE FROM TIMBER END
THIS DESIGN ALSO APPLIES TO FREEZER APPLICATIONS »
BUT WITHOUT DRAIN AND WITH LEVEL FLOOR. EB\GCEKNOEFSSFULL sz 7084 MILLER ROAD
THICKNES SWARTZ CREEK, MI 48473
_ L B 4" —— EXTERIOR (SEE NOTE No.Zy),EPREP ROOMS. g FLOORING
<2 H Q@E
ZRET 0= 6” |-— BACKROOM, FREEZERS, COOLERS, CART STORAGE AREA. T 4" x 6" PRESSURE TREATED YELLOW
§§Z§imé e ~=|— PINE TIMBER (LENGTH AS REQUIRED), THE KROGER CO. OF MICHIGAN
;;5;5%5 2" SEE ARCHITECTURAL PLANS FOR LOCATION.
Lpo=z<r- :1\** < é
! : SEALED CONCRETE CURB. POUR CURB AFTER COOLER WALLS OR 2 5 le) .
: o PARTITIONS ARE INSTALLED. FINISH WITH SEALANT PER SPECS. Kl 4 ff
B v i - , < L a . 4 GRAY URETHANE CAULKING Je ery d.
0| W| > . i ~—(2) No. 3's, HORIZONTAL, CONTINUOUS, TIE TO No. 4 DOWELS.
= g No. 4 DOWEL, 24" ON CENTER. DRILL IN PLACE AFTER 6 TYPICAL CONCRETE SLAB Scott
COOLER WALLS OR PARTITIONS ARE INSTALLED. 4 I TFLOOR LINE.
SECTION THRU CURB B. RESINOUS TO FINISH FLOOR TRANSITION FOR REMODELS 1
A v ’ v v < arc I eC S plCl
CENERAL NOTES e T Co
: g o : . .
MAXIMUN = o NOTE 32316 grand river ave. suite 200
1. PROVIDE A SMOOTH FINISH ON ALL CONCRETE CURB SURFACES. S o : . . .
. 1. THERE SHALL BE NOT LESS THAN TWO BOLTS PER -
2. ONLY LOCATE CURBS IN AREAS SUBJECT TO EQUIPMENT OPERATIONAL DAMAGE. DO NOT LOCATE CURBS BEHIND MASONRY ANCHOR. C SO TIMBER REGARDLESS OF MINIMAL LENGTH, farmlngton, mlchlgan 48336-3261
TABLES, EQUIPMENT, ETC. REFER TO ARCHITECTURAL PLANS TO COORDINATE CURB LOCATIONS WITH FIXTURE PLAN. A
3. EXTERIOR APPLICATIONS ONLY — FILL FIRST COURSE OF BLOCKS WITH CONCRETE AND PROVIDE WEEP DRAINS ABOVE N ) ™ 2 TIE'ISSIDEYEEOOLERZUgPIEEEﬁA"/-—\R(g\%ODC)JRISINNC/-)\TRE:%R'\C\;IEER[E (248) 476-8800 fax (248) 476-8833
4. EXCEPTION — 6” HIGH CURB ALONG EXTERIOR WALL AT PHARMACY DRIVE-THRU WINDOW. LINE OF . . : : SANITARY WASH DOWN IS REQUIRED.

PAVEMENT DROPPED 6” BELOW INSIDE FINISHED FLOOR. ‘ s B KROGER ASDS
POURED CONCRETE CURB DETAIL |41 /"> TRANSITION DATE: 7/13/16 PROTECTIVE WOOD | X% ¢c e project no. sheet no.

SCALE:  NONE NOTE: SCALE:  NONE SCALE:  NONE

(FOR AREAS WITHOUT FLOOR FINISH) "% e 1o EoroaTons DETAILS oran_ ZAN BUMPER RAIL oA FQ 23086
o v e e | MASTER SPECIICATION DETAL | ASD—6 MASTER SPECIFICATION DETAIL | ASD—4B ASTED SPECIFICATION DETAL | ASD—2 A5.11
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