#4 REBAR 16" LONG, DRILL 8" WITH

SLAB THICKNESS #4 REBAR 16" LONG, 9/16” CONCRETE BIT AND HAMMER
TO MATCH DRILL 8" WITH 9/16” IN or EPOXY TO PROVIDE SECURE
EXISTING CONCRETE BIT AND ATTACHMENT TO EXISTING SLAB.
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Floor to Floor Installation: Trench Installation:

Notes:

IF ANY SIDE OF TRENCH IS I'-0" or LESS, AWAYT FROM CONTROL JOINT or
CONSTRUCTION JOINT, SANCUT AND REMOVE SLABE TO THE JOINT.

DO NOT CROSS CUT.
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TYPICAL LOCATIONS:

— NON WASH DOWN AREAS
— HALLWAYS
— AREAS AS APPROPRIATE

INSULATED COOLER WALL PANEL,
/METAL STUD PARTITION WITH
FRP OR CERAMIC TILE FINISH.

INSIDE OUTSIDE

CONTINUOUS CLEAR SILICONE BEAD
AT WALL AND FLOOR.

GRAY FINISHED FLOOR WILL VARY DEPENDING

URETHANE ON APPLICATION —— POLISHED CONCRETE
CAULK. / OR FLOOR COVERING.
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A A
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WALL TO FLOOR e
BASE TYPE_D DRAWN:  ZAW
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/VCT / LVT
/GRADUAL TRANSITION EDGE GUARD

/ /»CARPET
‘ — 7] A%>

4 B .
a 2 M .
7 15» CONCRETE SLAB
8 16

A. CARPET TO VCT / LVT

2" — FINISH FLOOR

—— GRADUAL TRANSITION EDGE
GUARD. UNDERCUT 1/4”
WITH 2" TRANSITION.

DRIVE LOCK (20 GAUGE STAINLESS STEEL)
MUST BE TIGHT FITTING TO PREVENT ROTATION

OF COVER ON COLUMN.
2 x

T~ STEEL
COLUMN |

DRIVE LOCK (20 GAUGE STAINLESS STEEL) J
MUST BE TIGHT FITTING TO PREVENT ROTATION
OF COVER ON COLUMN.

NOTES:

1. WHERE SALES AREA COLUMNS ARE NOT CONCEALED BY SHELVING OR
EQUIPMENT, THEY MUST BE WRAPPED WITH 20 GAUGE STAINLESS STEEL
TO MATCH HEIGHT OF EXISTING WRAPPED COLUMNS.

2. VERIFY ALL COLUMN LOCATIONS AND HEIGHTS WITH KROGER PROJECT
MANAGER.

5. RUN CONTINOUS BEAD OF SILICONE SEALANT AROUND TOP AND BOTTOM EDGES
OF STAINLESS STEEL (AFTER INSTALLATION).

S.S. COLUMN |00
COVERING DETAIL DRAW: ZAW
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HOLLOW METAL DOOR
FRAME

DOUBLE ACTING DOOR

SEE ARCHITECTURAL PLANS
FOR WALL TYPE AND FNSHK\

JAMB COLUMN:
STUDS FACE TO FACE
ATTACHED WITH TwO
STUD TRACKS.

SEALANT Pu

DATE: 8/7/13
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TYPICAL LOCATIONS:

— WASH DOWN AREAS

- MEAT AND PRODUCE PREP.
_ AREAS, COOLER WALLS

B WITHOUT CURBS
GRAY
URETHANE
CAULK.
BACKROOM INSIDE
g Vad
CONCRETE INSULATED COOLER
CORE, SEE = WALL PANEL or METAL
ASD—6 & STUD PARTITION WITH
ASD—6A. FRP FINISH.
AA
AA GRAY URETHANE
JOINT SEALER WITH
3/8" RADIUS. SEE
NOTE No. 2 <ope
CRAY 70
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CAULK. _
< FINISHED FLOOR,
7 [SEE NOTE No. 1.
oo
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|| [
NOTES:

1. FINISHED FLOOR WILL VARY DEPENDING ON APPLICATION —— CONCRETE, RESINOUS or TILING.

2. CAULK THE INSIDE JOINT BETWEEN THE FLOOR AND COOLER WALL PANELS WITHOUT CURBS
AND AT THE DAIRY COOLER WALL BENEATH THE REACH—IN GLASS DOORS. FOR WALLS
INSIDE COOLERS OR PREP AREAS WITH CURBS, REFER TO ASD-6.
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INSTALLATION INSTRUCTIONS:

1. CORE DRILL 2 1/4" DIAMETER HOLE, 4" MIN. DEEP. DEPENDING
UPON THE SIZE OF THE CORE DRILLED HOLE, POUR A SMALL
AMOUNT OF EPOXY IN THE HOLE, THEN INSERT SOCKET, FILLING
IN-WITH EPOXY AS NEEDED. INSERT POST IN TO SOCKET AND
PROP UP IN VERTICAL POSITION UNTIL EPOXY SETS. IF A
LARGER DIAMETER HOLE IS MADE (MAXIMUM 3") POUR STONE
MAY BE USED TO SECURE SOCKET IN PLACE

Note:

Installation Instructions From

REMOVABLE PROTECTIVE| ... i/

e POST INSTALLATION | o 2o
MASTER SPECIFICATION DETAIL| =D~ 19
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L /m
4 s j 4 ‘
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28"
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FINISH FLOOR

ALUMINUM 1/2" H x 3-1/2" W
TRANSITION TRIM. STRIP TO BE
SET IN MORTAR BED AND TOP TO
BE FLUSH WITH FLOORING.
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MORTAR BED (THIN SET)
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B. Concrete to Ceramic Tile
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REFER TO SPECIFICATIONS
FOR PRODUCTS.
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FINISH FLOOR

DOOR WHERE OCCURS
1/8" H x 17 W REDUCER STRIP.

SHEET VINYL

: |
CONCRETE SLAB

A. VINYL TO CONCRETE
FULL SIZE

FINISH FLOOR

SAWCUT TO DEPTH OF OVERLAYMENT.
1/4” FOR RESINOUS FLOORING.

EDGE OF FULL

THICKNESS
RESINOUS
FLOORING
A ’ é <
. 4
] 6" TYPICAL J CONCRETE SLAB

B. RESINOUS TO FINISH FLOOR TRANSITION FOR REMODELS
HALF SIZE

TRANSITION e e
DETA”_S DRAWN: /AW

NOTE:

REFER TO SPECIFICATIONS
SECTION 09 65 13.
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