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REFLECTED CEILING

General Ceiling Notes

General Roof Notes

Shading Legend

Coded Notes

1. ROOF PATCH AND REPAIR WORK SHALL NOT VIOLATE THE TERMS AND
CONDITIONS OF THE EXISTING ROOF WARRANTY.

2. REPAIR AREAS OF ROOF DAMAGED BY INSTALLATION OR REMOVAL OF
EQUIPMENT.  MATCH EXISTING ROOF CONSTRUCTION.  REPLACE AREA OF
DAMAGED ROOF DECK.  REFER TO MEP DRAWINGS FOR SCOPE.

PLAN

1. ALL EXISTING DIFFUSERS AND ADJACENT CEILING TO BE CLEANED.
2. NEW CEILING TILE IS NOT TO BE PAINTED UNLESS AN AREA OF THE CEILING IS

BEING EXPOSED AND ADJACENT CEILING IS PAINTED. PAINT TO MATCH
EXISTING.

3. NEW ACOUSTIC CEILING TILE TO BE AC-001 UNLESS NOTED OTHERWISE PER
SPECIFICATIONS.

4. INSTALL NEW CEILING GRID TO MATCH EXISTING WHERE EXISTING GRID WAS
REMOVED TO INSTALL HVAC.

5. REPLACE SOILED OR DAMAGED CEILING TILES TO MATCH EXISTING IN AREAS
OF CEILING TO REMAIN. FOR BIDDING PURPOSES G.C. IS TO ASSUME 50 TILE.

6. REMOVE ALL ITEMS REQUIRED FOR NEW WALLS TO GO TO STRUCTURE.
7. CONTRACTOR TO DISCONNECT AND REINSTALL LIGHTS, AS REQUIRED IN

AREAS WHERE CEILING NEEDS TO BE REMOVED FOR ACCESS TO
NEW/RELOCATED DUCTWORK.

09A NEW SOFFIT
09B REPLACE LIGHT LENSES OVER SERVICE CASES ONLY. RELAMP AS NEEDED.
09C INSTALL NEW LIGHT LENSES IN PREP AREA
09D INSTALL NEW REPLACEMENT CEILING PADS TO MATCH EXISTING
09E INSTALL NEW LIGHT FIXTURES
09F REPLACE LENSES WITH NEW CEILING TILE.

EXISTING CEILING GRID/PADS TO REMAIN

LIMITS OF NEW CEILING PADS. EXISTING GRID TO REMAIN.REFER TO
GENERAL SCOPE OF WORK ADDITIONAL SCOPE.

LIMITS OF NEW CEILING PADS AND GRID. REFER TO E1.5.1 FOR
LIGHTING AND GRID LAYOUT. REFER TO M1.1 FOR HVAC LAYOUT.

LIMITS OF NEW STAINLESS STEEL LAY-IN CEILING PANELS. MIN 18"
FROM HOOD

LIMITS OF CEILING TO BE PAINTED.
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