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General Walltype Notes

1. DEFLECTION TRACK TO BE USED AT BOTTOM OF JOISTS. CONSISTS OF 3"
LONG LEG TO PROVIDE 1-1/2" OF VERTICAL MOVEMENT. DO NOT ATTACH
METAL STUD WALL OR GYPSUM BOARD TO DEFLECTION TRACK. HOLD
GYPSUM BOARD SHORT OF DECK BY 1-1/2".

2. GYPSUM BOARD: TYPICAL 1/2" GYP. BOARD USED UNLESS NOTED
OTHERWISE. REMODEL PROJECTS USE 5/8" GYPSUM BOARD WHERE
EXISTING 5/8" GYPSUM BOARD IS IN PLACE.

3. MOISTURE RESISTANT GYPSUM BOARD: 1/2" THICK UNLESS NOTED
OTHERWISE.

4. CEMENT BOARD: 1/2" UNLESS NOTED OTHERWISE.

METAL STUDS: STANDARD DEPTH TO BE 3 5/8" UNLESS NOTED OTHERWISE.
REFER TO DETAILS FOR BRACING AND GAGE.

6. BRACING AT COOLER/FREEZER: FULL HEIGHT WALLS BUILT ALONG
COOLER/FREEZER PANELS SHOULD BE BRACED AT ROOF PANEL TO UTILIZE
STANDARD DEPTH METAL STUD.

7. GYPSUM BOARD AT PHARMACY GRILLE: INSTALL GYPSUM BOARD AS FAR AS
POSSIBLE IN POCKET WALL FOR PHARMACY GRILLE, CONSIDER WHICH SIDE
WILL BE VIEWED MOST BY CUSTOMERS WHEN INSTALLING GYPSUM BOARD.

8. FLOOR FINISH AND BASE: REFER TO INTERIOR DECOR PLANS & ROOM FINISH
SCHEDULE. FOR WALL FINISHES REFER TO SPECIFICATION SECTIONS 1 AND
9.

9. FINISHED CEILINGS: EXTEND GYP. BD. 6" ABOVE CEILING, METAL STUDS DO
NOT NEED TO EXTEND TO DECK (U.N.O.) IF BRACED BACK TO STRUCTURE
ABOVE AT 48" O.C. MAX.

10. OSB WOOD PANEL ALLOWED FOR 5B CONSTRUCTION. USE FRT WOOD
PANEL FOR 2B NONCOMBUSTIBLE CONSTRUCTION.

11. ALL PARTITION WITH RECESSED ELECTRIC PANELS AND TOILET SHALL BE 6"
STUD.

12. ALL PARTIAL HEIGHT WALLS IN SUSHI AND CHEESE SHOP LOCATIONS TO BE
48" AFF. OUTLETS FOR COUNTERTOP EQUIPMENT ARE TO BE INSTALLED
ALONG WALLS ARE TO BE INSTALLED ABOVE TABLE SPALSH
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DOUBLE-SIDED ADHESIVE
RUBHER SEAL (SHO! 7 TAPE
COMPRESED) /

CONTINUOUS RUBBER SEAL
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(ORIGINAL PROFILE OF SEAL
SHOWN)

CASE FLARHING DFTAIL

NOTE No. 2

HEM EDGE PROVIDE PLYWOOD OR

6'-0" HIGH SHELVING

SE! >

SHHETING
— TOI

SHHLVING

TYPE — 1
WITH—=IN WALL REy])E

"
© Ve VHITE SIMILAR MATERIAL ON
_— EXCEPT AT
OUTSIDE BALLAST—H BOTTOM BRACE FOR B
CORNERS BALLAST. Z

NOTE
No. 4
NOTE

TYPE — 2 No. 3
WITH=IN WALL REMODEL ~
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J%LIESEIED S.S. WATER CUT OFF
CORNER GOWRD (NO HEM) FLASHING

/
PREFABRICAAD SQUARE CUSTOM FABRICATED ROUND
/' OTES: COLUMN WSTALLAT\ON COLUMN INSTALLATION
NOTES: / 1. 6 MIL FIRE JRETARDANT (NFPA 701) POLYETHYLENE SHETING DUST BARRIER —— USE WHITE, CLEAR OR /
FROSTED/TRANSLUCENT SHEETING ONLY, BLACK SHEETINA\IS NOT ACCEPTABLE. TAPE FULL LENGTH OF

1. FOR CAZ#S THAT DO NOT HAVE A REMOVABLE REAR CARE TRIM, ATTACH THE FLASHING TO THE BACK JOINT, SECPRELY ATTACH TO EITHER BACK OF SHELVING OR 2" x 4" WOOD BRACE BARRICADE, AND NOTES /

OF THY/ CASE AND CAULK ALONG THE TOP. EXTEND UP|TO ROOF DECK AS INDICATED. -
2. GC PROVIDE "TRIM—LOK X282BBT” EPDM SPONGE—RUBB D—SHAPED SEAL AND DOUBLE-SIDED 2. 2" x 4" WdoD BRACED BARRICADE &-0" HIGH, PROVIDE BALLAN ON BOTTOM BRACE TO SECURE 1. SQUARE/COLUMN COVERS\ARE PREFABRICATED OWNER SUPPLIED AND CONTRAQJOR INSTALLED. BECAUSE ROUND

3M/BONDED TAPE SYSTEM TO ADHERE TO FLASHING BARRICADE |IN PLACE, DO NOT NAIL TO FLOOR, (BALLAST —— i.e.\; CONCRETE BLOCKS, SANDBAGS COLUMAS CAN VARY = SO WIUCH Iff SIZE THEY ARE TO BE CONTRACTOR FABRICNED AND INSTALLED FROM OWNER

k. SUPPAIED 48" x 108" SHEEYS OF |FINISHED STEEL. REFER TO DIVISION 01 FOR LOR AND FINISH.
ERE FLASHING PIECES BUTT TOGETHER CAULK JOINT WITH SINER SILICONE ENTIRE LENGTH OF 2ot e T BN TiE SUSToveR MATERIALS).  BALLAST & KICKERNSHALL BE ON THE WORK AREA
JOINT EXPOSED. 2. A COLUMN COVERS TO BE\4'-0Of HIGH, OR MATCH HEIGHT OF EXISTING WRAPPED LUMNS.
3. ANY PORTIPN OF THE SPRINKLER SYSTEM WHICH BECOMES EXPOSED TO NOSSIBLE FREEZING TEMPERATURES

WMUST BE PROTECTED FROM FREEZING WITH HEAT TAPE & INSULATION. 3. /AFTER COVERS HAVE BEEN INGTARLED CONTRACTOR TO CAULK A CONTINUOUS BEAD ON CLEAR PAINTABLE SILICONE

SEALANT AROUND TOP AND BQTTPM OF COVERS TO SECURE IN PLACE.

ENSURE GOOD COMPRESSION OF RUBBER SEAL TO THE FLOOR FOR TER—TIGHT FUNCTION

4. HOLES ON THE COLUMN COVER RE FROM THE MANUFACTURER USED FOR PAINTING PURP§SES. COLUMN COVERS
SHOULD BE INSTALLED WITH THE\HOLES DOWNWARDS TOWARDS THE FLOOR.

ENSURE BREAKS BETWEEN SECTIONS OR CUT OUT SECTIONS TO PROVI
AT THE BOTTOM OF THE CASES

ACCESS TO ANY CONTROLS

STAINLESS STEEL
WATER CUT OFF
FLASHING

12,/02 /21

TEMPORARY CONSTRUCTN /" SALES AREA n/1s/17
BARRIERS 4 COLUMN COVERS
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. . #4 REBAR 16" LONG, DR] 3 RWITI
/\/ /\/ REAR DOCK WALL * RETAINING WALL & 6" CURB, WHEN APPICABLE. TYP‘C?EETHDFE&%E/B Egg SLAB THICKNESS 44 REBAR 16" LONG, 9/16" CONCRETE BIT AfD HAMMER
— CONNECTION AND WASHER TO MATCH DRILL 8" WITH 9/16” IN or EPOXY TO PRV PF SECURE
g gSECKSPPEACDS (TYPICAL), i @ & — SEE NOTE \ ) ) ?SMPMREOR\/\@E OSrE(E)E[R)éY TREN ZE:HERDOUEEE EgR‘SH
o - JE0 No. 3
o A b=t / CONSTRUCTION ATTACHMENT TO consZkudTion \ /WALL FINISH
METAL HOODS a JAMB NUT EXISTING SLAB. SEALANT
L é L ITVPIGAL) AND WASHER JOINT Jol SEE NOTE #2 gé;hm —2
o M o | SEE SPECS. N EXISTING NE EXISTING SEE NOTE #1 I~
CASE BUMPER——=— G| e woexoo | 0% K / \ LEIAIL A - 5 D.(‘ST‘NG. | J o a T | - FoGE
REFRIG/ CASE REFRIG/ CASE HIGH STEEL 0 g - — AN / / : =, . s - A7 HENE
g d =\ OVERHEAD DOOR S — — 3 . \ Ny 5 7 s .
& N (TYPiCAL). I — — J >, "
< = — BETWEEN JOIST FLANGES AND 2 RO = y IFAIR IO
SEE NOTE (S / SECURELY ATTACH TO JOIST, ] i HMﬁMﬁMﬁH W_lmﬁmlz | =] ﬁMﬁMﬁl M~ SEALANT
H I~ CONNECTION SEE DETAIL A’ 1/2" TREADED 1 — | |—|| [~ — | |— | =] | 1= L
END PANEL——— 8 No. 3. g ) 71 /R{)D / \TEE CONNECTION T T T =TT — el e L T = 11— \J \ N Jﬁ SEE NOTE #2
u - 1) SEE NOT No 3 . ’ ’ . ! ’
\ o DETAIL 'A T [ see note /| SLOTTED ~ Section A—A RE—COMPACT DISTURBED SO Sectipn B-B " §
S <+ No. 3 —DOCK DOOR CHANNEL _— AND REPLACE SUB BASE A EEEE— UGGED EDGE CORNER GUARD
e PROTECTOR SLOTTED C
/ Q A5 —F \ HORIZONTAL STRUT CHANNEL 3EF NOTE NECESSARY TO MATCH EXSTING SEE NOTE #4
< DOCK \ FOR LATERAL BRACING. | RE: ROOM JFINISH SCHEDULE
¢ OF CASE CORNER S LEVELER W \ MOUNTED TO (2) METAL TEE © \/ FOR WALL FINISH
© s © W STUDS WITH 1/4” TOGGLE =
OF CASE CORNER = ?§ BOLTS, EXTEND STRUT 3" /
= & BEYOND STUD| = = =
wa RE: ROOM FINISH ) Ve
€ w o X / //
W . I ENLARGED PLAN ~_ \ \ SCHEDULE FOR / SINGLE C R
5 " . T TEE CPNNECTION / o
S 1/47 = 1'-0 SEANOTE Np 3 U 5 PLAN VIEW
/ @ 9 H —] FINIJH CEILING — REFE ‘ RS
/ / g‘ o — O, ferLecTeD ceiy / o | ROD ~ x ~ ~ \
// SEE NOTE No. 1 (TYPICAL). ; / " /
SEE NOTE N / } v N o CORNER ONJARD B
! o. 2. y i SLOTTED TEE CONNECTION L —_— SEE NOT |
A4 MOUNTING _ CHANNEL SEE NOT No 2 = 1y N
y . | 5_g” BRACKET % 4| B B
SEE NOTE No. 2. / 4 S DOCK LEVELER AND ‘ PLAN VIEW o) | RE: ROOM FINISH
>, O / e (TYPICAL). SEE — / /., COLUMN - SCHEDULE FOR WaLL
/ . FRONT WIREWAY COVER \¥ } g | ASD-TIS £z THE TOP OF MONITOR SHOULD SLOTTED CHANNEL 5
= % 3 & ALIGN WITH THE BOTTOM OF .
% K e 0 1/4" BENT STEEL THE SOFFIT \ N | Luccep epce
O A d_sg o R A h
\N / 1 SEE NOTE £ (OTPYEP“:‘CNAGL) WIDTH VARIES PER MOATOR / & N —
N No. 3. " INSTALLATION, 0 7t ~— ~
\ a8 WITH STRAPS AT 2
= 2] 24" ON CENTER. <
2 E
SEE NOTE No. 3| PRoTZoTOR - ¥ #4 REBRR P
SEE NOTE Mo o I 0O = 24" ON . s 5
i . 9z ‘—— NOTES CENTER 5 —=— TRENCH —
<
¥ — > - 1 EVSNCUE ‘MOUNT = | Ll CHANNEL IS _COQDER BSLINE SIRILT TYP‘CAL o
NOTES: // ] - \ j \ 5 SYSTEMS|B22SH SLOTTED CHANNEL. // < B NOTBEA% R B
4 %% o 2. COOPER B-LINE STRUT SYSTEMS B133 I ~
1. DESIGNED FORASE WITH IBLAND REFRIGERATED CASNS (WITH | SEE NOTE No. 1 [— OVERHEAD DOOR FOUR HORE TEE PLATE. N \SEALANT
SEE NOTE #2
STRAIGHT FRGNTS) IN DAIRY, MEAT, SEAFOOD AND DEN DEPARTMENTS. DOOR TRACK ———" J, [DOOR VERLAPS 5 co0PER b-LINE STRUT SYSTEWS B3 T #
NOTES: CASE CORNRR GUARD. RERER TO SECTION 11 41 13 PARAGRAPH 2.2 B REAR MAIN BUILDING WALL. IDED TO 3" EACH SIDE. / , FOUR HOJE OFFSET BENT TEE PLATE. A CORNER GUARD
: / GENERAL $TORE FIXTURE INSTALLATION IN SPECIFICATIONS, REFER TO NOTE BENT PALTE. JAMB 4 SEE NOTE 44
1. DESIGNEY/ FOR USE WITH GLASS DOOR END CASES. FIXTURE FLAN FOR QUANTITY AND LOCATIONS. : T N ——— / b AMB NUFS N BOTH SDES OF COURLER, - P1dn dian /
CASE RNER GUARD. REFER TO SECTION 11 41 13 1. DOCK TRUCKAUNLOADING LIKIT, SEE ASD-62, ASD—62A AND - |
PARAZRAPH 2.2 B GENERAL STORE FIXTURE 2. CASE LORNER GUARD TO 3E(INSTALLED, AFTER CASE)HAS BACN FIXTURE PLAN. DELI MODY E 4. IF THREAPED RODS CANNOT BE CONNECTED AT EN VIE DOYBLE CORNER
INSTALLATION IN SPECIFICATIONS. REFER TO FIXTURE SET./ INSTALL CASE GUARD (AND FLANGE EXTENSION) AS CLO 2. INSTALL DOR PROTECTORS AY DOCK| DOOR WITH LEVELER. I BAR JOIY TOP CHORD, SPAN (3) BAR JOISTS on: on: \ = PLAN VIEW
FOR QUANTITY AND LOCATIONS. TO/CASE AS POSSIBLE PER MANUFACTURER'S INSTALLATION 2 Recomdioed wiorh cLeara\e eween TRUCKS N PRGN / ooor WITH STRUT CHANNEL. Flogf to Flook Irfstallation: rench Ipstallation: \ \
INGTRUCTIONS. " AND ABUACENT WALLS. POSITION. (O] PROTECTOR IN 5. ADJUST ANGLE OF MONITOR FOR BEST VIEW OF 4 \ A\
2. fASE CORNER GUARD TO BE INSTALLED, AFTER CASE HAS BEEN ., , b00R PROTECTY DOWN POSITION DISPLAY. A tes:
SET. INSTALL CASE GUARD AS CLOSE TO CASE AS POSSIBLE PER 3. /MAXIMUM 1" PER MANUFAGTURER’S INSTALLATION INSTRUCTIONS. DOOR PROTECTON ) Y Uil oo R O otes:
MANUFACTURER'S INSTALLATION INSTRUCTIONS. FLOOR. FLOOR SLAB "\CHORD O JOIST GR UNISTRUT CHANNEL , 1. JEMOVE ALL SHARP CORNERS.
FOR CASES WlTH SHALLOW TOE KlCK |T MAY BE NECESSARY TO ANNING THE TOP CHORD, ATTACHMENT OF IF ANY SIDE OF TRENCH IS\IF-O° or LESS, AWAY FROM CONTROL JOINT or . // ADHERE STAINLESS STEEL TO WALL WITH CLEAN BILICONE SEALANT, TOP AND BOTTOM.
FIELD CUT FLANGE FOR PROPER POSITIONING OF GUARD. UNSTRUT| TO ROOF METAL DECKING WILL NOT CONSTRUCTION JOINT, SAWCAf AND REMOVE SLAB TO THE JOINT. REFERRENCE ROOM FINISH SCHEDULE FOR BASE\JYPE TO BE USED
TED. 20 GA, 304 STANLESS STEEL CORNER GUARD.
D@ NOT CROSS CUT.
6,/5/15 6,/5/15 1/30/15 9,/6/16 CONCRETE FLOO 11,/10,/11 7/29/13
- GLASS DOOR END - REFRIGERATED CASE Detall Based on: DOCK DOORS DELI MONITOR REPLACEMENT AT STAINLESS STEEL
ote: ote:
—_— ZAW, — ZAW, ion. ZAW, ) ™W,
Detail Based On Installation Instructions CASE CORN ER GU AR . Detail Based On Installation From Nationd CORN ER GU AR D Es:tg’mﬁ EE?FW%ye %Coiu,: gg:foyg;m?swpfxw I N STA LLA TI ON K-00568397 48" MONITOR M OU N TI N G EXI STI N G SLAB CORN ER GU AR D
From National Cart Co. 5050001. Cart Co. A5050009 (5050009 And K-0053658  MOUNTING KIT
5050010).
Legend Number GE63CS. Height 12", A . — 6 OA ) 4 S ) 60 A S ) )
ORIGINAL ISSUE DATE 6/5/15 ‘ ORIGINAL ISSUE DATE 7/6/06 ‘ ORIGINAL ISSUE DATE 2/20/06 ‘ ORIGINAL ISSUE DATE 9/6/16 ORIGINAL ISSUE DATE 10/1/09 ORIGINAL ISSUE DATE 7/29/13
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J » 3 _g"
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FINISH FLOOR

~
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RECEIVER SOCKET TOP
METAL STUD PARTION WITH FRP (130
FINISH. DO NOT J#SE ON' INSULATED ~ 1 —
COOLER WALL PAEL REMOVABLE POST 52 /\/CT / LT
N FRP EDGE TRI) GRADUAL TRA

0-01/8"S RESINOYS COVER BASE WITH oA e or oor
. ¥ 3/4" WADIUS COVE. EXTEND TO PLAN ( FSHEE VIN PLAN VIE '
2 FRP JDGE TRIM. L /W 1 TTTTAT T | ‘% CHAMFER REQUIRED AT HANDLE SIDE/DF DOORS AND AT CORNERS.
RESINOUS FLOORING << = | ZZZ 1 /

—— EXTERIOR COOLER OR FREEZER WALL.
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SEE ARCHITECTURAL PLANS
FOR WALL TYPE AND FINISH

FULL SIZE
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4 2
SLOPE TO DRAIN <4 2 P
SEALANT 0-0 — BLACK CA# B f B
FLOOR L _ _ 1 7 15 CONCRE[TE SLAB
SPECIAL REINFORCED ELEVATION o : A - 8 13
: o : CT LT

3

DOUBLE ACTING DOOR

2
}4%

FINISH FLOOR Y — 5/8" ¢ HOLE.

SAWCUT TO DEPTH OF OVERJAYMENT. \: KROG ER N856

1/4" FOR RESINOUS FLOORINE. /1 172" @ X 7 KNG BOLT

DISTANGE FROM] THlBER END FOSTORIA

IS 12"
126 WEST HIGH STREET

JAMB COLUMN:
STUDS FACE TO FACE

ATTACHED WITH TWO
STUD TRACKS. /

L e )
S bt

EDGE OF FULL
THICKNESS
RESINOUS
FLOORING /

|

W
Wy, @

)

METAL STUD PARTITION WITH CERAMIC . of . AT ”
TILE FINISH. DO NOT USE ON y 2 FINISH LOOR
INSULATED COOLER WALL PANEL. T
ALUMINUM TILE. EDGE CORE DRILL — GRADUAL TRANSITION EDGE s I[\
_— GUARD. |UNDERCUT 1 /4" \ /J
PROTECTION STRIP WITH 2 TRANSITION./ o=y ro\ser FOSTORIA, OHIO 44830
P O ) N : for
4" x 6 PRESSUHE TREATED YELLOW

CARPET] / : , —
( i ‘ = NI O, THE KROGER COMPANY

i

~

RESINOUS COVER BASE WITH 3/4”

- e RADIUS COVE. EXTEND TO TILE EDGE
STRIP. / i H| 4 =
RESINOUS FLOORING 7 V¥V 1 XL T~ Y 4 4 4 / N\
SEALAN , | SLOPE TO DRAIN ﬁA 7 ) | v a 4 p 4 GRAY URETHANE CAULKING
00" N 1 — 4 g 6" TYPICKL /
. | 2 5 . — CONCRETE SLAB 44/ 00 y oilan
ELE';/‘Z%RON a . o\ - 4 : INSTALLAZON] INSTRUCTIONS: \ conerehe <Las rFLOOR HNE C
4 - < .TAa 1. CORE DRI/ 2 1/4] DIAMEJER HOLE, 4" MIN. DEEP. DEPENDING 25 B. RESINOUS |TO FINISH FLOOR TRANSITION FOR REMODELS /
a4 . « 4 UPON Thf SIZE OF \THE CQRE DRILLED HOLE, POUR A SMAL 8 R ST
4 A o AN A AMOUNA OF EPOXY N THE|HOLE, THEN INSERT SOCKET, FILLI LF SIZE 174 a . 300 Spruce Street Phone: (614) 461-4664
4 : : AN IN W EPOXY AS NXEDED| INSERT POST IN TO SOCKET AND Bl CARPET TO CONCRET VINYL MAxpflum v NO TEN Suite 300 Fax: (614) 280-8881
PROP UP IN VERTICAL\POS|TION UNTIL EPOXY SETS. IF A \ ) \ Columbus, Ohio 43215  www.moodynolan.com
LMRGER DIAMETER HOLX IS|MADE (MAXIMUM 3") POUR STONE maZONRY ANCHOR 'q 1. THERE SHALL NOT LESY THAN TWO BOLTS PER ’ ' .
AY BE USED TO SECURE BOCKET IN PLACE ' TIMBER REGARDINSS OF MINIMAL LENGTH.

N 2. THIS TYPE OF BUMPXR RAIL|(WOOD) IS NOT PERMITTED .
< INSIDE COOLERS & PNEP. AREAS, OR IN AREAS WHERE Dwg. Coord.: JWB Tech. Coord.: Proj #: 23016.09
. . SANITARY WASH DOWNG REQUIRED.

Note: 6-6-08

8/7/13 5/4 /20 5/24/16 7/13/16 7/13/16
DOUBLE ACT'NG DOO TYPICAL  LOCATIONS: WALL TO FLOOR BA E Installation Instructions From EMOVABLE PROTECT' E CARPET TRANSITI TRANSITION PROTECTIVE WOO
FRAME AT STUD PARTITIO 2 TYPE—E ap S e OST INSTALLATION Zay AL DETAILS Zay R DETAILS zn BUMPER RAIL 70 STANDARD DETAILS A52

POST. REFER TO SPECIFICATIONS REFER TO SPECIFICATIONS

SD£56 T e SD 1E SD SECTION 09 65 13. SD SECTION 09 65 13. SD ASD— BID/PERMIT 21212024
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