
816 PBX INTERFACE

*PULL AND TERMINATE LOW-VOLTAGE DRIVE-UP SYSTEM CABLES

 THE CONTRACT. 

*FURNISH AND INSTALL THE DRIVE UP WINDOW (IF REQ’D) AS PER THE TERMS OF 

*FURNISH AND INSTALL THE AUDIO SYSTEM AS PER THIS DRAWING SET.

 THIS DRAWING SET. 

*FURNISH AND INSTALL THE PNEUMATIC TUBES FOR EACH REMOTE SYSTEM AS PER 

*FURNISH AND INSTALL CUSTOMER AND OPERATOR TERMINALS.

DIEBOLD INSTALLERS:

THE FOLLOWING WORK RELATED TO THE DRIVE-UP EQUIPMENT WILL BE PERFORMED BY 7.

DIEBOLD INSTALLERS:

EXCEPT UNDER DIEBOLD SUPERVISION.

NO POWER SHALL BE APPLIED TO THE DIEBOLD EQUIPMENT 22.

EQUIPMENT.

THE OWNER’S E.C. IS TO BE RESPONSIBLE FOR THE GROUNDING OF ALL ELECTRICAL21.

CHANGES NECESSARY TO COMPLY WITH THESE CODES.

LOCAL ELECTRICAL CODES WHICH MAY APPLY. OWNERS E.C. TO BE RESPONSIBLE FOR ANY 

AND ENSURE ALL WORK AND MATERIALS CONFORM TO THE NATIONAL, STATE AND 20.

ONE UNIT SHALL NOT EFFECT OTHER UNITS.

AND CONNECT INDIVIDUAL CIRCUITS FOR EACH CUSTOMER UNIT SO THAT FAILURE OF 19.

AND INSTALL INTERIOR AND EXTERIOR LIGHTING AND SIGNS18.

EQUIPMENT.  

AND INSTALL SOURCE, DISTRIBUTION AND CONNECTION FOR POWER TO OPERATE 17.

PROTECTION AND WIRING DEVICES. 

AND INSTALL ALL CONDUITS (WITH PULL STRINGS), PANELS, BOXES OVERLOAD 16.

THE OWNER’S ELECTRICAL CONTRACTOR (E.C.) SHALL PROVIDE:

SURFACE.

WINDOW AND TRANSACTION DRAWER DESIGNED TO BE MOUNTED ON SINGLE FLAT PLUMB24.

CONFIGURATION WITH ARCHITECT.

MAY BE REQUIRED DUE TO EXTERIOR BRICK WAINSCOTING. VERIFY EXTERIOR WALL

FOR PROPER INSTALLATION OF WINDOW AND TRANSACTION DRAWER.  ADDITIONAL FRAMING

" VERTICAL AND HORIZONTAL FLAT PLUMB SURFACE AROUND WALL OPENING4
3PROVIDE 123.

DRAWING SPECIFIC NOTES:

ALL FINAL EQUIPMENT CLEAN UP TO BE DONE BY OTHERS.5.

ALL INSTALLATIONS SHALL BE PERFORMED DURING REGULAR BUSINESS HOURS.4.

DONE BY DIEBOLD AT THE REQUEST AND EXPENSE OF THE PURCHASER.

EQUIPMENT CAUSED BY OTHER PARTIES.  REPAIR OF DAMAGE CAUSED BY OTHERS SHALL BE 

DIEBOLD INSTALLERS SHALL NOT BE RESPONSIBLE FOR ANY DAMAGE TO DIEBOLD 3.

MAY AFFECT UNIT AND PERFORMANCE.

TRANSACTION AND PROTECT VAT UNIT FROM EXCESSIVE MOISTURE.  EXCESSIVE WATER 

CANOPY IS TO PROVIDE WEATHER PROTECTION FOR THE CUSTOMER AT TIME OF 2.

EXACT LOCATION OF ALL DIEBOLD EQUIPMENT IS TO BE VERIFIED ON SITE.1.

GENERAL NOTES:

CEILING TRIM AROUND TUBES, AND ACOUSTICAL TREATMENT AS REQ’D.

INCLUDING GROUTING, PATCHING, CAULKING, WATERPROOFING, PAINTING, SEALING, CANOPY AND

AFTER EQUIPMENT IS INSTALLED, FINISH AT ALL OPENINGS AROUND EQUIPMENT 15.

ALL CANOPY AND SUPPORT MEMBERS14.

ALL WALL CHASES OR EQUIVALENT TO CONCEAL SYSTEM CONTROL CABLES13.

ABOVE WINDOW AS SPECIFIED FOR PNEUMATIC TUBES,  AIRLINES, & CONDUITS.

ALL WALL OPENINGS & PENETRATIONS FOR BR WINDOW,  TRANSACTION DRAWER, OPENING 12.

GUARD POSTS AS SHOWN, FILLED WITH CONCRETE.11.

CONCRETE ISLANDS. ISLANDS TO BE LEVEL AND SMOOTH AT CUSTOMER UNITS10.

WHERE THE PRODUCT IS TO BE INSTALLED.

INTO THE BUILDING, AMPLE PASSAGE AND RIGHT OF WAY FROM SAID OPENING TO LOCATION 

BUILDING OF SUFFICIENT SIZE FOR THE MOVING OF THE DIEBOLD DRIVE-UP EQUIPMENT 

AND MAINTAIN DURING THE INSTALLATION OF THIS PRODUCT AN OPENING INTO THE 9.

INSTALLATION OF THE TRANSACTION DRAWER AND  DRIVE-UP B.R. VISION WINDOW.

ACCESS, GRADING, AND COMPACTION OF THE FIRST DRIVE-UP LANE FOR THE SAFE 8.

THE OWNER’S GENERAL CONTRACTOR (G.C.) SHALL PROVIDE:
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120 VAC (41-018477)

HEATER - FORCED AIR (450 WATTS)

OPTION:

SEE DETAIL

MAXIMUM BOX SIZES:

990 CUBIC INCHES

DEAL DRAWER CAPACITY:

115 LBS.

WEIGHT:
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121-35 TRANSACTION DRAWER

DETAIL

A 3" NOTCH TO RECEIVE MOUNTING CLAMPS

" IT WILL REQUIRE4
3MUST BE OVER 1’-0

PROPER CLAMPING OF DRAWER. IF WALL

" MAX. WALL TO MAINTAIN4
38" MIN. TO 1’-0

HEATER

FOR OPTIONAL 

"ON/OFF" SWITCH

FOR OPTIONAL HEATER

ELECTRICAL REQUIREMENTS 

POWER CORD AND 

BRANCH CIRCUIT

PHASE, 20 AMP DEDICATED

ON (1) 120 VAC, 60 HZ, SINGLE 

TO PROVIDE (1) DUPLEX OUTLET

ELECTRICAL CONTRACTOR
6’-0" LONG

POWER CORD

SPEAKER

MIKE

CALL BUTTON

"LIGHTED" YELLOW FOR PROPER INSTALLATION OF DRAWER
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SCALE: 

SETTING DETAILS.

WINDOW FRAME.  SEE WINDOW 

FINISHED TO ACCEPT BOLT IN STYLE 

WINDOW BY THE OWNER’S G.C.  

WALL OPENING FOR BR VISION 

NOTE: 

" W.O.4
33’-6

POS AND PHONE CONDUIT ENLARGED DETAIL

ELECTRICAL REQUIREMENTS

GENERAL ELECTRICAL NOTES: POWER REQUIREMENTS

FOR TRANSACTION DRAWER WITH HEATER (MAX. LOAD: 4.0 AMPS)1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

SUPPLY

ELECTRICAL

BUILDING

SINGLE-PHASE, 20 AMP DEDICATED CIRCUIT. 

OWNER’S E.C. TO PROVIDE (1) DUPLEX RECEPTACLE ON (1) 120 VAC, 60 HZ, 

ALL WORK AND MATERIALS SHALL CONFORM TO ALL 

NATIONAL, STATE, AND LOCAL ELECTRICAL CODES WHICH 

MAY BE APPLICABLE.  OWNER’S ELECTRICAL CONTRACTOR TO 

BE RESPONSIBLE FOR ANY CHANGES NECESSARY TO 

COMPLY WITH THESE CODES.

ALL CONDUIT (WITH PULL STRINGS), POWER WIRES, JUNCTION 

BOXES AND OVERLOAD PROTECTION DEVICES ARE TO BE 

PROVIDED AND INSTALLED BY THE OWNER’S E.C.

EACH CUSTOMER / OPERATOR VAT SYSTEM SHALL BE ON ONE 

DEDICATED CIRCUIT.  FAILURE OF ONE VAT SYSTEM SHALL 

NOT EFFECT OTHER VAT SYSTEMS.

ALL POWER WIRE SIZES AND CONDUIT SIZES TO BE 

DETERMINED BY THE OWNER’S ELECTRICAL CONTRACTOR.

NO POWER SHALL BE APPLIED TO THE VAT EQUIPMENT 

EXCEPT UNDER DIEBOLD SUPERVISION.

THE OWNER’S ELECTRICAL CONTRACTOR SHALL BE 

RESPONSIBLE FOR THE GROUNDING OF ALL ELECTRICAL 

EQUIPMENT.

4" CHASE (IF REQUIRED) BY OWNER’S G.C. TO CONCEAL 

AUDIO AND CONTROL CABLES FROM AREA OF AUDIO 

SWITCHER BOX TO ACCESSIBLE CEILING.

SPACE RECEPTACLES 4" ON CENTER, SIDE TO SIDE AND 6" ON 

CENTER, TOP AND BOTTOM WHEN USED FOR 

TRANSFORMERS.  MOUNTING HEIGHT TO BE DETERMINED BY 

OWNER’S E.C. AND ALL GOVERNING CODES.

ALL CCTV EQUIPMENT MUST BE ON THE SAME ELECTRICAL 

PHASE.

CONDUITS FOR FUTURE USE SHALL HAVE PULL STRING. 

FOR 816 PBX AUDIO INTERFACE

TD

FOR POINT OF SALE (POS) ENCLOSURE

POS

SINGLE-PHASE, 20 AMP DEDICATED CIRCUIT AND A PHONE JACK FOR PBX SYSTEM.

OWNER’S E.C. TO PROVIDE (1) DUPLEX RECEPTACLE ON (1) 120 VAC, 60 HZ, 

FOR THE POS TERMINAL.

SINGLE-PHASE, 20 AMP DEDICATED CIRCUIT AND A NETWORK JACK DESIGNATED 

OWNER’S E.C. TO PROVIDE (1) DUPLEX RECEPTACLE ON (1) 120 VAC, 60 HZ, 

PBX

SWITCHER, BE ON THE SAME ELECTRICAL PHASE.

EQUIPMENT, INCLUDING CAMERAS, MONITORS AND VIDEO 

EQUIPMENT.  DIEBOLD REQUIRES THAT ALL CCTV 

RECEPTACLES WITH CIRCUITS DEDICATED FOR DIEBOLD 

DIEBOLD DOES NOT RECOMMEND USING OPEN 

ANY CONVENIENCE OUTLETS OR OPTIONAL EQUIPMENT. 

OWNERS E.C. TO PROVIDE  ELECTRICAL CIRCUITS FOR 

AND PROGRAM PBX TRUNK LINE.

TELEPHONE CONTRACTOR TO PROVIDE RJ-11 JACK 

NOTE:

CT

TD

VW

TD

CEILING

FLOOR

FINISHED 
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234 SERIES WINDOW SETTING DETAILS

TYPICAL MASONRY INSTALLATION

COUNTERTOP

TYPICAL MASONRY VENEER INSTALLATION

AT JOINT

BUTT FIT 
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HEADER

(SEE NOTE B)
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" FOR4
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(SEE NOTE B)

(SEE NOTE C)

INSTALLATION

SECURE AT 

BOTTOM VIEW
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TOP VIEW
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PERSPECTIVE
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1. ONE PBX INTERFACE IS REQUIRED

FOR EACH CUSTOMER STATION

(DRIVE-THRU LANE)

2. ONE EXTERNAL CALL CHIME

SUPPORTS UP TO TWO CUSTOMER

STATIONS WITH DISTINCT TONES.

3. DIAGNOSTIC TELEPHONE SHOULD

BE LOCATED IN OPERATORS KNEE

SPACE AREA

NOTES:

CHIME

OPTIONAL CALL

TRANSFORMER

PLUG-IN

NOT USED

RJ-11

CONNECT TO

FOR VAT UNITS

CCA AUDIO INTERFACE

TRANSACTION DRAWER /
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(Program)
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POWER

Customer Audio

816 PBX INTERFACE

INTERIOR ELEVATION
(SHADE BOX LOCATION)

PLAN VIEW

INSTALLATION
CONCEALED

INSTALLATION
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(TYPICAL)

OPTIONAL SHADE BOX KITS (KRO-WUW-SHADE-FOB) SHADE PROVIDED BY DIEBOLD, INSTALLED BY OTHERS

816 PBX TYPICAL SCHEMATIC

R

CALL

STATION#1

CUSTOMER

816 PBX INTERFACE

INTERFACE

816 PBX

TRANSFORMER

PLUG-IN

SUPPLIED BY CUSTOMER

PORT

TRUNK

PHONE #1 PHONE #2

CHIME (OPTIONAL)

EXTERNAL CALL

A

B

A

B

LOCATE IN OPERATORS KNEE SPACE AREA.

*

A

6’-0" TO 8"-0" OF THE 816 PBX INTERFACE UNIT.

20 AMP DEDICATED BRANCH CIRCUIT. LOCATE WITHIN

OUTLET AT EACH  A  ON (1) 120 VAC, 60 Hz., 10, (3W),

ELECTRICAL CONTRACTOR TO PROVIDE (1) DUPLEX B

TO BUILDINGS ELECTRICAL SUPPLY PANEL.

ELECTRICAL CONTRACTOR TO PROVIDE CONDUIT   B  

50’-0" OF THE PHONE INTERFACE.

IS IN THE OPERATORS KNEE SPACE AREA OR WITHIN

THE RECOMMENDED LOCATION FOR THE CALL CHIME

RJ-11 CABLE

RJ-11 CABLE

OR EQUIVALENT

24 AWG LEVEL 2

3 PAIR MPR/CMR,

16.5VAC

TRANSFORMER 120V,

PLUG-IN STEPDOWN

CABLE

CALL SWITCH

(BELDEN #9873 OR EQUIVALENT)

COLOR CODED

INDIV. FOIL SHIELD WITH DRAIN,

3 TWISTED PAIR,

AUDIO CABLE: #20 AWG, 6 CONDUCTOR,

4’-0" MAX. LENGTH

RJ-11 CABLE

PHONE JACK

(6) CONDUCTOR

RJ-11

(BELDEN 9154 OR EQUIVALENT)

TWISTED, FOIL SHIELD

#20 AWG, 2 CONDUCTOR

PLAN
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1- 10 

- 9" FOR WOOD OR METAL STUD WALLS

MINIMUM WALL THICKNESS:

VISION WINDOW PROVIDED BY DIEBOLD.

OPENING AND INSTALL BOLT-IN STYLE B.R. 

GENERAL CONTRACTOR TO PROVIDE MASONRY 

(SEE NOTE A)

(BY OTHERS)

SILL

AS REQ’D

(BY OWNER’S G.C.)

AROUND FRAME

CAULK CONTINUOUS

OF WINDOW

INSTALLATION

AFTER

WALL FINISH

(SEE NOTE A)

PART OF WINDOW FRAME FLAT HEAD SCREWS.

FINISH AND WINDOW SILL MUST NOT COVER ANY 

NOTE B:

FINISH TO WINDOW FRAME.

BOTTOM OF WINDOW) FROM EXTERIOR WALL 

WALL FINISH TO WINDOW FRAME AND 3" (AT 

" ( AT TOP OF WINDOW) FROM EXTERIOR 2
1HOLD 

NOTE A:
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