FLOOR FINISH PER
INTERIOR DECOR

DRAWINGS \

REFER TO PLAN FOR HEIGHT

1" THICK SOLID SURFACE
CAP CENTERED ON WALL
—— MINIMUM 1/2" WIDER
THAN WALL THICKNESS

I, N

2x FRT NAILER

METAL STUDS @ 16" 0.C.

GYPSUM BOARD (MOISTURE RESISTANT
/WHERE APPLICABLE) EACH SIDE OF

/3 x 3" x 3/16" STEEL TUBE @ 48"

0.C. MIN. IMBED INTO SLAB TO BE 6"
MIN. 2 PCS.

ALTERNATE_FRAMING OPTION: NO
/_

STEEL TUBES — PONY WALL STUDS
ANCHORED TO SLAB. PROVIDE POSTS
AT WALL ENDS AND AT 48" 0.C. MAX,
60" MAX HEIGHT ALLOWED

/BASE PER INTERIOR DECOR DRAWINGS

A

,,,,,,,,,,, 0-0" _
7 FLOOR SLAB

4" CORE DRILL. INTENT IS TO
CONCEAL CORE DRILLED HOLE
WITH WALL.

BOTTOM OF STRUCTURAL STEEL

PARTITION TYPE NOTE #6

-_—

METAL STUDS AT 24" —~
O0.C. TO BOTTOM OF

STRUCTURAL STEEL EXTEND GYPSUM BOARD
/6" ABOVE CEILING

FINISH CEILING — REFER TO/ A —— SOUND ATTENUATION WHERE

REFLECTED CEILING PLAN
FOR TYPE AND HEIGHT

RESTROOM/PREP

PARTITIONS BACK TO SENSITIVE
AREAS SUCH AS OFFICES, CONF.
ROOMS, BREAK ROOMS

.——GYPSUM BOARD

M.R. GYP. BD.

4-0"

|
L

SALES/OFFICE/ETC.

ROOM

CEMENT BOARD

WALL BASE
//*TYPCAL SLAB CONSTRUCTION

0-0"
00 FLOOR SLAB

PARTITION TYPE NOTES:

3.

Note:

1. REFER TO MECHANICAL DRAWINGS and ASD—-150S FOR WALL CONSTRUCTION
INFORMATION WHERE RETURN AIR DUCT IS SCHEDULED FOR INSTALLATION.

HVAC RETURN A\RJ
DUCT WHERE REQUIRED,
SEE NOTE No. 1 FOR
EXPLANATION.

GYPSUM BOARD

-_—t

$ 16'-0"

BACKROOM

WOOD PANEL

b o o

‘©

|

9]
[

METAL STUDS @ 24" 0O.C.
TO ROOF DECK.

/EXTEND GYPSUM BOARD TO DECK

WHERE NO FINISH CEILING OCCURS

EXTEND GYPSUM BOARD 6" ABOVE

WHERE FINISH CEILING OCCURS
/ FINISH CEILING WHERE

- [ OCCURS — REFER TO
L _ 2 _[ REFLECTED CEILING PLAN

T GYPSUM BOARD

CONTINUOUS RETURN AIR OPENING
WHERE REQUIRED BEHIND CASES,
SEE NOTE No. 1T FOR EXPLANATION.

SALES

WALL BASE
(TYP SLAB CONSTRUCTION

,,,,,,,, 0'=0" _
77 FLOOR SLAB

Notes:

1.

FINISHED CEILINGS: EXTEND GYP. BD. 6" ABOVE CEILING, METAL
STUDS DO NOT NEED TO EXTEND TO DECK (U.N.O.) IF BRACED BACK
TO STRUCTURE ABOVE AT 48" 0.C. MAX.

ADD SOUND ATTENUATION BLANKETS IN METAL FRAMING TO 6"

ABOVE FINISH CEILING AT MANAGER’'S OFFICE, HR OFFICE, RX
COUNSELING, AND LOSS PREVENTION.

ADD PROTECTIVE PANELING AND BUMPERS AT MART CART ROOM.

EXTEND GYPSUM M
BOARD 6" ABOVE !
| ——EXTEND GYPSUM BOARD TO

WHERE FINIS DECK WHEN NO CEILING OCCURS
CEILING OCCURS
:LO :LO

XF\N\SH CEILING WHERE OCCURS
— REFER TO REFLECTED

METAL STUDS

; CEILING PLAN
AT 24”7 0.C.  —
TO BOTTOM OF ~ .
ROOF DECK 1/2" GYPSUM BOARD ON EACH
- SIDE OF METAL STUDS, UNLESS
NOTED OTHERWISE
PHARMACY/ A SALES/
OFFICE/ADMIN A1 OFFICE/ADMIN
TYPICAL TYPICAL

WALL BASE
ATYP SLAB CONSTRUCTION

10.

1.

12,

13,

14,

15,

FIRE SUPPRESSION, FIRE ALARM & SECURITY NOTES:

THE FIRE SUPPRESSION WORK ON THIS PROJECT SHALL BE DESIGN-BUILD AND BE A DEFERRED SUBMITTAL BY G.C. AFTER
THE BIDDING PROCESS. THE INTENT IS TO EXTEND AND MODIFY THE EXISTING SYSTEM AS REQUIRED FOR THE CHANGES

MADE TO THE STORE. REPAIR AND/OR REPLACE ANY DAMAGED OR MISSING COMPONENTS. PROVIDE ANY ADDITIONAL

COMPONENTS FOR THE SYSTEM AS REQUIRED FOR MODIFICATIONS TO THE SYSTEM.

2, GC. SHALL BE RESPONSIBLE FOR COORDINATION OF ALL MECHANICAL, PLUMBING, REFRIGERATION, ELECTRICAL WITH LOCAL
AUTHORITIES HAVING JURISDICTION AND ALL OTHER BUILDING TRADES. CARE SHALL BE TAKEN TO PROTECT EXISTING
ITEMS SCHEDULED FOR REUSE.

3. REWORK EXISTING FIRE SUPPRESSION SYSTEM IN EACH AREA WHERE THE ROOM LAYOUT OR CEILING HAS CHANGED AS
REQUIRED TO ACCOMMODATE NEW CONFIGURATION (RAISE OR LOWER HEADS AS REQUIRED). ALL REVISIONS TO THE

SUPPRESSION SYSTEM TO BE TREATED AS A DEFERRED SUBMITTAL BY G.C
LICENSED ENGINEER AND MEET ALL RELEVANT STATE AND LOCAL CODES.

BY KROGER'S UNDERWRITER).

FIRE

REVISION TO BE DESIGNED AND SEALED BY A
(ALL WORK/DESIGN/REVISIONS TO BE APPROVED

4., COORDINATE ALL REQUIRED BACK-FLOW PREVENTION DEVICE MAINTENANCE AGREEMENTS BETWEEN THE OWNER AND THE

CITY.

5. G.C. AND/OR FIRE SUPPRESSION CONTRACTOR TO FIELD VERIFY THAT THE APPROPRIATE COVERAGE IS PROVIDED IN NEW &
EXISTING AREAS (INCLUDING INSIDE & ABOVE COOLERS & FREEZERS)

6. THE EXISTING FIRE ALARM SYSTEM SHALL REMAIN FOR THIS STORE. MODIFY SYSTEM AS REQUIRED FOR NEW LAYOUT. FIRE
ALARM WORK ON THIS PROJECT SHALL BE DESIGN-BUILD AND BE A DEFERRED SUBMITTAL BY G.C. AFTER THE BIDDING

PROCESS.

7. THE EXISTING SECURITY SYSTEM (PREMISE ALARM) SHALL REMAIN FOR THIS STORE. MODIFY SYSTEM AS / IF REQUIRED FOR
NEW LAYOUT. SECURITY ALARM WORK ON THIS PROJECT SHALL BE DESIGN-BUILD AND BE A DEFERRED SUBMITTAL BY G.C.
AFTER THE BIDDING PROCESS.

8. SEE SPECIFICATION SECTION 28 10 00 (SECURITY SYSTEMS) AND SECTION 28 46 OO0 (FIRE ALARM] FOR SYSTEM DESIGN AND

REQUIREMENTS.

9. GC. SHALL BE RESPONSIBLE FOR COORDINATION OF ALL MECHANICAL, PLUMBING, REFRIGERATION, ELECTRICAL WITH LOCAL

AUTHORITIES HAVING JURISDICTION AND ALL OTHER BUILDING TRADES.

ITEMS SCHEDULED FOR REUSE.

|
i‘/— FACE OF WALL.

(SEE PARTITION TYPES)

I

i MATCH EXISTING
. /CURB FINISH

! :t4”

CARE SHALL BE TAKEN TO PROTECT EXISTING

2.1,

3.

SEE ROOM FINISH SCHEDULE A6.1, DECOR DRAWINGS AND
SPECIFICATIONS FOR FINISHES AND ADDITIONAL INFORMATION.

ALL FULL HEIGHT, FREE STANDING WALLS, WALLS WITH ITEMS
RECESSED INTO THEM, AND WALLS WITH RECESSED ELECTRIC
PANELS, PIPING, & RESTROOM FIXTURES SHALL BE 6" MTL
FRAMING. BALANCE OF METAL FRAMING SHALL BE 3%-5/8!"
METAL FRAMING UNLESS INDICATED OTHERWISE.

WHEN ALIGNING WITH EXISTING WALL FURRING, WALL
FURRING TO MATCH EXISTING.

METAL FRAMING SHALL BE 24" ON CENTER (UN.O) WITH
HORIZONTAL BRACING PER MANUFACTURE SPECIFICATION.
WALLS THAT RECEIVE FRP FINISH SHALL BE FRAMED AT
16" ON CENTER.

32. WALLS THAT HAVE CEMENT BOARD SHEATHING SHALL BE

FRAMED 16" ON CENTER.

3.9. WALLS THAT HAVE MOISTURE RESISTANT GYPSUM BOARD

SHALL BE FRAMED 16" ON CENTER.

DRYWALL SHALL BE AS INDICATED ON PARTITIONS UNLESS
MATCHING AND ALIGNING WITH AN EXISTING WALL / WALL
INFILL, THAN IT WILL MATCH EXISTING. PROVIDE CONTROL
JOINT IN DRYWALL SURFACES AS REQUIRED BY MANUFACTURER
AND CODE

FURRING ON COOLERS AND CMU WALLS SHALL RUN VERTICAL.

PROVIDE SLIP-TRACK/RECEIVER AT THE TOP OF ALL
PARTITIONS SUBJECT TO STRUCTURAL DEFLECTION PER
GYPSUM BOARD MANUFACTURES REQUIREMENTS. ADD FIRE
BLOCKING BETWEEN TOP OF WALL AND DECK WHERE OPEN
AREAS ARE TO BE SEPARATED FROM AREAS WITH CEILINGS.
FILL ALL DECK VOIDS.

GYPSUM BOARD: TYPICAL 1/2" GYP. BOARD TO BE USED UNLESS
NOTED OTHERWISE. REMODEL PROJECTS USE 5/8" GYPSUM
BOARD WHERE EXISTING 5/8" GYPSUM BOARD IS IN PLACE.

MOISTURE RESISTANT GYPSUM BOARD: 1/2" THICK TO BE USED
UNLESS NOTED OTHERWISE.

CEMENT BOARD: 1/2" UNLESS NOTED OTHERWISE.

BRACING AT COOLER/FREEZER: FULL HEIGHT WALLS BUILT
ALONG COOLER/FREEZER PANELS SHOULD BE BRACED AT ROOF
PANEL TO UTILIZE STANDARD DEPTH METAL STUD.

FLOOR FINISH AND BASE: REFER TO INTERIOR DECOR PLANS &
ROOM FINISH SCHEDULE.

FINISHED CEILINGS: EXTEND GYP., BD. 6" ABOVE CEILING,
METAL STUDS DO NOT NEED TO EXTEND TO DECK (UN.O) IF
BRACED BACK TO STRUCTURE ABOVE AT 48! O.C. MAX.

METAL STUDS AND GYPSUM BOARD SHEATHING MUST EXTEND
TO BOTTOM OF ROOF DECK AROUND SECURE AREAS (ECR,
PHARMACY), AT AREAS WHERE ONE SIDE OF THE WALL IS
OPEN TO STRUCTURE AND THE OTHER HAS A CEILING, AND AT
THE SEPARATION WALL BETWEEN BACK ROOM AND SALES
AREA.

PROVIDE PROTECTIVE PANELING (WAINSCOT) WHERE INDICATED
AS NEW OR TO REPLACE EXISTING. PROTECTIVE PANELING BE
TO 3'-6" AFF. OR TO MATCH EXISTING. AT RECYCLING ROOM
PROVIDE 1/2" M.R. GYPSUM BOARD, EXCEPT BEHIND FRP. FRP IN
RECYCLING ROOM TO OCCUR ONLY BEHIND THE TOMRA UNITS &
IN THE STORAGE/MOP ROOM. FRP TO BE 5'-O" AFF BEHIND
THE TOMRA UNITS. PROVIDE CEMENT BOARD BEHIND FRP TO
4'-0" AFF. WALLS WITH WAINSCOT EXPOSED TO CART
TRAFFIC TO TYPICALLY RECEIVE TWO BUMPER RAILS. CENTER
OF BUMPERS TO BE AT 5" AFF & 1-11" AFF (UON).

FOR NEW FRAMED WALLS INDICATED TO EXTEND EXISTING
PREP ROOM WALLS, INSTALL FOIL FACE OF INSULATION
TOWARD THE WARM SIDE, FOR EXAMPLE, THE BACK ROOM OR
SALES SIDE RATHER THAN INSIDE PREP ROOM.

ROOFING GENERAL NOTES:

NOTE

NOTE

NOTE

NOTE

NOTE

NOTE

NOTE
SLAB

NOTE

NOTE

< 8|..Ol| 8|..O|I < Sl_oll
1/2" SEALANT AT
EXISTING SLAB | NEW CONCRETE SLAB CONTROL JOINTS
_ 2 T COLOR TO MATCH
? a4t ale GROUT QUARRY OR
ey . 4 'y CERAMIC TILE
vi ) ) . L TYPICAL
) S § 3 y ] NEW POUR @ CORE AND EPOXY ANCHOR ] y ]
EDGE OF al EXISTING OR NEW INTO EXISTING SLAB—___| f % - I
= | NEW POUR . 4 <, VERTICAL SLAB -t — - . Lo
| DETALL A . ‘e e | L PENETRATING WALL. = = = —
o)
NOTE 1 ) . ) DETAIL D -
4
- @ B RN EPOXY COATED DEFORMED DETAIL A’ VAPOR BARRIER OVER 4! DETAIL 'F’
? Sl ’ - CONTROL JOINT TIE BAR - 161 OC. PLACE GRANULAR FILL
> 4 @ s, | DETAIL 'B' TYPICAL BAR 1 INTO EAGH SLAB 1/2" SEALANT AT
v . a p! - CONTROL JOINTS QUARRY OR
) 4 . SAWCUT CONTROL JOINT SPACED AS Colok 1o  MATCH CERAMIC
) . vEY TILE
. P PR PR INDICATED ON PLAN DETAIL 'B-B GROUT TeoTOAL
5 . . \—NOTE 1 RN
0 dA a4 2 N < 4 <;4 2 = < T B A !
\ v < AA A < A L 1 b
5 @\ 4 = = = = = =
< 8-0! EDGE OF NOTE 1 S
gg;’i’;ﬁ?j N DETAIL ,B,\_/—\/APOR BARRIER OVER 4" DETAIL 'F
PLAN DETAIL 'B-B’ LPEIAL D GRANULAR FILL
EPOXY FLOORING PER SPEC
CONSTRUCTION JOINT - 2 SEPARATE ENGINEER FABRIC PER
1, AT ANY CHANGE IN THE DIRECTION OF THE SLAB PROVIDE CONTROL JOINT
AT THE VERTEX OF THE SLAB CHANGE. CONTINUE PATTERN SPACING ON NEW POURS MANUFACTURES SPEC
EITHER SIDE OF THIS CONTROL JOINT. ELASTOMER
=) ‘ﬂ_n—‘
2;  PROVIDE EXPANSION JOINT - ISOLATION JOINT EVERY AT EACH COLUMN = 4 — <, oA o
LINE. = L > = 2 —

3 FILL CONTROL AND CONSTRUCTION JOINTS AS INDICATED IN THE
SPECIFICATION

\
L}
R

\_/—\/APOR BARRIER OVER 4" ~ ¥ PER

4 CONTROL SPACING IS BASED ON 4" SLAB THICKNESS. FOR EVERY O OATED JECORMED LETALC GRANULAR FILL DETAL G o b
ADDITIONAL INCH OF SLAB THICKNESS UP TO A 7' THICK SLAB ADD 2'-O" BAR 81 INTO EACH SLAB :
5" SLAB THICKNESS = 10-0" JOINT SPACING EACH DIRECTION TO MATCH ADJ CONCRETE ELASTOMER
6" SLAB THICKNESS = 12'-0" JOINT SPACING EACH DIRECTION EPOXY FLOORING
7" SLAB THICKNESS = 14-0" JOINT SPACING EACH DIRECTION PR 7 SER OPLC ] e )
v <4 4 L = = ql 4
5:  DETAILS A AND C ARE CONSTRUCTION JOINTS = = = =
DETAIL B IS A CONTROL JOINT _
DETAIL D IS AN ISOLATION JOINT '
6: WHEN FLOOR FINISH IS QUARRY OR CERAMIC TILE COORDINATE JOINT VAPOR BARRIER OVER DETAIL 'D’ DETAIL 'H
SPACING TO ALIGN WITH GROUT LINES AND CONTINUE CONTROL JOINT 4' GRANULAR FILL * PER MANUFACTURES
THROUGH FLOOR FINISH PER DETAILS E, F, G, AND H. SPECIFICATION
VERTICAL SLAB PENETRATION - -
7. CONTROL JOINT SHALL BE 1" DEEP BY 1/8" WIDE. DEFORMED BARS AT STRUCTURAL WALL OR OTHER
JOINTS SHALL BE CENTERED IN THE SLAB.
8: EXCEPTION - WHEN SALES FLOOR IS VCT OMIT THESE CONTROL JOINTS
erorweD TiE aare To Be va | | ALso SEE AsD-e
JOINT DOWEL BARS PER ASTM SHEET A5.1.1

9:  WHEN NEW SLAB IS LESS THAN 3'-0" WIDE AND USED JUST FOR A TRENCH
CONTROL JOINTS SHALL ALIGN WITH ADJACENT EXISTING. CONSTRUCTION
JOINTS SHALL BE AS DETAILED IN DETAIL A, C AND D.

1. THE EXISTING ROOF IS TO REMAIN. PORTIONS OF THE ROOF TO BE
PATCHED & REPAIRED OR REWORKED AS REQUIRED DUE TO ANY
DEMOLITION, REMOVAL OF EXISTING ITEMS, ANY NEW CONSTRUCTION, AND
INSTALLATION OF NEW ITEMS. MATCH EXISTING ROOFING MATERIAL (IE.
MEMBRANE, INSULATION, STEEL DECKING) AND PROVIDE NEW MATERIAL
AS REQUIRED TO PATCH / REPAIR ROOF AND MATCH EXISTING SLOPE.

2. COORDINATE ANY NEW ROOF WORK WITH FLOOR PLANS, STRUCTURAL,
MECHANICAL, PLUMBING, & ELECTRICAL DRAWINGS. COORDINATE NEW
WORK AND DEMOLITION WORK WITH INTERIOR WORK AND THE PHASING

PLAN.

5. FLASH & SEAL ALL NEW ROOF PENETRATIONS PER PROJECT
SPECIFICATIONS AND ROOF MANUFACTURERS REQUIREMENTS.

4. ALL ROOF WORK TO BE PERFORMED BY A QUALIFIED ROOFING
CONTRACTOR PER ROOF MANUFACTURERS STANDARDS AND TYPICAL
INDUSTRY STANDARDS. CONTRACTOR TO MAINTAIN EXISTING ROOF
WARRANTY & INTEGRITY. ALL ROOF WORK TO BE DONE TO BE PER ROOF

MANUFACTURERS STANDARDS.

5. REMOVE ALL EXISTING ITEMS NOT REUSED. PATCH/REPAIR ROOF AS
REQUIRED BY MANUFACTURER TO MAINTAIN ROOF WARRANTY.

6. PROVIDE OPENINGS THRU ROOF FOR NEW VENT PIPES AS REQUIRED. SEE
PLUMBING DRAWINGS & SPECS. SEE DETAIL 527, THIS SHEET, FOR

TYPICAL DETAIL.

PRE—FINISHED STAINLESS
STEEL CART BUMPER

SECURE TO FLOOR WATER CUT OFF
i > AT 24" 0.C. MAX. SPACING MASTIC /2! TO €1/2]
/ DIA. PIPE SIZE
'_v AN RETAIL SPECIALTY INC. STAINLESS STL.
R " ARCHITECTURAL METALS CLAMP RING
o9 2 e 175865667716 LAP SEALANT -
ity 2N - PREMOLDED
P = o 0 N SINGLE PLY m PIPE SEAL
CONCRETE FILL— - "0 o [ ;\ANESI\GEi?rI\JEN ROOF
s e Lo T
R LINE.
| T
NN T | 21/2"
[ . .
5/8" ® DRILLED— | - ° - >k O
OPENING. A - " |
JOIST ¢ STACK OR PIPE
1/2” SLEEVE —/% TO MATCH EXISTING ¢ ¢
ANCHOR INTO CART CURBS
CONCRETE:

( MIN. — 12" 0.C., 4" O.C. AT ENDS)

/528\ DETAIL - CART CURB

TYP. PIPING OR VENT
7527\ FLASHING DETAIL

@ NO SCALE

Ad2 NO SCALE

A ©615/A 615M, GRADE 60, PER
SPECIFICATIONS.

/529 CONTR

OL JOINT DETAIL

\\Alz/ SCALE: NONE

NOTES:

1. SEE SHEET A1l2 FOR CONCRETE
REMOVAL AND REPLACEMENT PLAN.

STAINLESS STEEL COVER PLATES NOTES:

STEEL PLATES. PR

F. RAISE AND COVER
(TYP. AT REGISTER
INSTALLED BY G.C.

A. REPLACE EXISTING DAMAGED OR SMOOTH STEEL PLATES / COVERS WITH
NEW STAINLESS STEEL PLATES (PLATES OVER 1/2 SQ. FT. TO BE
‘DIAMOND-PLATED").

B. PLATES ARE TO BE FLUSH WITH FINISH FLOOR.

C. WHERE PLATES ARE NO LONGER NEEDED FOR ACCESS OR JUST HIDING OR
PATCHING DAMAGED CONCRETE ON THE FLOOR, REMOVE PLATE &
CUT/PATCH CONCRETE AS REQUIRED FOR SMOOTH, FLUSH FINISH.

D. GENERAL CONTRACTOR TO VERIFY LOCATIONS & SIZES OF ALL PLATES.
E. GENERAL CONTRACTOR TO PROVIDE UNIT COST PER SQUARE FOOT OF

[SECTION 0O 42 13-

OVIDE UNIT COST IN THE TRADE PROPOSAL FORM
TRADE PROPOSAL|) UNDER ITEM 5.

ANY NEWLY EXPOSED EXISTING RACEWAY ACCESS PORTS
S & B-LINES) WITH DIAMOND PLATE COVERS. PROVIDED &

SEE RISD-%4A ON SHEET MATERIAL & FINISH PER
R51 FOR WALL MOUNTED PLANS, PARTITION TYPES,
REFRIGERATION PIPING.\ & FINISH SCHEDULE.

\

% ru@uouo !
\ L
\

REFRIGERATION
PIPES

SALES OR PREP AREA

GROUP REFRIGERATION LINES TOGETHER
FOR CONTINUOUS CASE LINE-UPS.
COORDINATE WITH REFRIGERATION
DRAWINGS & REFRIGERATION CONTRACTORS

REFRIGERATION

MATERIAL & FINISH PER
PLANS, PARTITION TYPES,
& FINISH SCHEDULE.

N

SEE RISD-%4 ON SHEET RS/
FOR WALL MOUNTED

REFRIGERATION PIPING. STAGING AREA

172" FRT PLYWOOD, FULL
HEIGHT OF WALL. WIDTH
TO SUIT STUD SPACING.

NOTE:

TYPICAL WHERE REFRIGERATION LINES ARE RUN UP WALLS.
PATCH/REPAIR EXISTING WALLS AS REQUIRED DUE TO DEMOLITION
& INSTALLATION/MODIFICATION OF REFRIGERATION PIPES.

REFRIGERATION
7521\ PIPE MOUNTING DETAIL

Al NO SCALE
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